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	Reason for change:
	The current table for indicating inter-band CA capability does not take into account the fact it is possible for the UE to support UL in only one of the bands in the CA configuration, i.e. supporting PCC in only one of the two bands in the band combination.

	
	

	Summary of change:
	Adding new column to table A.4.6.3-3 enabling the UE vendor to indicate in which of the two bands in the band combination the UE supports UL (and thereby PCC).

	
	

	Consequences if not approved:
	Risk of failing a compliant UE due to running the test in unsupported configuration
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	Other comments:
	Justification for this change is found in discussion paper R5-134269


A.4.6
CA Physical Layer Baseline Implementation Capabilities

A.4.6.1
Intra-band contiguous CA Physical Layer Baseline Implementation Capabilities

Table A.4.6.1-1: Downlink Intra-band contiguous CA Bandwidth Class capabilities (for one or more of the supported CA configurations in Table A.4.6.1-3)

	Item
	Bandwidth Class
	Ref.
	Release
	Comments

	1
	DL Intra-band contiguous CA BW Class B
	36.101, 5.6A

36.331, 6.3.6
	FFS
	Not used in any valid CA configurations in TS 36.101 yet

	2
	DL Intra-band contiguous CA BW Class C
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	


Table A.4.6.1-2: Uplink Intra-band contiguous CA Bandwidth Class capabilities (for one or more of the supported CA configurations in Table A.4.6.1-3)

	Item
	Bandwidth class
	Ref.
	Release
	Comments

	1
	UL Intra-band contiguous CA BW Class B
	36.101, 5.6A

36.331, 6.3.6
	FFS
	Not used in any valid CA configurations in TS 36.101 yet

	2
	UL Intra-band contiguous CA BW Class C
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	


Table A.4.6.1-3: Supported CA configurations for Intra-band contiguous CA

	Item / CA Band

(Note 1)
	Ref.
	Release
	Supported DL CA  Bandwidth Class(es)

(Note 2)
	Supported UL CA  Bandwidth Class(es)

(Note 2)
	Supported Bandwidth Combination Set(s)

(Note 3)

	CA_1
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	
	
	

	CA_7
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	

	CA_38
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	

	CA_40
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	
	
	

	CA_41
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	

	Note 1:
Notation used for intra-band CA bands is according to TS 36.101 clause 5.6A.1 (e.g. ‘CA_1’ indicates CA configuration on E-UTRA band 1).

Note 2:
The capabilities can be supported on a single or multiple band(s). The UE supplier shall indicate in the column "Supported DL CA Bandwidth Class(es)” and column "Supported UL CA Bandwidth Class(es)” the UE supported CA Bandwidth Class(es) in downlink and uplink respectively using CA Bandwidth Class identifiers as per TS 36.101 Table 5.6A-1. 

For Rel-10 and Rel-11 CA bands then the only valid choice for Intra-band contiguous CA is ‘C’ or to leave the entry as blank (nothing stated), where blank means that CA is not supported. E.g. for a UE supporting CA Bandwidth Class C for both uplink and downlink then ‘C’ is stated in both columns.

Note 3:
For some CA Band Combinations, multiple Bandwidth Combination Sets are defined in TS 36.101, table 5.6A.1-2. The UE supplier shall indicate the supported set(s) in column “Supported Bandwidth Combination Set”.


A.4.6.2
Intra-band non-contiguous CA Physical Layer Baseline Implementation Capabilities

FFS

A.4.6.3
Inter-band CA Physical Layer Baseline Implementation Capabilities

Table A.4.6.3-1: Downlink Inter-band CA Bandwidth Class Combination capabilities (for one or more of the supported CA configurations in Table A.4.6.3-3)

	Item
	Bandwidth Class Combination
	Ref.
	Release
	Comments

	1
	DL Inter-band CA BW Class Combination A-A
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	


Table A.4.6.3-2: Uplink Inter-band CA Bandwidth Class Combination capabilities (for one or more of the supported CA configurations in Table A.4.6.3-3)

	Item
	Bandwidth Class Combination
	Ref.
	Release
	Comments

	1
	UL Inter-band CA BW Class Combination A-A
	36.101, 5.6A

36.331, 6.3.6
	FFS
	Not used in any valid CA configurations in TS 36.101 yet


Table A.4.6.3-3: Supported CA configurations for Inter-band CA

	

	
	
	

	

	


	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	
	

	
	
	
	

	




	



	Item / CA Band Combination

(Note 1)
	Ref.
	Release
	Supported DL CA  Bandwidth Class combination(s)

(Note 2)
	Support of UL in band (Note 4)
	Supported UL CA  Bandwidth Class combinations(s)

(Note 2)
	Supported Bandwidth Combination Set(s)

(Note 3)

	CA_1-5
	36.101, 5.6A

36.331, 6.3.6
	Rel-10
	
	
	N/A
	

	CA_1-18
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_1-19
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_1-21
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_2-17
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_2-29
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_3-5
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_3-7
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_3-8
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_3-20
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4-5
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4-7
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4_12
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4-13
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4-17
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_4-29
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_5-12
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_5-17
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_7-20
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_8-20
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	CA_11-18
	36.101, 5.6A

36.331, 6.3.6
	Rel-11
	
	
	N/A
	

	Note 1:
Notation used for inter-band CA configurations is according to TS 36.101 clause 5.6A.2 (e.g. ‘CA_1_5’ indicates CA configuration on E-UTRA bands 1 and 5).

Note 2:
The capabilities can be supported on a single or multiple band(s). The UE supplier shall indicate in the column "Supported DL CA Bandwidth Class combination(s)” and column "Supported UL CA Bandwidth Class combination(s)” the UE supported CA Bandwidth Class combination(s) in downlink and uplink respectively using combination of CA Bandwidth Class identifiers as per TS 36.101 Table 5.6A-1 in the same order as the bands are indicated in the CA Configuration separated by a ‘-‘. For Rel-10 and Rel-11 CA band combinations then the only valid choice for Inter-band CA in downlink is ‘A-A’ or to leave the entry as blank (nothing stated), where blank means that CA is not supported.

For Rel-10 and Rel-11 CA band combinations then uplink CA is not applicable and column "Supported UL CA Bandwidth Class combination(s)” is marked as ‘N/A’. E.g. if UE supports Rel-10 CA band combination CA_1-5 and the UE supporting CA Bandwidth Class A for both bands in downlink then ‘A-A’ is stated in the column "Supported DL CA Bandwidth Class combination(s)” and column "Supported UL CA Bandwidth Class combination(s)” is marked as ‘N/A’.

Note 3:
For some CA Band Combinations, multiple Bandwidth Combination Sets are defined in TS 36.101, table 5.6A.1-2. The UE supplier shall indicate the supported set(s) in column “Supported Bandwidth Combination Set”.
Note 4:
For inter-band CA with one uplink, the UE is capable of having UL in one or both the bands. UE supplier shall indicate this in the column " Support of UL in band” using ‘Yes’ or ‘No’ in the same order as the bands are indicated in the CA Configuration separated by a ‘-‘ (e.g. ‘No-Yes’ for ‘CA_1_5’ indicates UL support on E-UTRA bands 5 only). A ‘No’ indicates the UE is only capable of using a cell in that band as an SCC.


Annex B (informative):

