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<Start of modified section>
4.6.6
Measurement information elements

-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	MeasObjectEUTRA-GENERIC
	
	eICIC

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	eICIC

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	eICIC

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	eICIC
	For eICIC measurements


-
MeasGapConfig-GP1
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