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6.6.2.1A.1.5
Test Requirements


The measured UE mean power with the aggregated channel bandwidth as specified in clause 5.4.2A, derived in step [FFS], shall fulfil requirements in Table 6.2.3A.1.5-1 as appropriate,


and


the power of any UE emission shall fulfil requirements in Table.6.6.2.1A.1.5-1 or Table.6.6.2.1A.1.5-2, as applicable.

Table 6.6.2.1A.1.5-1: General E-UTRA spectrum emission mask for CA, E UTRA bands ≤ 3GHz

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-21
	-21
	-22
	-22.5
	30 kHz

	( 1-5
	-8.5
	-8.5
	-8.5
	-8.5
	1 MHz

	( 5-29.9
	-11.5
	-11.5
	-11.5
	-11.5
	1 MHz

	( 29.9-30
	-23.5
	
	
	
	1 MHz

	( 30-34.85
	
	-23.5
	
	
	1 MHz

	( 34.85-34.9
	
	
	-23.5
	
	1 MHz

	( 34.9-35
	
	
	
	
	1 MHz

	( 35-39.8
	
	
	
	
	1 MHz

	(39.8-39.85
	
	
	
	-23.5
	1 MHz

	( 39.85-44.8
	
	
	
	
	1 MHz

	Note 1: The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Noter 2: At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3: The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel


Table 6.6.2.1A.1.5-2: General E-UTRA spectrum emission mask for CA, 3GHz < E UTRA bands ≤ 4.2GHz

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-20.7
	-20.7
	-21.7
	-22.2
	30 kHz

	( 1-5
	-8.2
	-8.2
	-8.2
	-8.2
	1 MHz

	( 5-29.9
	-11.2
	-11.2
	-11.2
	-11.2
	1 MHz

	( 29.9-30
	-23.2
	
	
	
	1 MHz

	( 30-34.85
	
	-23.2
	
	
	1 MHz

	( 34.85-34.9
	
	
	-23.2
	
	1 MHz

	( 34.9-35
	
	
	
	
	1 MHz

	( 35-39.8
	
	
	
	
	1 MHz

	(39.8-39.85
	
	
	
	-23.2
	1 MHz

	( 39.85-44.8
	
	
	
	
	1 MHz

	Note 1: The first and last measurement position with a 30 kHz filter is at ΔfOOB equals to 0.015 MHz and 0.985 MHz.
Noter 2: At the boundary of spectrum emission limit, the first and last measurement position with a 1 MHz filter is the inside of +0.5MHz and -0.5MHz, respectively.
Note 3: The measurements are to be performed above the upper edge of the channel and below the lower edge of the channel


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
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