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Recommended test case applicability

<### Text skipped ###>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	ROWS SKIPPED

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	
	
	

	9.1.1.2
	Void
	
	
	
	
	
	
	

	9.1.2.1
	Authentication accepted
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.2
	Void
	
	
	
	
	
	
	

	9.1.2.3
	Authentication not accepted by the network, GUTI used, authentication reject and re-authentication
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.4
	Authentication not accepted by the UE / MAC code failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.5
	Authentication not accepted by the UE / SQN failure
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.2.6
	Abnormal cases / Network failing the authentication check
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.1
	NAS security mode command accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.2
	NAS security mode command not accepted by the UE
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.3.3
	No emergency bearer service / NAS security mode command with EIA0 not accepted by the UE
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.4.2
	Identification procedure / IMEI / IMEISV requested
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.5.1
	EMM information procedure
	Rel-8
	C51
	UEs supporting E-UTRA and  supporting the EMM information message
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.1.5.2
	EMM information procedure not supported by the UE
	Rel-8
	C46
	UEs supporting E-UTRA and  does not support the EMM information message
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1
	Attach / Success / Valid GUTI
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration) 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1a
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 9.2.1.1.1a or TC 9.2.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.1b
	Attach / Success / Last visited TAI, TAI list and equivalent PLMN list handling / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA

This test is 'cells on single frequency only' equivalent of TC 9.2.1.1.1a
	pc_eFDD
	
	Either TC 9.2.1.1.1a or TC 9.2.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.2
	Attach / Success / With IMSI, GUTI reallocation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.2a
	Attach Procedure / AttachWithIMSI configured / Selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs / Success
	Rel-10
	C173
	UEs supporting E-UTRA and AttachWithIMSI
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.3
	Attach Procedure / Success / Request for obtaining the IPv6 address of the home agent
	Rel-8
	C68
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv6 address of the Home Agent during Attach procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.4
	Attach Procedure / Success / Request for obtaining the IPv4 address of the home agent
	Rel-8
	C69
	UEs supporting E-UTRA and Mobility management based on Dual-Stack Mobile IPv6 and being configured to request the IPv4 address of the Home Agent during Attach procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.5
	Void
	
	
	
	
	
	
	

	9.2.1.1.7
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.7 or TC 9.2.1.1.7a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.7a
	Attach / Success / List of equivalent PLMNs in the ATTACH ACCEPT message / Single Frequency operation
	Rel-8
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	Either TC 9.2.1.1.7 or TC 9.2.1.1.7a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.7b
	Attach / Success / native GUMMEI
	Rel-10
	C04
	UEs supporting E-UTRA and EPS attach (with or without pre-configuration)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	ROWS SKIPPED


