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<Start of Modified Section>
-
TRACKING AREA UPDATE REQUEST

This message is sent by the UE to the SS.

Table 4.7.2-27: TRACKING AREA UPDATE REQUEST
	Derivation Path: 24.301 clause 8.2.29

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Tracking area update request message identity
	'0100 1000'B
	Tracking area update request
	

	EPS update type
	
	
	

	  EPS update type Value
	'000'B
	TA updating
	TA_only

	
	'001'B or ‘010’B
	Combined TA/LA updating or combined TA/LA updating with IMSI attach
	combined_TA_LA
Rel-8 to Rel-11 only

	
	‘010’B
	combined TA/LA updating with IMSI attach
	combined_TA LA
Rel-12 and later releases

	  "Active" flag
	'0'B
	No bearer establishment requested
	

	NAS key set identifier
	
	
	

	  NAS key set identifier
	The valid NAS key set identifier of the UE
	
	

	  TSC
	'0'B
	native security context (for KSIASME)
	

	Old GUTI 
	Any allowed value
	
	

	Non-current native NAS key set identifier
	Not present
	
	

	GPRS ciphering key sequence number
	Not present
	
	

	Old P-TMSI signature
	Not present
	
	

	Additional GUTI
	Not present
	
	

	NonceUE
	Not present
	
	

	UE network capability
	Not present or any allowed value
	
	

	Last visited registered TAI
	Not present or any allowed value
	
	

	DRX parameter
	Not present or any allowed value
	
	

	UE radio capability information update needed
	Not present or any allowed value
	
	

	EPS bearer context status
	Not present or (octet 3 = '00100000'B and octet 4 = '00000000'B)
	
	

	MS network capability
	Not present or any allowed value
	
	

	Old location area identification
	Not present or any allowed value
	
	

	TMSI status
	Not present or any allowed value
	
	

	Mobile station classmark 2
	Not present or any allowed value
	
	

	Mobile station classmark 3
	Not present or any allowed value
	
	

	Supported Codecs
	Not present or any allowed value
	
	

	Additional update type
	Not present
	
	TA_only

	Additional update type
	Not present or any allowed value
	
	combined_TA_LA

	Old GUTI type
	Not present or any allowed value
	
	


	Condition
	Explanation

	TA_only
	See the definition below table 4.7.2-24.

	combined_TA_LA
	See the definition below table 4.7.2-24.


NOTE:
This message is always sent within SECURITY PROTECTED NAS MESSAGE message.
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�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.





