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1
Introduction
In Rel-10, support for PS to CS SRVCC access transfer of a call in the alerting phase was specified in TS 24.237 and TS 24.008. However, there is currently no support for PS to CS SRVCC access transfer of a call in the pre-alerting phase (e.g. after the SRVCC UE has received a SIP 183 (Session progress) response containing the SDP answer and before the SIP 180 (Ringing) response has been received). If the UE receives early media or announcements from the network in the pre-alerting phase, the network will not perform SRVCC of the IMS session in the pre-alerting phase, thus impacting the user experience.
TSG CP completed the Rel-12 work item on bSRVCC at CP#60 (Jun 2013). PS to CS SRVCC of originating call in the pre-alerting phase has now been specified in Rel-12 in Stage 3 specification TS 24.008 and TS 24.237.

2
Work item status

The current completeness of the work item is:

	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	E-UTRA to UTRA

	TS 36.523-1

TS 36.523-2
	E-UTRA protocol testing area
	100%
	
	
	
	

	E-UTRA to GSM

	TS 36.523-1

TS 36.523-2
	E-UTRA protocol testing area
	100%
	
	
	
	


Estimation of WI overall completeness:

	Overall completeness
	100%
	


Colour coding:
	
	Not started

	
	Ongoing

	
	Ready


3
Test Case Work Plan

3.1
From E-UTRA to UTRA bSRVCC Work Plan
	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 / 36.523-2

	13.4.3 Inter-system mobility voice

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.18
	Rel-12
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call
	To verify that the UE performs a SRVCC procedure while originating call is before alerting phase and PS data is ongoing, and continues call set up procedure for MO call in UTRA cell.
	NTT DOCOMO
	RAN#62
	100%
	R5-134963
	

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.19
	Rel-12
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call / SRVCC HO cancelled
	To verify that the UE sends SIP UPDATE after handover is cancelled while originating call is before alerting phase and PS data is ongoing.
	NTT DOCOMO
	RAN#62
	100%
	R5-134964
	

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.20
	Rel-12
	Inter-system mobility / E-UTRA voice to UTRA CS voice / bSRVCC / MO call / SRVCC HO failure
	To verify that the UE sends SIP UPDATE after handover failure is occurred while outgoing call is before alerting phase.
	CATR
	RAN#62
	100%
	R5-134965
	


3.2
From E-UTRA to GSM bSRVCC Work Plan
	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 / 36.523-2

	13.4.3 Inter-system mobility voice

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.21
	Rel-12
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call 
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call 
	ZTE
	RAN#63
	100%
	R5-140965
	

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.22
	Rel-12
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call / SRVCC HO cancelled 
	Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call / SRVCC HO cancelled 
	ZTE
	RAN#63
	100%
	R5-140181
	

	RRC 13.4.3
	36.523-1

36.523-2
	13.4.3.23
	Rel-12
	Inter-system mobility / E-UTRA voice to GSM CS voice / bSRVCC / MO call / SRVCC HO failure 
	Inter-system mobility / E-UTRA voice to GSM CS voice / bSRVCC / MO call / SRVCC HO failure 
	ZTE
	RAN#63
	100%
	R5-140182
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