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1. Introduction
According the AP#61.05, investigate format of SDP notation in TS 34.229, this document contains explanation of the current mapping from SDP examples to test requirements.   

2. Discussion
3GPP TS 26.114 (SA4), VoLTE 
In this example, the MTSI client in terminal wishes to establish an AMR speech-only session with RTCP turned off. One RTP Payload Type (97) is defined for the bandwidth-efficient payload format. In this case, the MTSI client in terminal supports mode changes at any time, mode changes to any mode and mode change restrictions.

Table A.1.1: SDP example

	SDP offer

	m=audio 49152 RTP/AVP 97

b=AS:29

b=RS:0

b=RR:0

a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220

a=ptime:20

a=maxptime:240


Mapping to RAN5 test requirements

Step 1, mark mandatory parts italic for a suitable test purpose.

m=audio 49152 RTP/AVP 97

b=AS:29

b=RS:0

b=RR:0
a=rtpmap:97 AMR/8000/1

a=fmtp:97 mode-change-capability=2; max-red=220
a=ptime:20

a=maxptime:240
Step 2, replace mandatory parts with optional contents with RFC 4566 SDP terminology within brackets.
m=audio (transport port) RTP/AVP (fmt)
b=AS: (bandwidth-value)
b=RS:0

b=RR:0
a=rtpmap: (payload type) AMR/8000/1
a=fmtp: (format) mode-change-capability=2; max-red=220
a=ptime:20

a=maxptime:240
Step 3, remove optional contents.  
m=audio (transport port) RTP/AVP (fmt)
b=AS: (bandwidth-value)
b=RS:0

b=RR:0
a=rtpmap: (payload type) AMR/8000/1
a=fmtp: (format) mode-change-capability=2; max-red=220
a=ptime:20

a=maxptime:240
Test requirements  
m=audio (transport port) RTP/AVP (fmt)
b=AS: (bandwidth-value)
b=RS:0

b=RR:0
a=rtpmap: (payload type) AMR/8000
a=fmtp: (format) mode-change-capability=2; max-red=220
a=ptime:20

a=maxptime:240
3. Proposal

It is proposed this mapping is accepted and used to derive SDP test requirements.       
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