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15.5
Call waiting 

NOTE:
In this subclause, Subscriber B is the UE under test, and subscribers A, C and D are distant parties to the calls made during the tests.

15.5.1
Call completion supplementary services, Waiting call indication and confirmation

15.5.1.1
Definition

15.5.1.2
Conformance requirement

When this service is activated for the controlling subscriber B and the B‑subscriber has calls only in states U10 (Active) or U26 (MO Modify) as defined in 3GPP TS 24.008, the arrival of an incoming call from subscriber C shall, if no other call is waiting be signalled to the mobile station B by a normal call indication. In that case the network and the mobile station shall act in accordance with 3GPP TS 24.008. The transaction identifier shall be the transaction identifier (C‑B) allocated to the waiting call and must not be the same as the transaction identifier (A‑B) for the already existing call (see figure 1.1). In the CALL CONFIRMED message sent to the network the Cause information element shall be included with cause #17 "user busy" (see figure 1.1). When the ALERTING message is received by the network the call waiting timer T2 shall be started or if call forwarding on no reply is activated for the B‑subscriber the no reply condition timer T3 shall be started.

If the network received a non‑zero SS Screening indicator from the calling users mobile station the ALERTING/FACILITY message sent to a calling mobile user shall include the Facility information element with an invoke of the Notification operation indicating that the call is waiting (see figure 1.2). If the network did not receive a non‑zero SS Screening indicator from the calling users mobile station it shall not send a notification, i.e. either the ALERTING message does not include the Notification operation or the FACILITY message is omitted.

    MS
Network

SETUP

<------------------------------------------------------------------------------------------------------------------------

.....Transaction identifier(C-B).....

CALL CONFIRMED

------------------------------------------------------------------------------------------------------------------------>

.....Transaction identifier(C-B).....

.....Cause #17 (user busy).....

ALERTING

------------------------------------------------------------------------------------------------------------------------>

.....Transaction identifier(C-B)..... start T2/T3

NOTE:
The SETUP message shall include a "Signal Information" element with value #7 (call waiting tone on). This shall be used by the MS to generate an appropriate call waiting indication.

Figure 1.1: Call indication to the mobile station on arrival of an incoming call
and call confirmation from the mobile station
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SETUP

------------------------------------------------------------------------------------------------------------------------>

CALL PROCEEDING

<------------------------------------------------------------------------------------------------------------------------

ALERTING/FACILITY

<------------------------------------------------------------------------------------------------------------------------

Facility (Invoke = NotifySS (CW, CallIsWaiting-Indicator))

NOTE:
If possible, the ALERTING message shall be used as the carrier message for the Call Waiting notification. Otherwise the FACILITY message shall be used.

Figure 1.2: Notification to a calling mobile station that the call is in the waiting state

Reference(s)

TS 24.083 clause 1.1.

15.5.1.3
Test purpose

1)
To check that with an active call and when receiving a Mobile Terminated call, the UE shall include Cause #17 "user busy" in the CALL CONFIRMED message sent to the SS, and indicate the waiting call to the calling subscriber. 

15.5.1.4
Method of test

Initial conditions:

-
System Simulator:

-
one cell, default parameters

-
User Equipment:

-
the UE is "Circuit Switched Connect" on cell A as per the Generic call set up procedure for mobile terminating circuit switched calls found in TS 34.108 clause 7.2.3.1 (call A-B).

Related ICS/IXIT statement(s)

At least one MT circuit switched basic service Yes/No.

Call Waiting Yes/No.

Test Procedure

The SS shall initiate a new call C-B by sending a SETUP message to the UE. The UE shall respond with a CALL CONFIRMED message including cause #17 "user busy", followed by an ALERTING message.

The UE shall remain in state U10 in respect of the call A-B, and enter state U7 "Call received" in respect of call C-B. The UE shall indicate the existence of the waiting call to the user by a method defined by the manufacturer. The SS shall verify the call states by sending a STATUS ENQUIRY message to the UE and checking the transaction identifier and call state of each call in the received STATUS messages.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	<-
	SETUP
	Transaction identifier different from that of call A-B. 

	2
	->
	CALL CONFIRMED
	Cause #17 "user busy".

	3
	->
	ALERTING
	

	4
	UE
	
	A waiting call indication is given to the user as defined in a ICS/IXIT statement (Note: new IXIT may be needed).

	5
	<-
	STATUS ENQUIRY
	Transaction identifier of call A-B

	6
	->
	STATUS
	Transaction identifier of call A-B, state U10

	7
	<-
	STATUS ENQUIRY
	Transaction identifier of call C-B

	8
	->
	STATUS
	Transaction identifier of call C-B, state U7


Specific message contents

None. 

15.5.1.5
Test requirement

At step 2 the UE shall send CALL CONFIRMED message with cause #17 "user busy".

At step 4 the UE shall give a waiting call indication to the user.
