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1. Introduction
A large number of new SS/NITZ test cases are being introduced in this meeting and TF160 would like to propose that, in order to ensure all tests in this group are consistent, RAN5 discuss and agree a way forward on common design aspects that affect all test cases in this group.
2. Discussion

2.1 CS RAB

There are a number of SS test cases which must be performed with a "speech RAB" configured; but there are also a number of tests that request a "CS RAB".  The GERAN version of some of these test cases specify that if the UE supports speech, then this should be used, but this statement has not always been copied into the UTRAN version of the test.

To align the SS test cases prose and ease TTCN implementation, we would like to propose that all test cases should be run with a speech RAB (if a CS RAB is to be configured in the test).
2.2 User Interaction

In order to ease automatic testing, we prefer to use AT commands wherever possible in the TTCN.
We appreciate that there will still remain many instances where the TTCN will have to still use MMI, such as to check specific information is displayed on the UE; however we would like to ask you all if you could replace all instances of the term 'MMI' in your prose test cases with more generic terms such as 'user action' or 'user indication'.
2.3. Test Requirements
The test purpose of several of the SS tests requires the UE to display information it has just received concerning the supplementary service (e.g. the test requirement is to check that the UE displays the number/name of the caller).  As the TTCN will place a PASS verdict on this operation, please ensure that this is specified in a separate step in the expected sequence.
