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6.3.1.3
UTRA carrier frequency list in SIB6 for E-UTRA cells

UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.3-1. This table is referred to in the default contents of IE carrierFreqListUTRA-FDD and carrierFreqListUTRA-TDD in SystemInformationBlockType6 defined in table 4.4.3.3-5.

Table 6.3.1.3-1: UTRA carrier frequency lists for E-UTRA cells

	interFreqCarrierFreqList

	number of entries
	carrierFreq[n]

	
	1
	2
	3

	3
	f8
	f9
	f10

	Note: Band VI has two entries.


Table 6.3.1.3-2: Mapping of UTRA cell with TS 34.108 [5]

	UTRA cell
	Frequency
	UTRA cell in TS 34.108, clause 6.1
	UTRA frequency in TS 34.108

	Cell 5
	f8
	Cell 1
	High (Note 2)

	Cell 7
	f8
	Cell 2
	High (Note 2)

	Cell 8
	f9
	Cell 4
	Mid (Note 2)

	Cell 9
	f10
	Cell 7
	Low

	Note 1:
The following simultaneous co-existences in the test are not allowed:
-
cells on f1 (eUTRA cell 1, cell 2, cell 4, cell 11) and f9 (UTRA cell 8);
-
cells on f2 (eUTRA cell 3, cell 12, cell 23) and f8 (UTRA cell 5, cell 7);
-
cells on f3 (eUTRA cell 6, Cell 13) and  f10 (UTRA cell 9).

Note 2:
On UTRA Band VI, the Low range test frequency is applied to f9 for Cell 8, and f8 for Cell 5 and Cell 7.
Note 3:      The combinations of the referred  TS 34.108 UTRA Cell index and frequency in this table override that specified in TS 34.108.
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