Page 1



3GPP TSG-RAN WG5 Meeting #62 
R5-140207
Prague, Czech Republic, 10 – 14 February 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	36.521-1
	CR
	CRNum
	rev
	-
	Current version:
	12.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of Reference Measurement Channels for EPDCCH performance requirements

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_enh_dl_ctrl-UEConTest
	
	Date:
	2014-01-06

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	Reference Measurement Channels for EPDCCH performance requirements is still missing.

	
	

	Summary of change:
	Added Reference Measurement Channels for EPDCCH performance requirements.

	
	

	Consequences if not approved:
	Incomplete specification.

	
	

	Clauses affected:
	A.3

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<< Unchanged sections omitted >>
A.3
DL reference measurement channels

A.3.1
General

The number of available channel bits varies across the sub-frames due to PBCH and PSS/SSS overhead. The payload size per sub-frame is varied in order to keep the code rate constant throughout a frame.

No user data is scheduled on subframes #5 in order to facilitate the transmission of system information blocks (SIB).

The algorithm for determining the payload size A is as follows; given a desired coding rate R and radio block allocation NRB

1.
Calculate the number of channel bits Nch that can be transmitted during the first transmission of a given sub-frame.

2.
Find A such that the resulting coding rate is as close to R as possible, that is,
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subject to

a) A is a valid TB size (according to TS 36.213 [10] clause 7.1.7) assuming an allocation of NRB resource blocks
b) Segmentation is not included in this formula, but should be considered in the TBS calculation

3.
If there is more than one A that minimizes the equation above, then the larger value is chosen per default.

4.
For TDD, the measurement channel is based on DL/UL configuration ratio of 2DL+DwPTS (12 OFDM symbol): 2UL.

A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.3.2 to A.3.10 as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	<< Unchanged sections omitted >>

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59- 0.62
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3B TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, EPDCCH Performance

	FDD
	Table A.3.10.1-1
	R.52 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.53 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.54 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, EPDCCH Performance

	TDD
	Table A.3.10.2-1
	R.52 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.53 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.54 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	
	
	
	


<< Unchanged sections omitted >>
A.3.9
Reference measurement channels for sustained downlink data rate provided by lower layers
A.3.9.1
FDD

Table A.3.9.1-1: Fixed Reference Channel for sustained data-rate test (FDD)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 FDD
	R.31-2 FDD
	R.31-3 FDD
	R.31-3A FDD
	R.31-4 FDD
	R.31-5 FDD

	Channel bandwidth
	MHz
	10
	10
	20
	10
	20
	15

	Allocated resource blocks (Note 8)
	
	Note 5
	Note 6
	Note 7
	Note 6
	Note 7
	Note 9

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	10
	10

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	
	

	  For Sub-Frame 1,2,3,4,6,7,8,9,
	
	0.40
	0.59
	0.59
	0.85
	0.88
	0.85

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.89
	0.87
	0.91

	  For Sub-Frame 0
	
	0.40
	0.63
	0.61
	0.90
	0.90
	0.88

	Information Bit Payload (Note 8)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	10296
	25456
	51024
	36696
	75376
	[55056]

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	35160
	71112
	[52752]

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	36696
	75376
	[55056]

	Number of Code Blocks
(Notes 3 and 8)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	2
	5
	9
	6
	13
	9

	  For Sub-Frame 5
	Bits
	2
	5
	9
	6
	12
	9

	  For Sub-Frame 0
	Bits
	2
	5
	9
	6
	13
	9

	Binary Channel Bits (Note 8)
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	26100
	43200
	86400
	43200
	86400
	64800

	  For Sub-Frame 5
	Bits
	26100
	39744
	82080
	39744
	82080
	60480

	  For Sub-Frame 0
	Bits
	26100
	40752
	83952
	40752
	83952
	62352

	Number of layers
	
	1
	2
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame (Note 8)
	Mbps
	10.296
	25.456
	51.024
	36.542
	74.950
	[54.826]

	UE Categories
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.

Note 5:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all sub-frames.

Note 6:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 7:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 8: 
Given per component carrier per codeword.

Note 9:
Resource blocks 
nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.


A.3.9.2
TDD

Table A.3.9.2-1: Fixed Reference Channel for sustained data-rate test (TDD)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 TDD
	R.31-2 TDD
	R.31-3 TDD
	R.31-3B TDD
	R.31-4 TDD

	Channel bandwidth
	MHz
	10
	10
	20
	15
	20

	Allocated resource blocks
	
	Note 6
	Note 7
	Note 8
	Note 9
	Note 8

	Uplink-Downlink Configuration (Note 3)
	
	5
	5
	5
	1
	1

	Number of HARQ Processes per component carrier
	Processes
	15
	15
	15
	7
	7

	Allocated subframes per Radio Frame (D+S)
	
	8+1
	8+1
	8+1
	4+2
	4+2

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	0.40
	0.59
	0.59
	0.87
	0.88

	  For Sub-Frames 3,7,8
	
	0.40
	0.59
	0.59
	n/a
	n/a

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.88
	0.87

	  For Sub-Frame 6
	
	0.40
	0.60
	0.60
	n/a 
	n/a 

	  For Sub-Frame 0
	
	0.40
	0.62
	0.61
	0.90
	0.90

	Information Bit Payload
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	10296
	25456
	51024
	51024
	75376

	  For Sub-Frames 3,7,8 
	Bits
	10296
	25456
	51024
	0
	0

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	0

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	51024
	71112

	  For Sub-Frame 6 
	Bits
	10296
	25456
	51024
	0
	0

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	51024
	75376

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	2
	5
	9
	9
	13

	  For Sub-Frames 3,7,8 
	
	2
	5
	9
	n/a
	n/a

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	
	2
	5
	9
	9
	12

	  For Sub-Frame 6 
	
	2
	5
	9
	n/a
	n/a

	  For Sub-Frame 0
	
	2
	5
	9
	9
	13

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	26100
	43200
	86400
	58752
	86400

	  For Sub-Frames 3,7,8 
	Bits
	26100
	43200
	86400
	n/a
	n/a

	  For Sub-Frame 1
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	Bits
	26100
	40176
	82512
	58320
	82512

	  For Sub-Frame 6
	Bits
	26100
	42768
	85968
	 n/a
	 n/a

	  For Sub-Frame 0
	Bits
	26100
	41184
	84384
	56736
	84384

	Number of layers
	
	1
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame
	Mbps
	8.237
	20.365
	40.819
	20.409
	29.724

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 5:
Resource blocks nPRB = 0..2  are allocated for SIB transmissions in sub-frame 5 for all bandwidths

Note 6:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all subframes

Note 7:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,3,4,6,7,8,9

Note 8:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,6,7,8,9

Note 9:
Resource blocks 
nPRB = 4..71 are allocated for the user data in all sub-frames

Note10:
Given per component carrier per codeword.


A.3.10 Reference Measurement Channels for EPDCCH performance requirements
A.3.10.1
FDD 
Table A.3.10.1-1: Reference Channel FDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.52 FDD
	R.53 FDD
	R.54 FDD
	R.55 FDD
	R.56 FDD
	

	Number of transmitter antennas
	
	2
	2
	2
	2
	2
	

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	

	Number of OFDM symbols for PDCCH
	symbols
	2
	2
	1
	1
	1
	

	Aggregation level
	ECCE
	4
	16
	2
	8
	[TBD]
	

	DCI Format
	
	2A
	2A
	2C
	2C
	2D
	


A.3.10.2 TDD

Table A.3.10.2-1: Reference Channel TDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.52 TDD
	R.53 TDD
	R.54 TDD
	R.55 TDD
	R.56 TDD
	

	Number of transmitter antennas
	
	2
	2
	2
	2
	2
	

	Channel bandwidth
	MHz
	10
	10
	10
	10
	10
	

	Number of OFDM symbols for PDCCH
	symbols
	2
	2
	1
	1
	1
	

	Aggregation level
	CCE
	4
	16
	2
	8
	[TBD]
	

	DCI Format 
	
	2A
	2A
	2C
	2C
	2D
	


<< Unchanged sections omitted >>
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