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Table 6.2.3.2-2: Test frequencies for E-UTRA PCell and SCell for CA Inter-band operation

	E-UTRA CA Configuration
	Width of Operating bands [MHz+MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_1A-5A
	60+25
	50 + 50
	f1
	CC 50
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 50
	[18550]
	[1975]
	[550]
	[2165]

	
	
	
	f5
	CC 50
	20450
	829
	2450
	874

	
	
	
	f6
	CC 50
	20600
	844
	2600
	889

	CA_1A-18A
	60 + 15
	50 + 50
	f1
	CC 50
	23900
	820
	5900
	865

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 50
	18300
	1950
	300
	2140

	CA_11A-18A
	20
	50 + 50
	f6
	CC 50
	18550
	1975
	550
	2165

	CA_11A-18A
	20 + 15
	50 + 50
	f1
	CC 50
	23900
	820
	5900
	865

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 50
	22800
	1432.9
	4800
	1480.9

	CA_11A-18A
	20
	50 + 50
	f6
	CC 50
	22900
	1442.9
	4900
	1490.9

	CA_1A-19A
	60+15
	75 + 50
	f1
	CC 75
	18324
	1952.4
	324
	2142.4

	
	
	
	f2
	CC 75
	18525
	1972.5
	525
	2162.5

	
	
	
	f5
	CC 50
	24100
	840
	6100
	885

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_1A-21A
	60+15
	75 + 75
	f1
	CC 75
	18324
	1952.4
	324
	2142.4

	
	
	
	f2
	CC 75
	18525
	1972.5
	525
	2162.5

	
	
	
	f5
	CC 75
	24525
	1455.4
	6525
	1503.4

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_1A-26A
	60 + 35
	50 + 50
	f1
	CC 50
	18300
	1950
	300
	2140

	
	
	
	f2
	CC 50
	18550
	1975
	550
	2165

	
	
	
	f5
	CC 50
	26865
	831.5
	8865
	876.5

	
	
	
	f6
	CC 50
	26990
	844
	8990
	889

	CA_3A-5A
	75+25
	50 + 50
	f1
	CC 50
	19575
	1747.5
	1575
	1842.5

	
	
	
	f2
	CC 50
	[19900]
	[1780]
	[1900]
	[1875]

	
	
	
	f5
	CC 50
	20450
	829
	2450
	874

	
	
	
	f6
	CC 50
	20600
	844
	2600
	889

	
	
	
	f1
	CC 50
	19575
	1747.5
	1575
	1842.5

	
	
	
	f2
	CC 50
	[19900]
	[1780]
	[1900]
	[1875]

	CA_3A-7A
	75+70
	50 + 50
	f5
	CC 50
	20800
	2505
	2800
	2625

	
	
	
	f6
	CC 50
	21400
	2565
	3400
	2685

	CA_3A-8A
	75+35
	50+50
	f1
	CC 50
	19575
	1747.5
	1575
	1842.5

	
	
	
	f2
	CC 50
	19900
	1780
	1900
	1875

	
	
	
	f5
	CC 50
	21625
	897.5
	3625
	942.5

	
	
	
	f6
	CC 50
	21750
	910
	3750
	955

	CA_3A-19A
	75+15
	100+50
	f1
	CC 100
	19575
	1747.5
	1575
	1842.5

	
	
	
	f2
	CC 100
	19850
	1775
	1850
	1870

	
	
	
	f5
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f6
	CC 50
	24100
	840
	6100
	885

	
	
	
	f1
	CC 50
	21100
	2535
	3100
	2655

	
	
	
	f2
	CC 50
	[21400]
	[2565]
	[3400]
	[2685]

	CA_7A-20A
	70+30
	50 + 50
	f5
	CC 50
	24200
	837
	6200
	796

	
	
	
	f6
	CC 50
	24400
	857
	6400
	816

	CA_4A-5A
	45+25
	50 + 50
	f1
	CC 50
	20175
	1732.5
	2175
	2132.5

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f5
	CC 50
	20450
	829
	2450
	874

	
	
	
	f6
	CC 50
	20600
	844
	2600
	889

	CA_4A-12A
	45+17
	50+50
	f1
	CC 50
	20175
	1732.5
	2175
	2132.5

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f5
	CC 50
	23060
	704
	5060
	734

	
	
	
	f6
	CC 50
	23130
	711
	5130
	741

	CA_4A-13A
	45+10
	50 + 50
	f1
	CC 50
	20175
	1732,5
	2175
	2132,5

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f5
	CC 50
	23230
	782
	5230
	751

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_2A-17A
	60+12
	50 + 50
	f1
	CC 50
	18900
	1880
	900
	1960

	
	
	
	f2
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f5
	CC 50
	23790
	710
	5790
	740

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_4A-17A
	45+12
	50 + 50
	f1
	CC 50
	20175
	1732,5
	2175
	2132,5

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f5
	CC 50
	23790
	710
	5790
	740

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_5A-12A
	25+17
	50+50
	f1
	CC 50
	20525
	836.5
	2525
	881.5

	
	
	
	f2
	CC 50
	20600
	844
	2600
	889

	
	
	
	f5
	CC 50
	23060
	704
	5060
	734

	
	
	
	f6
	CC 50
	23130
	711
	5130
	741

	CA_2A-5A
	60+25
	50 + 50
	f1
	CC 50
	18900
	1880
	900
	1960

	
	
	
	f2
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f5
	CC 50
	20450
	829
	2450
	874

	
	
	
	f6
	CC 50
	20600
	844
	2600
	889

	CA_2A-29A
	60+11
	50 + 50
	f1
	CC 50
	18900
	1880
	900
	1960

	
	
	
	f2
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f5
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_4A-29A
	45+11
	50 + 50
	f1
	CC 50
	20175
	1732.5
	2175
	2132.5

	
	
	
	f2
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f5
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_5A-17A
	25+12
	50 + 50
	f1
	CC 50
	20525
	836.5
	2525
	881.5

	
	
	
	f2
	CC 50
	20600
	844
	2600
	889

	
	
	
	f5
	CC 50
	23790
	710
	5790
	740

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_19A-21A
	10+15
	50+75
	f1
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f2
	CC 50
	24100
	840
	6100
	885

	
	
	
	f5
	CC 75
	24525
	1455.4
	6525
	1503.4

	
	
	
	f6
	CC 75
	24525
	1455.4
	6525
	1503.4


Table 6.2.3.2-3: Test frequencies for E-UTRA PCell and SCell for reverse CA Inter-band operation

	E-UTRA CA Configuration
	Width of Operating bands [MHz+MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	CA_2A-17A

(reverse)
	60+12
	50 + 50
	f5
	CC 50
	18900
	1880
	900
	1960

	
	
	
	f6
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f1
	CC 50
	23790
	710
	5790
	740

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_2A-29A
(reverse)
	60+11
	50 + 50
	f5
	CC 50
	18900
	1880
	900
	1960

	
	
	
	f6
	CC 50
	19150
	1905
	1150
	1985

	
	
	
	f1
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_4A-5A
(reverse)
	45+25
	50 + 50
	f5
	CC 50
	20175
	1732.5
	2175
	2132.5

	
	
	
	f6
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f1
	CC 50
	20450
	829
	2450
	874

	
	
	
	f2
	CC 50
	20600
	844
	2600
	889

	CA_4A-17A

(reverse)
	45+12
	50 + 50
	f5
	CC 50
	20175
	1732,5
	2175
	2132,5

	
	
	
	f6
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f1
	CC 50
	23790
	710
	5790
	740

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_4A-29A
(reverse)
	45+11
	50 + 50
	f5
	CC 50
	20175
	1732.5
	2175
	2132.5

	
	
	
	f6
	CC 50
	20350
	1750
	2350
	2150

	
	
	
	f1
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_5A-17A
(reverse)
	25+12
	50 + 50
	f5
	CC 50
	20525
	836.5
	2525
	881.5

	
	
	
	f6
	CC 50
	20600
	844
	2600
	889

	
	
	
	f1
	CC 50
	23790
	710
	5790
	740

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A


