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	Other comments:
	


At step55, UE shall:

-
perform MM location updating procedure.

At step60, when the UE receives the paging message for CS domain, UE shall:

-
respond to the paging message for CS domain.

12.4.2.3a
Void
12.2.2.3b
Combined routing area updating / SMS only
12.2.2.3b.1
Definition

Void

12.2.2.3b.2
Conformance requirement

If the network operates in mode II, a GPRS MS that operates in mode A or B and wishes to be or is simultaneously IMSI attached for GPRS and non-GPRS services, shall use the MM specific procedures listed in subclauses 4.3 and 4.4 and the GMM specific procedures listed in subclauses 4.7.3, 4.7.4 and 4.7.5. The applicability of periodic location updating is further specified in subclause 4.4.2 and the periodic routing area updating is specified in subclause 4.7.2.2. If the GPRS MS, which operates in mode A or B, wishes to be IMSI attached for GPRS and "SMS-only service"or is simultaneously IMSI attached for GPRS and non-GPRS services in order to obtain GPRS services and "SMS-only service", then the GPRS MS shall first complete the GMM specific procedure before performing the MM specific procedures. If this GPRS MS receives in the ATTACH ACCEPT or ROUTING AREA UPDATE ACCEPT message the Additional network feature support IE indicating "SMS via GPRS supported", then the GPRS MS shall not perform the MM specific procedure until a new ATTACH ACCEPT or ROUTING AREA UPDATE ACCEPT message indicating "SMS via GPRS not supported" or the GPRS MS does not wish to be IMSI attached only for GPRS and "SMS-only service".

If the authentication procedure is performed by MM and the authentication is rejected by the network (i.e upon receive of AUTHENTICATION REJECT), the MS shall in addition set the GPRS update status to GU3 ROAMING NOT ALLOWED and shall, if available, delete the P-TMSI, P-TMSI signature, RAI and GPRS ciphering key sequence number stored. The SIM/USIM shall be considered as invalid for GPRS and non-GPRS services until switching off or the SIM/USIM is removed. The MS shall abort any GMM procedure and shall enter state GMM-DEREGISTERED. If S1 mode is supported in the MS, the MS shall handle the EMM parameters EPS update status, GUTI, last visited registered TAI, TAI list and KSI as specified in 3GPP TS 24.301 [120] for the case when the EPS authentication is not accepted by the network.

If the PS or CS domain is barred because of domain specific access control, a GPRS MS operating in mode A or B in a network that operates in mode II shall use the MM specific procedures or GMM specific procedures, respectively, in the domain which is unbarred. If the MS detects that a domain changes from barred to unbarred, it shall behave as specified in subclauses 4.3.4.4, 4.4.4.9, 4.5.1.2, 4.7.3.1.5, 4.7.4.1.4, 4.7.5.1.5, and 4.7.13.5.

…

…

If the MS initiates the combined routing area updating procedure for GPRS services and "SMS-only service", the MS shall indicate "SMS only" in the Additional update type IE.
Reference

3GPP TS 24.008 clauses 4.1.1.2.2 and 4.7.5.2.1
12.2.2.3b.3
Test purpose


To verify that if the MS initiates a combined GPRS attach procedure for GPRS services and "SMS-only service", the MS indicates "SMS only" in the Additional update type

To verify that if the MS initiates the combined routing area updating procedure for GPRS services and "SMS-only service", the MS indicates "SMS only" in the Additional update type IE

12.2.2.3b.4
Method of test

Initial conditions

System Simulator:

Two cells, cell A in MCC1/MNC1/LAC1/RAC1 (RAI-1), cell B in MCC1/MNC1/LAC1/RAC2 (RAI-4).
Both cells operating in network operation mode I.

User Equipment:

The UE has a valid IMSI.

The UE is configured to use the SMS-only service

Related ICS/IXIT statements

Support of PS service 
Yes/No
UE operation mode A 
Yes/No
Automatic attach procedure when UE identity cannot be derived by the network 
Yes/No
Switch off on button 

Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Support of SMS-only service 
Yes/No

Test procedure

A combined GPRS attach procedure for GPRS services and "SMS-only service", is performed. The UE indicates that is it whishes to attach for the SMS-only service by includning the Additional update type IE, set to ‘SMS only’, in the ATTACH REQUEST message. The SS respond with the ATTACH ACCEPT message indicating ‘GPRS only” and GMM cause #28 "SMS provided via GPRS in this routing area".
The UE sends a ROUTING AREA UPDATE REQUEST message indicating that it is for the SMS-only service by includning the Additional update type IE set to ‘SMS only’. The SS respond with the ROUTING AREA UPDATE ACCEPT message indicating ‘GPRS only” and GMM cause #28 "SMS provided via GPRS in this routing area".
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	2
	UE
	
	The UE is set in UE operation mode A (see ICS).

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS).

	4
	->
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach'

Mobile identity =IMSI
TMSI status = no valid TMSI available 

Additional update type  = ‘SMS only’

	5
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	6
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	7
	SS
	
	The SS starts integrity protection.

	8
	<-
	ATTACH ACCEPT
	Attach result = ‘GPRS only’

Allocated P-TMSI = P-TMSI-2

P-TMSI Signature = P-TMSI-2 signature

Routing area identity = RAI-1

Additional network feature support = ‘SMS via GPRS supported’

GMM Cause = # 28 (SMS provided via GPRS in this routing area)

	9
	->
	ATTACH COMPLETE
	

	
	
	
	The following messages are sent and shall be received on cell B.

	10
	SS
	
	Set the cell type of cell A to the " Suitable neighbour cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	11
	UE
	
	Cell B is preferred by the UE.

	12
	->
	ROUTING AREA UPDATE REQUEST
	Update type = 'RA updating'

Old P-TMSI signature=P-TMSI-2 signature

Old Routing area identity = RAI-1

Additional update type  = ‘SMS only’

	13
	<-
	ROUTING AREA UPDATE ACCEPT
	Update result = 'RA updated'

Mobile identity = P-TMSI-1

P-TMSI-1 signature

Routing area identity = RAI-4 

Equivalent PLMNs = MCC2,MNC1

Additional network feature support = ‘SMS via GPRS supported’

	14
	->
	ROUTING AREA UPDATE COMPLETE
	

	NOTE:
The definitions for "Non-Suitable cell", Suitable neighbour cell and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.2.3b.5
Test requirements

Step 4: ATTACH REQUEST message contains the Additional update type IE set to ‘SMS only’.

Step 12: ROUTING AREA UPDATE REQUEST message contains the Additional update type IE set to ‘SMS only’.

