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	Reason for change:
	Following interMode TCs (6.1.1.3a,6.1.2.15a,6.1.2.16,8.1.3.11a, 8.1.3.12a,8.2.4.13a, 8.2.4.14a, 8.2.4.15a, 8.3.1.12a, 8.3.1.13a, 8.3.1.14a, 8.3.1.15a, 8.3.1.16a) have been introduced in Rel-9 workplan and test case applicability has been marked accordingly. However, test cases are testing Rel-8 funtionality and hence testing should be possible optionally also with Rel-8 UE. 

	
	

	Summary of change:
	Added ‘Note 3’ for the above mentioned test cases to indicate that test case can be optionally executed with Rel-8 UE.

Also few editorial corrections implemented, where note 3 had been added in the wrong column.

	
	

	Consequences if not approved:
	Test case applicability remains incomplete.
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	Other comments:
	This is outcome of R5-140586 and 0 revision of it.


NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection  / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	6.1.1.1b
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode  / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA.

This test is 'cells on single frequency only' equivalent of TC 6.1.1.1
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.2 or TC 6.1.1.2a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.2a
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA

This test is 'cells on single frequency only ' equivalent of 6.1.1.2
	pc_eFDD
	
	Either TC 6.1.1.2 or TC 6.1.1.2a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.3 or TC 6.1.1.3b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.3a
	Cell reselection of ePLMN in manual mode / between FDD and TDD
	Rel-9
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	Note 3
	

	6.1.1.3b
	Cell reselection of ePLMN in manual mode / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA.

This test is 'cells on single frequency only' equivalent of 6.1.1.3
	pc_eFDD
	
	Either TC 6.1.1.3 or TC 6.1.1.3b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<Rows skipped>
	
	
	
	
	
	
	

	6.1.2.15
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.15a
	Inter-frequency cell reselection according to cell reselection priority provided by SIBs / Between FDD and TDD
	Rel-9
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	Note 3
	

	6.1.2.15b
	Inter-band cell reselection according to cell reselection priority provided by SIBs
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.16
	Cell reselection / interband operation / Between FDD and TDD
	Rel-9
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	Note 3
	

	6.1.2.17
	Cell reselection for Squal to check against SIntraSearchQ and SnonIntraSearchQ
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<Rows skipped>
	
	
	
	pc_eTDD
	
	
	

	8.1.3.11
	RRC connection release / Redirection to another E-UTRAN band
	Rel-9
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.11a
	RRC connection release / Redirection to another E-UTRAN band / Inter-band / Between FDD and TDD
	Rel-9
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	Note 3
	

	8.1.3.12
	RRC connection release / Success / With priority information / Inter-band
	Rel-9
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3

Either TC 8.1.3.12 or TC 8.1.3.12b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.12a
	RRC connection release / Success / With priority information / Inter-band / Between FDD and TDD
	Rel-9
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	Note 3
	

	8.1.3.12b
	RRC connection release / Success / With priority information / Inter-band(Single frequency operation in source band)
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3

Either TC 8.1.3.12 or TC 8.1.3.12b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<Rows skipped>
	
	
	
	
	
	
	

	8.2.4.12
	RRC connection reconfiguration / Handover / Setup and release of MIMO
	Rel-8
	C56
	UEs supporting E-UTRA and (UE Category 2 or UE Category 3 or UE Category 4 or UE Category 5)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.13
	RRC connection reconfiguration / Handover / Success (with measurement) / Inter-band
	Rel-9
	C185
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.13a
	RRC connection reconfiguration / Handover / Success (with measurement) / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30
	
	
	Note 3
	

	8.2.4.14
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Inter-band
	Rel-9
	C185
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.14a
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30
	
	
	Note 3
	

	8.2.4.15
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure / Inter-band
	Rel-9
	C185
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.15a
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure / Inter-band /  Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30
	
	
	Note 3
	

	8.2.4.16.1
	CA / RRC connection reconfiguration / Setup and Change of MIMO / Intra-band Contiguous CA
	Rel‑10
	C176
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation and does not support Category 1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<Rows skipped>
	
	
	
	
	
	
	

	8.3.1.11a
	Measurement configuration control and reporting / Intra Frequency measurements / Continuation of the measurements after RRC connection re-establishment / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA

This test is 'cells on single frequency only' equivalent of TC 8.3.1.11
	pc_eFDD
	
	Either TC 8.3.1.11 or TC 8.3.1.11a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.12
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (Inter-band measurements)
	Rel-9
	C186
	UEs supporting E-UTRA and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.12a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	
	Note 3
	

	8.3.1.13
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements)
	Rel-9
	C186
	UEs supporting E-UTRA and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.13a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	
	Note 3
	

	8.3.1.14
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (Inter-band measurements)
	Rel-9
	C186
	UEs supporting E-UTRA and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.14a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 
	
	
	Note 3
	

	8.3.1.15
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present
	Rel-9
	C185
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.15a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30
	
	
	Note 3
	

	8.3.1.16
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band
	Rel-9
	C186
	UEs supporting E-UTRA and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.16a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25 and Feature Group Indicator 30
	
	
	Note 3
	

	8.3.1.17.1
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A6 / Intra-band Contiguous CA
	Rel-10
	C134
	UEs supporting E-UTRA and Intra-band contiguous Carrier Aggregation and Feature Group Indicator 111
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


