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8.1.1.20
Paging / EAB active
8.1.1.20.1
Definition

8.1.1.20.2
Conformance requirement

-
For paging response the mobile station shall evaluate the control information for common access control (as specified in 3GPP TS 44.018 [84], 3GPP TS 44.060 [76], and 3GPP TS 25.331 [23c]), domain specific access control (as specified in 3GPP TS 44.018 [84] and 3GPP TS 25.331 [23c]), and the specific control information for paging response (as specified in 3GPP TS 25.331 [23c]; see "Paging Permission with Access Control").

References

TS 24.008, 4.1.1.5

8.1.1.20.3
Test purpose

To verify that the UE can respond to paging when EAB is being broadcast.

8.1.1.20.4
Method of test
Initial Condition

System Simulator: 1 cell

UE: 
Registered Idle Mode on PS (state 3) in Cell 1 as specified in clause 7.4 of TS 34.108.
 An access class x (0-9) is arbitrarily chosen. The USIM is programmed with this access class x.
Test Procedure
 SS set class x barred in EAB information.

SS transmits Paging message to UE. The UE should send a RRC CONNECTION REQUEST message to response the Paging.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	SS
	SYSTEM INFORMATION 
	SS set class x barred in EAB information.SS transmits system information, with IE "EAB Parameters For All" in SIB21. And access class x is barred in IE “common EAB information”.

	2
	(
	Paging 
	SS transmits a Paging message for PS domain service.

	3
	(
	RRC CONNECTION REQUEST
	

	4
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

	5
	(
	RRC CONNECTION SETUP COMPLETE
	

	6
	(
	INITIAL DIRECT TRANSFER
	The UE transmits a SERVICE REQUEST with Service Type "Paging Response".


Specific message contents

SYSTEM INFORMATION BLOCK TYPE 21(Step 1) 
	Information Element
	Value/remark

	EAB Parameters
	

	- CHOICE barring representation
	EAB Parameters For All

	  - EAB Parameters For All
	 

	    - Common EAB Parameters
	

	- EAB Category
	a(for all UEs)

	- EAB Access Class Barred List
	10 items

	         - Access Class Barred[y]
	 If y=x set in the USIM in the initial condition, the value= ‘Barred’.

 Otherwise the value is not checked.


8.1.1.20.5
Test requirement

At step 3, The UE shall transmit a RRC CONNECTION REQUEST message. 

PAGE  

