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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	< many rows skipped >

	14.7.11a
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH with DRX configured
	Rel-8
	C732
	UEs supporting FDD and HS-DSCH DRX in CELL_FACH and Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on common E-DCH and HS-DSCH for enhanced CELL_FACH
	1 Execution: PS
	

	15.7.1
	Multi-party supplementary services, Beginning the MultiParty service, successful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.2
	Multi-party supplementary services, Beginning the MultiParty service, unsuccessful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.3
	Multi-party supplementary services, Beginning the MultiParty service, expiry of timer T(BuildMPTY)
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.4
	Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, successful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.5
	Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, unsuccessful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.6
	Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, expiry of timer  T(HoldMPTY)
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.7
	Multi-party, Managing an active MultiParty call, Create a private communication with one of the remote parties, successful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.8
	Multi-party, Managing an active MultiParty call, Create a private communication with one of the remote parties, unsuccessful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.9
	Multi-party, Managing an active MultiParty call, Create a private communication with one of the remote parties, expiry of timer T(SplitMPTY)
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.10
	Multi-party supplementary services, Terminate the entire MultiParty call
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.11
	Multi-party supplementary services, Explicitly disconnect a remote party
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.12
	Multi-party supplementary services, Release from the MultiParty call
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.13
	Multi-party supplementary services, Retrieve the held MultiParty call, successful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.14
	Multi-party supplementary services, Retrieve the held MultiParty call, unsuccessful case
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.15
	Multi-party supplementary services, Retrieve the held MultiParty call, expiry of timer T(RetrieveMPTY)
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.16
	Multi-party supplementary services, Initiate a new call
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.17
	Multi-party supplementary services, Process a call waiting request
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.18
	Multi-party supplementary services, Terminate the held MultiParty call
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.19
	Multi-party, Managing a single call and a MultiParty call, Disconnect the single call, single call active
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.20
	Multi-party, Managing a single call and a MultiParty call, Disconnect the single call, single call held
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	15.7.21
	Clear all parties of held MultiParty call
	Rel-8
	Cxxx
	UE supporting FDD and a CS bearer service and speech and MultiParty
	1 Execution: CS
	

	16
	SMS
	
	
	
	
	

	16.1.1
	SMS on CS mode / SMS mobile terminated
	R99
	C18
	UE capable of receiving Short Message at any time on CS mode.
	1 Execution: CS
	

	< many rows skipped >

	18.3.8.5
	Streaming or interactive or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	Rel-7
	C629
	UEs supporting 7.68 Mcps TDD option and HS-PDSCH and E-PUCH and Streaming or interactive or background / UL:[max bit rate depending on UE category] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	1 Execution: PS
	


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	< many rows skipped >

	C874
IF A.1/13 AND A.20/87 THEN R ELSE N/A

	Cxxx
IF A.1/1 AND A.2/1 AND A.3/1 AND A.7/12 THEN R ELSE N/A

	NOTE 1:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]

NOTE 2:
eCall is a Rel-8 feature but conformance testing of early implementations of eCall shall be tested if supported in Rel-7 UEs.


< many text and tables skipped >

A.4.2.1.3
Supplementary Services

Table A.7: Supplementary Services

	Item
	Supplementary services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Call Deflection 
	22.072; 22.004, 4
	R99
	
	

	2
	Calling Line Identification Presentation
	22.081, 1; 22.004, 4
	R99
	
	

	3
	Calling Line Identification Restriction
	22.081, 2; 22.004, 4
	R99
	
	

	4
	Connected Line Identification Presentation
	22.081, 3; 22.004, 4
	R99
	
	

	5
	Connected Line Identification Restriction
	22.081, 4; 22.004, 4
	R99
	
	

	6
	Call Forwarding Unconditional
	22.082, 1; 22.004, 4
	R99
	
	

	7
	Call Forwarding on Mobile Subscriber Busy
	22.082, 2; 22.004, 4
	R99
	
	

	8
	Call Forwarding on No Reply
	22.082, 3; 22.004, 4
	R99
	
	

	9
	Call Forwarding on Mobile Subscriber Not Reachable
	22.082, 4; 22.004, 4
	R99
	
	

	10
	Call Waiting
	22.083, 1; 22.004, 4
	R99
	pc_CallWaitingSupp
	

	11
	Call Hold
	22.083, 2

22.004, 4
	R99
	
	

	12
	Multi Party Service
	22.084; 22.004, 4
	R99
	pc_MultiParty
	

	13
	Closed User Group
	22.085; 22.004, 4
	R99
	
	

	14
	User-to-user signalling 
	22.087; 22.004, 4
	R99
	
	

	15
	Advice of Charge (Information)
	22.086, 1; 22.004, 4
	R99
	
	

	16
	Advice of Charge (Charging)
	22.086, 2; 22.004, 4
	R99
	
	

	17
	Barring of All Outgoing Calls
	22.088, 1; 22.004, 4
	R99
	
	

	18
	Barring of Outgoing International Calls
	22.088, 1; 22.004, 4
	R99
	
	

	19
	Barring of Outgoing International Calls except those directed to the Home PLMN Country
	22.088, 1; 22.004, 4
	R99
	
	

	20
	Barring of All Incoming Calls
	22.088, 2; 22.004, 4
	R99
	
	

	21
	Barring of Incoming Calls when Roaming Outside the Home PLMN Country
	22.088, 2; 22.004, 4
	R99
	
	

	22
	Explicit call transfer
	22.091; 22.004, 4
	R99
	
	

	23
	Call Completion to Busy Subscriber
	22.093; 22.004, 4
	R99
	
	

	24
	Call Completion to Busy Subscriber Request 
	22.093; 22.004, 4
	R99
	
	

	25
	Follow Me
	22.094
	R99
	
	

	26
	Calling name presentation (CNAP)
	22.096; 22.004, 4
	R99
	
	

	27
	Multiple Subscriber Profile (MSP)
	22.097;

22.004, A
	R99
	
	

	28
	Multicall
	22.135;

22.004, 4
	R99
	pc_Multicall
	

	29
	enhanced Multi-Level Precedence and Pre-emption
	22.067;

22.004, 4
	R99
	
	

	30
	At least one non-call related Supplementary Service supported
	
	R99
	pc_NonCallRelSS
	

	31
	Support of MO-LR request for assistance data
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/5

	32
	Support of MO-LR request for a position estimate
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/6

	33
	Support of MO-LR request for transfer to 3rd party
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/7

	34
	Support of MT-LR LCS value added location request notification capability
	
	
	
	Refer to 3GPP TS 37.571-3 [57], Table A.4.3-3/8

	NOTE:
Test cases for features in items 1 to 30 will not be include in R99 of TS 34.123-1.


