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<START OF MODIFIED SECTION>
9.2.1.1.2a
Attach Procedure / AttachWithIMSI configured / Selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs / Success

9.2.1.1.2a.1
Test Purpose (TP)

(1)

with { UE in state EMM-REGISTERED and EMM-IDLE mode and configured for "AttachWithIMSI" }

ensure that {

  when { UE enters a tracking area in a new PLMN that is neither the registered PLMN nor in the list of equivalent PLMNs }

   then { UE sends ATTACH REQUEST message, containing IMSI as the EPS mobile identity }

            }

9.2.1.1.2a.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.1.2.2, and, TS 24.368 clauses 4 and 5.4.

[TS 24.301, clause 5.5.1.2.2]

If the UE is configured for "AttachWithIMSI" as specified in 3GPP TS 24.368 [15A] or 3GPP TS 31.102 [17] and the selected PLMN is neither the registered PLMN nor in the list of equivalent PLMNs, the UE shall include the IMSI in the EPS mobile identity IE in the ATTACH REQUEST message.

 

[TS 24.368, clause 4]
The NAS configuration MO is used to manage configuration parameters related to NAS functionality for a UE supporting provisioning of such information. The presence and format of the non access stratum configuration file on the USIM is specified in 3GPP TS 31.102 [6].

...
The following nodes and leaf objects are possible in the NAS configuration MO as described in figure 4-1:
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Figure 4-1: The NAS configuration Management Object

[TS 24.368, clause 5.4]

The AttachWithIMSI leaf indicates whether attach with IMSI is performed when moving to a non-equivalent PLMN as specified in 3GPP TS 24.008 [4] and 3GPP TS 24.301 [5].

-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get, Replace

-
Values: 0, 1

0
Indicates that normal behaviour is applied.

1
Indicates that attach with IMSI is performed when moving to a non-equivalent PLMN.

The default value 0 applies if this leaf is not provisioned.

9.2.1.1.2a.3
Test description

9.2.1.1.2a.3.1
Pre-test conditions

System Simulator:

-
cell A (HPLMN), cell B a different PLMN.

UE:

-
The UE is configured to do "AttachWithIMSI".

The UE is equipped with a USIM containing values shown in Table 9.2.1.1.2a.3.1–1.

Table 9.2.1.1.2a.3.1–1: USIM Configuration

	USIM field
	Value

	EFUST
	Services 96 is supported. 

	EFNASCONFIG
	“Attach with IMSI is performed when moving to a non-equivalent PLMN” as defined in TS 24.368, clause 5.4.


-
The UE is configured to initiate EPS attach.

Preamble:

-
The UE is in state Registered, Idle Mode (State 2) according to TS 36.508 [18] on cell A. During the registration a list with 2 equivalent PLMNs is provided. The PLMN of cell B is not among them.

9.2.1.1.2a.3.2
Test procedure sequence

Table 9.2.1.1.2a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures:

- Cell B as the "Serving cell".

- Cell A as a "Non-Suitable cell".
	-
	-
	-
	-

	-
	The following messages are to be observed on Cell B unless explicitly stated otherwise.
	-
	-
	-
	-

	2
	Check: Does the UE transmit an ATTACH REQUEST message including IMSI as the EPS mobile identity?

The UE includes a PDN CONNECTIVITY REQUEST message.
	-->
	ATTACH REQUEST
	1
	P

	3-14
	Steps 5-16 from the UE Registration (State 2) procedure described in TS 36.508 [18], Table 4.5.2.3-1 take place.
	-
	-
	-
	-

	15
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA idle (E1) according to TS 36.508 [18].
	-
	-
	-
	-


9.2.1.1.2a.3.3
Specific message contents

Table 9.2.1.1.2a.3.3-1: ATTACH REQUEST (step 2, Table 9.2.1.1.2a.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	Old GUTI or IMSI
	IMSI
	
	


9.2.1.1.3
Attach Procedure / Success / Request for obtaining the IPv6 address of the home agent

<END OF MODIFIED SECTION>
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