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<Start of Modified Section>
15.7.23
Multi-party supplementary services, Disconnect all calls
15.7.23.1
Definition
The operation of terminating all calls is performed by the UE sending the DISCONNECT message with the corresponding TI of all remote parties consequently.
15.7.23.2
Conformance requirement
All calls are terminated by initiation of call clearing as defined in 3GPP TS 24.008 with the transaction identifiers for all the remote parties.
Reference(s)

3GPP TS 24.084 subclause 1.4.1.3.

15.7.23.3
Test purpose

To test the UE correctly clears all calls, by clearing in turn each connected party.

15.7.23.4
Method of test

Initial conditions

· System Simulator:

 - 1 cell, default parameters.

· User Equipment:

      - The UE shall have a MultiParty call to two destinations (A-B and A-C) both in state U10 "Active" with auxiliary state "Call in MPTY". The UE shall have in addition a single call (A-D) in state U10 "Active" with auxiliary state "Call held". Both calls shall be of a basic service supported by the UE and relevant to the MultiParty supplementary service as stated in 3GPP TS 22.004 table A.1.
   NOTE: The MultiParty call may be setup using the procedure specified in clause 7.2.3.3.1.8 of TS 34.108.
Related ICS/IXIT statement(s)

· UE supporting Multi Party Service  yes/no

Test Procedure

Using suitable MMI or AT commands, the UE shall clear all calls. The UE shall send DISCONNECT messages with the transaction identifier for Call A-B, Call A-C and Call A-D. On receipt of a RELEASE message to each DISCONNECT the UE shall send a RELEASE COMPLETE message and enter state U0 "Null". Call A-B, Call A-C Call A-D shall enter state U0 "Null". The call states shall be verified by the SS sending a STATUS ENQUIRY message in respect of the transaction identifier of each call, and receiving a RELEASE COMPLETE message with cause #81 "invalid transaction identifier value" for each call.

Expected sequence
	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	Using MMI or AT commands, terminate all calls

	
	
	
	The DISCONNECT messages (steps 2a, 3a, and 4a) may occur in any order. SS shall respond to each DISCONNECT independently as soon as it is received. The step sequences 2a-2c, 3a-3c and 4a-4c may overlap

	2a
	->
	DISCONNECT
	Transaction identifier of Call A-B

	2b
	<-
	RELEASE
	Transaction identifier of Call A-B

	2c
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-B

	3a
	->
	DISCONNECT
	Transaction identifier of Call A-C

	3b
	<-
	RELEASE
	Transaction identifier of Call A-C

	3c
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-C

	4a
	->
	DISCONNECT
	Transaction identifier of Call A-D

	4b
	<-
	RELEASE
	Transaction identifier of Call A-D

	4c
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-D

	5
	<-
	STATUS ENQUIRY
	Transaction identifier of Call A-B

	6
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-B, with cause #81 "invalid transaction identifier value"

	7
	<-
	STATUS ENQUIRY
	Transaction identifier of Call A-C

	8
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-C, with cause #81 "invalid transaction identifier value"

	9
	<-
	STATUS ENQUIRY
	Transaction identifier of Call A-D

	10
	->
	RELEASE COMPLETE
	Transaction identifier of Call A-D, with cause #81 "invalid transaction identifier value"


Specific message contents

None.
15.7.23.5
Test requirements
At step 6, step 8 and step 10, the UE shall return a RELEASE COMPLETE message with cause #81 “invalid transaction identifier value” as the response of the STATUS ENQUIRY message using TI of Call A-B, A-C or A-D sent by the SS.
<End of Modified Section>

