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<START OF MODIFIED SECTION>
8.6.3.1
Logged MDT / UTRAN Inter-RAT measurement, logging and reporting
<<Unchanged section omitted>>

8.6.3.1.3.3
Specific message contents

Table 8.6.3.1.3.3-1: SystemInformationBlockType6 for Cell 1 (preamble, 8.6.3.1.3.2-2)
	Derivation Path: 36.508 table 4.4.3.3-5

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType6 ::= SEQUENCE {
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-FDD

	    carrierFreq[n]
	Downlink UARFCN of Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    threshX-High[n]
	5 (10dB)
	
	

	    threshX-Low[n]
	5 (10dB)
	
	

	
	
	
	

	  }
	
	
	

	  carrierFreqListUTRA-FDD SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF SEQUENCE {
	
	
	UTRA-TDD

	    carrierFreq[n]
	Downlink UARFCN of Cell 5
	
	

	    cellReselectionPriority[n]
	5
	
	

	    threshX-High[n]
	5 (10dB)
	
	

	    threshX-Low[n]
	5 (10dB)
	
	

	
	
	
	

	  }
	
	
	

	  t-ReselectionUTRA
	7
	
	

	}
	
	
	


	Condition
	Explanation

	UTRA-FDD
	UTRA FDD cell environment

	UTRA-TDD
	UTRA TDD cell environment


Table 8.6.3.1.3.3-2: System Information Block type 19 for Cell 5 (preamble, Table 8.6.3.1.3.2-2) 

	Derivation Path: 36.508 table 4.4.4.1-1

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	  utra-PriorityInfoList ::= SEQUENCE {
	
	
	

	    utra-ServingCell ::= SEQUENCE {
	
	
	

	      priority
	5
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.3.1.3.3-3: LoggedMeasurementConfiguration (step 1, Table 8.6.3.1.3.2-2)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-4.0A LoggedMeasurementConfiguration

	Information Element
	Value/remark
	Comment
	Condition

	LoggedMeasurementConfiguration-r10 ::= 
SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      loggedMeasurementConfiguration-r10 SEQUENCE {
	
	
	

	        loggingInterval-r10
	ms2560
	2.56 seconds
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.3.1.3.3-4: RRCConnectionReconfigurationComplete (step 25, Table 8.6.3.1.3.2-2)

	Derivation path: 36.508 clause 4.6.1 table 4.6.1-9 RRCConnectionReconfigurationComplete

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	Not checked 
	
	

	        nonCritriticalExtension SEQUENCE {
	Not checked
	
	

	          rlf-InfoAvailable-r10
	Not checked
	
	

	          logMeasAvailable-r10
	TRUE
	
	

	          nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.3.1.3.3-5: UEInformationRequest (step 26, Table 8.6.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-23A UEInformationRequest, condition “Logged MDT”


Table 8.6.3.1.3.3-6: UEInformationResponse (step 27, Table 8.6.3.1.3.2-2)

	Derivation Path: 36.508 clause 4.6.1 table 4.6.1-23B UEInformationResponse

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueInformationResponse-r9
SEQUENCE {
	
	
	

	        nonCriticalExtension  SEQUENCE {
	
	
	

	          lateNonCriticalExtension
	Not checked
	
	

	          nonCriticalExtension  SEQUENCE {
	
	
	

	            logMeasReport-r10 SEQUENCE {
	
	
	

	              absoluteTimeStamp-r10
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	              traceReference-r10
SEQUENCE {
	
	
	

	                plmn-Identity-r10 SEQUENCE {
	
	
	

	                  mcc SEQUENCE (SIZE (3)) OF MCC-NMC-Digit
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	                  mnc SEQUENCE (SIZE (2..3)) OF MCC-NMC-Digit
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	                }
	
	
	

	                traceId-r10
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	              }
	
	
	

	              traceRecordingSessionRef-r10
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	              tce-Id-r10
	Same value as sent by SS in LoggedMeasurementConfiguration in step 1
	
	

	              logMeasInfoList-r10 SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF SEQUENCE {
	
	
	

	                locationInfo-r10[x]
	Not checked
	
	

	                relativeTimeStamp-r10 [x]
	SS record the value 
	
	

	                servCellIdentity-r10 [x]
	Same as Cell 1
	
	

	                measResultServCell-r10 [x] SEQUENCE {
	
	
	

	                  rsrpResult-r10
	(0..97)
	
	

	                  rsrqResult-r10
	(0..34)
	
	

	                }
	
	
	

	                measResultNeighCells-r10 [x] SEQUENCE {
	
	
	

	                  measResultListEUTRA-r10
	Not present
	
	

	                  measResultListUTRA-r10 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	                    carrierFreq-r9[1]
	Same as Cell 5
	
	

	                     measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                      physCellId [1]
	Same as Cell 5
	
	

	                      cgi-Info [1]
	Not checked
	
	

	                      measResult [1] SEQUENCE {
	
	
	

	                        utra-RSCP
	(-5..91)
	
	

	                        utra-EcN0
	(0..49)
	
	

	                        additionalSI-Info-r9   
	Not present
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  measResultListGERAN-r10
	Not present
	
	

	                  measResultListCDMA2000-r10
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	              logMeasAvailable-r10
	Not present
	
	

	            }
	
	
	

	            nonCriticalExtension  SEQUENCE {
	Not checked
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<END OF MODIFIED SECTION>
