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<< Start of the change 1>>
7.2.4
Method of test
Initial conditions

The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN. UE is not registered to IMS services. UE is not configured for using static P-CSCF address. UE has established a PDP context (No P-CSCF address information provided). ). If UE sets flag ‘DNS Server Address Request’ in PCO of PDP Context Request, DNS server address list is provided in PDP Context Accept message.
Related ICS/IXIT Statement(s)
UE Supports IPv4 (Yes/No)

UE capable of being configured to initiate P-CSCF Discovery via DHCPv4 (Yes/No)

IMS security (Yes/No)

GIBA (Yes/No)
Test procedure

1)
If UE already knows DHCP server address or is configured to send DHCPINFORM message to the limited (all 1s) broadcast address, it goes to step 3. Otherwise, UE sends DHCPDISCOVER message locating a server.

2)
SS responds by DHCPOFFER message. 

3)
UE sends DHCPINFORM message requesting for P-CSCF address(es) in options field.

4)
SS responds by DHCPACK message providing the domain names of P-CSCF address(es) and giving DNS server address.

5)
UE initiates a DNS NAPTR query to select the transport protocol. UE’s configured to use specific Transport protocol on default ports, can skip steps 5 to 8 and go directly to step 9.
6)
SS responds with NAPTR response.

7)
UE initiates a DNS SRV query.

8)
SS responds with SRV response. 

9)
UE initiates a DNS A query

10)

SS responds with DNS A response.

11)
UE sends an initial REGISTER request.

12)
Continue test execution with the Generic test procedure, Annex C.2 or C.2a (GIBA only) step 5.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	DHCPDISCOVER
	Optionally sent if UE does not have DHCP server address and is not configured to send DHCPINFORM message to the limited (all 1s) broadcast address.

	2
	(
	DHCPOFFER
	Sent if DHCP Discover message is received.

	3
	(
	DHCPINFORM
	Requesting P-CSCF Address(es)

	4
	(
	DHCPACK
	Including P-CSCF Address(es)

	5
	(
	DNS NAPTR Query
	UE configured to use specific Transport protocol on default ports, can skip steps 5 to 8 and go directly to step 9

	6
	(
	DNS NAPTR Response
	

	7
	(
	DNS SRV Query
	

	8
	(
	DNS SRV Response
	

	9
	(
	DNS A Query
	

	10
	(
	DNS A Response
	

	11
	(
	REGISTER
	UE sends initial registration for IMS services

	12
	((
	Continue with Annex C.2 or C.2a step 5
	Execute the Generic test procedure Annex C.2 step 5-11 or C.2a (GIBA only) step 5-9 in order to get the UE in a stable registered state


NOTE:
The default messages contents in annex A are used with condition “IMS security “ or “GIBA” when applicable

Specific Message Contents:

….

<<End of the change 1>>
<< Start of the change 2>>
…
7.3.4
Method of test
Initial conditions

The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN. UE is not registered to IMS services, has not established PDP context. UE is not configured for using static P-CSCF address.

Related ICS/IXIT Statement(s)
UE Supports IPv4 (Yes/No)

UE capable of being configured to initiate P-CSCF Discovery via PCO (Yes/No)

IMS security (Yes/No)

GIBA (Yes/No)
UE supports P-CSCF Discovery via PCO and DHCPv4(Yes/No)
Test procedure

1)
UE is configured for requesting P-CSCF address(es) in Protocol Configuration Options IE in Activate PDP Context Request message. UE initiates an Activate PDP Context procedure.

2)
SS Responds with an Activate PDP Context Accept message by not including P-CSCF Address(es). If a UE already knows DHCP server address, it goes to step 5. If UE sets flag ‘DNS Server Address Request’ in PCO of PDP Context Request, DNS server address list is provided in PDP context Accept message.

3)
If UE is configured to send DHCPINFORM message to the limited (all 1s) broadcast address, it goes to step 5. Otherwise, UE sends DHCPDISCOVER message locating a server.

4)
SS responds by DHCPOFFER message. 

5)
UE sends DHCPINFORM message requesting for P-CSCF address(es) in options field.

6)
SS responds by DHCPACK message providing the domain names of P-CSCF address(es) and giving a DNS server address.

7)
UE initiates a DNS NAPTR query to select the transport protocol. UE’s configured to use specific Transport protocol on default ports, can skip steps 7 to 10 and go directly to step 11.
8)
SS responds with NAPTR response.

9)
UE initiates a DNS SRV query.

10)
SS responds with SRV response.

11)
UE initiates a DNS A or query.

12)
SS responds with DNS A or response.

13)
UE sends an initial REGISTER request.

14)
Continue test execution with the Generic test procedure, Annex C.2 or C.2a (GIBA only) step 5.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	Activate PDP Context Request
	UE sends this PDU by setting request for  P-CSCF address(es) to the GGSN within the Protocol Configuration Options IE

	2
	(
	Activate PDP Context Accept
	SS Sends this response by not including P-CSCF address(es).  If UE sets flag ‘DNS Server Address Request’ in PCO of PDP Context Request, DNS server address list is provided in PDP context Accept message. If UE knows DHCP server address, goes to step 5.

	3
	(
	DHCPDISCOVER
	Optionally sent if UE is not configured to send DHCPINFORM message to the limited (all 1s) broadcast address.

	4
	(
	DHCPOFFER
	Sent if DHCP Discover message is received.

	5
	(
	DHCPINFORM
	Requesting P-CSCF Address(es)

	6
	(
	DHCPACK
	Including P-CSCF Address(es)

	7
	(
	DNS NAPTR Query
	UE’s configured to use specific Transport protocol on default ports, can skip steps 7 to 10 and go directly to step 11

	8
	(
	DNS NAPTR Response
	

	9
	(
	DNS SRV Query
	

	10
	(
	DNS SRV Response
	

	11
	(
	DNS A or AAAA Query
	

	12
	(
	DNS A or AAAA Response
	

	13
	(
	REGISTER
	UE sends initial registration for IMS services

	14
	((
	Continue with Annex C.2 or C.2a step 5
	Execute the Generic test procedure Annex C.2 step 5-11 or C.2a (GIBA only) step 5-9 in order to get the UE in a stable registered state


….
<<End of the change 2>>
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