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4.3.1.1
FDD Mode Test frequencies

4.3.1.1.1
FDD reference test frequencies for operating band 1

Table 4.3.1.1.1-1: Test frequencies for E-UTRA channel bandwidth for operating band 1

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	18025
	1922.5
	25
	2112.5

	
	10
	18050
	1925
	50
	2115

	
	15
	18075
	1927.5
	75
	2117.5

	
	20
	18100
	1930
	100
	2120

	Mid Range
	5/10/15/20
	18300
	1950
	300
	2140

	High Range
	5
	18575
	1977.5
	575
	2167.5

	
	10
	18550
	1975
	550
	2165

	
	15
	18525
	1972.5
	525
	2162.5

	
	20
	18500
	1970
	500
	2160


<Unchanged Sections Skipped>
4.3.1.1.27
FDD reference test frequencies for operating band 27

Table 4.3.1.1.27-1: Test frequencies for E-UTRA channel bandwidth for operating band 27

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	27047
	807.7
	9047
	852.7

	
	3
	27055
	808.5
	9055
	853.5

	
	5
	27065
	809.5
	9065
	854.5

	
	10 [1]
	27090
	812
	9090
	857

	Mid Range
	1.4/3/5/10 [1]
	27125
	815.5
	9125
	860.5

	High Range
	1.4
	27203
	823.3
	9203
	868.3

	
	3
	27195
	822.5
	9195
	867.5

	
	5
	27185
	821.5
	9185
	866.5

	
	10 [1]
	27160
	819
	9160
	864

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.27A
FDD reference test frequencies for CA in operating band 27

Table 4.3.1.1.27A-1: Test frequencies for E-UTRA channel bandwidth for CA in operating band 27

	Test Frequency
	CC Combination / NRB_agg
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5+1.4
	PCC 5
	27065
	809.5
	9065
	854.5

	
	
	SCC 1.4
	27095
	812.5
	9095
	857.5

	
	5+3
	PCC 5
	27065
	809.5
	9065
	854.5

	
	
	SCC 3
	27104
	813.4
	9105
	858.4

	
	5+5
	PCC 5
	27065
	809.5
	9065
	854.5

	
	
	SCC 5
	27113
	814.3
	9113
	859.3

	
	10+1.4
	PCC 10
	27090
	812
	9090
	857

	
	
	SCC 1.4
	27141
	817.1
	9141
	862.1

	
	10+3
	PCC 10
	27090
	812
	9090
	857

	
	
	SCC 3
	27150
	818
	9150
	863

	Mid Range
	5+1.4
	PCC 5
	27100
	813
	9100
	858

	
	
	SCC 1.4
	27130
	816
	9130
	861

	
	5+3
	PCC 5
	27100
	813
	9100
	858

	
	
	SCC 3
	27139
	816.9
	9139
	861.9

	
	5+5
	PCC 5
	27100
	813
	9100
	858

	
	
	SCC 5
	27148
	817.8
	9148
	862.8

	
	10+1.4
	PCC 10
	27075
	810.5
	9075
	855.5

	
	
	SCC 1.4
	27126
	815.6
	9126
	860.6

	
	10+3
	PCC 10
	27075
	810.5
	9075
	855.5

	
	
	SCC 3
	27135
	816.5
	9186
	866.6

	High Range
	5+1.4
	PCC 5
	27172.1
	820.21
	9172.1
	865.21

	
	
	SCC 1.4
	27202.1
	823.21
	9202.1
	868.21

	
	5+3
	PCC 5
	27155
	818.5
	9155
	863.5

	
	
	SCC 3
	27194
	822.4
	9194
	867.4

	
	5+5
	PCC 5
	27137
	816.7
	9137
	861.7

	
	
	SCC 5
	27185
	821.5
	9185
	866.5

	
	10+1.4
	PCC 10
	27148.6
	817.86
	9148.6
	862.86

	
	
	SCC 1.4
	27199.6
	822.96
	9199.6
	867.96

	
	10+3
	PCC 10
	27131.5
	816.15
	9131.5
	861.15

	
	
	SCC 3
	27191.5
	822.15
	9191.5
	867.15
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