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4.1
RF conformance test cases
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmitter Characteristics

	
	[MANY ROWS CLIPPED HERE]
	
	
	
	

	
	
	
	
	
	

	Receiver Characteristics

	7.3
	Reference sensitivity level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.3A.1
	Reference sensitivity level for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	 C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.3A.2
	Reference sensitivity level for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.3A.3
	Reference sensitivity level for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.3A.4
	Reference sensitivity level for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.3B
	Reference sensitivity level for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.4
	Maximum input level
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.4A.1
	Maximum input level for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.4A.2
	Maximum input level for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.4A.3
	Maximum input level for CA (inter-band DL CA without UL CA)
	Rel‑10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.4A.4
	Maximum input level for CA (intra band non-contiguous DL CA without UL CA)
	Rel‑11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.4B
	Maximum input level for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.5
	Adjacent Channel Selectivity (ACS)
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.5A.1
	Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.5A.2
	Adjacent Channel Selectivity (ACS) for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.5A.3
	Adjacent Channel Selectivity (ACS) for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.5A.4
	Adjacent Channel Selectivity (ACS) for CA (intra band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.5B
	Adjacent Channel Selectivity (ACS)for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.6.1
	In-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.1A.1
	In-band blocking for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.1A.2
	In-band blocking for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.1A.3
	In-band blocking for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.1A.4
	In-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.1B
	In-band blocking  for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.6.2
	Out of-band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.2A.1
	Out of-band blocking for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.2A.2
	Out of-band blocking for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.2A.3
	Out of-band blocking for CA (inter-band DL CA without UL CA)
	Rel-10
	FFS
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.2A.4
	Out of-band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.2B
	Out-of-band blocking for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.6.3
	Narrow band blocking
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.6.3A.1
	Narrow band blocking for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.3A.2
	Narrow band blocking for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.3A.3
	Narrow band blocking for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.3A.4
	Narrow band blocking for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.6.3B
	Narrow band blocking for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.7
	Spurious response
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.7A.1
	Spurious response for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.7A.2
	Spurious response for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.7A.3
	Spurious response for CA (inter-band DL CA without UL CA)
	Rel-10
	FFS
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.7A.4
	Spurious response for CA (intra-band non-contiguous DL CA without UL CA)
	Rel-11
	C43
	UE supporting E-UTRA and intra-band non-contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.7B
	Spurious response for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.8.1
	Wide band Intermodulation
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	7.8.1A.1
	Wide band Intermodulation for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	FDD

	
	
	
	
	
	TDD

	7.8.1A.2
	Wide band Intermodulation for CA (intra-band contiguous DL CA without UL CA)
	Rel-10
	C20
	UE supporting E-UTRA and intra-band contiguous DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.8.1A.3
	Wide band Intermodulation for CA (inter-band DL CA without UL CA)
	Rel-10
	C21
	UE supporting E-UTRA and inter-band DL CA but no UL CA
	FDD

	
	
	
	
	
	TDD

	7.8.1B
	Wide band intermodulation for UL-MIMO
	Rel-10
	C07
	UE supporting E-UTRA and UL_MIMO
	FDD

	
	
	
	
	
	TDD

	7.9
	Spurious emissions
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD


[END OF CHANGES]
