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8.16.10
E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined
· The cell configuration mapping for this test case is undefined in Annex E
· Test case applicability is still being discussed.
8.16.10.1
Test purpose

Same test purpose as in clause 8.16.2.1.

8.16.10.2
Test applicability

This test applies to all types of E-UTRA UE TDD release 11 and forward that support CA. Applicability requires support for FGI bit 111.

8.16.10.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.16.2.3.

8.16.10.4
Test description

8.16.10.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.  

Channel Bandwidth to be tested: 10 MHz for cells on PCC, 5 MHz for cells on SCC as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure group A.42 as appropriate.

2. The general test parameter settings are set up according to Table 8.16.10.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.16.10.4.3.

5. Cell 1 is PCell on the primary component carrier, Cell 2 is SCell on the secondary component carrier, and Cell 3 is the neighbouring cell of Cell 2 on the secondary component carrier. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test, Cell 2 and Cell 3 shall be powered OFF.
Table 8.16.10.4.1-1: General test parameters for E-UTRAN TDD event triggered reporting on configured but deactivated SCell in non-DRX under fading propagation conditions for 10MHz+5MHz bandwidth
	Parameter
	Unit
	Value
	Comment

	Channel bandwidth for cells on primary carriers (BWchannel)
	MHz
	10
	Channel bandwidth for cells on primary carriers

	Channel bandwidth for cells on secondary carriers (BWchannel)
	MHz
	5
	Channel bandwidth for cells on secondary carriers

	Note 1: See Table 8.16.2.4.1-1 for the other general parameters.
Note 2: This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.


8.16.10.4.2
Test procedure
Same test procedure as in clause 8.16.1.4.2 with the following exceptions:

-
Instead of Table 8.16.2.4.3 ( use Table 8.16.10.4.3.

-
Instead of Table 8.16.2.5-1 ( use Table 8.16.10.5-1.
8.16.10.4.3
Message contents
Same message contents as in clause 8.16.2.4.3.
8.16.10.5
Test requirement

Same test requirement as in clause 8.16.2.5 with the following exceptions:

-
Instead of Table 8.16.2.4.1-1 ( use Table 8.16.10.4.1-1.
-
Instead of Table 8.16.2.5-1 ( use Table 8.16.10.5-1.
Table 8.16.10.5-1: Cell specific test parameters for E-UTRAN TDD event triggered reporting on configured but deactivated SCell in non-DRX under fading propagation conditions for 10MHz+5MHz bandwidth
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T1
	T2
	T3
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	10
	5
	5

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	N/A
	N/A

	PDSCH allocation
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	13—36
	N/A
	N/A

	PCFICH/PDCCH/PHICH parameters defined in A.2.2
	
	R.6 TDD
	R.11 TDD
	R.11 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and in D.2.10 (OP.10  TDD)
	
	OP.1 TDD
	OP.10 TDD
	OP.10 TDD

	Note 1: See Table 8.16.2.5-1 for the other specific parameters.


<Unchanged Sections Skipped>

A.1
PDSCH

A.1.1
FDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.2 FDD
	
	R.5 FDD
	R.0 FDD
	R.1 FDD
	R.3 FDD
	R.4 FDD
	R.6 FDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	10
	20
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1
	1
	1

	Allocated resource blocks (Note 4)
	
	2
	
	11
	24
	24
	24
	24
	24

	Allocated subframes per Radio Frame
	
	10
	
	10
	10
	10
	10
	10
	10

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	120
	
	968
	2088 
	2088
	2088
	2088 
	2088

	  For Sub-Frame 5
	Bits
	104
	
	776
	2088
	1736
	2088
	2088
	2088

	  For Sub-Frame 0
	Bits
	32
	
	616
	1736
	1736
	1736
	1736
	1736

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	2088
	0
	2088

	Number of Code Blocks per Sub-Frame

(Note 5)
	
	
	
	
	
	
	
	
	

	For Sub-Frames 4, 9
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1
	1
	1

	For Sub-Frame 1, 2, 3, 6, 7, 8
	
	0
	
	0
	0
	0
	1
	0
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4, 9
	Bits
	456
	
	2772
	6624
	6336
	6624
	6624
	6624

	  For Sub-Frame 5
	Bits
	360
	
	2484
	6336
	6048
	6336
	6336
	6336

	  For Sub-Frame 0
	Bits
	176
	
	1932
	5784
	5520
	5784
	5784
	5784

	  For Sub-Frame 1, 2, 3, 6, 7, 8
	Bits
	0
	
	0
	0
	0
	6624
	0
	6624

	Max. Throughput averaged over 1 frame
	kbps
	37.6
	
	332.8
	800
	765
	2053
	800
	2053

	Note 1:
2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5 MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW.

Note 2:
Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [9].

Note 3:
If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [8].

Note 4:
Allocation is located in the middle of bandwidth.

Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 6:
PDSCH allocation applies only to subframes not configured as PRS subframes.


A.1.2
TDD

Table A.1.2-1: PDSCH Reference Measurement Channels for TDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.2 TDD
	
	R.4

TDD
	R.0 TDD
	R.1 TDD
	R.3 TDD

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	10
	20

	Number of transmitter antennas
	
	1
	
	1
	1
	2
	1

	Allocated resource blocks (Note 4)
	
	2
	
	11
	24
	24
	24

	Uplink-Downlink Configuration (Note 5)
	
	1
	
	1
	1
	1
	1

	Special Subframe Configuration (Note 6)
	
	6
	
	6
	6
	6
	6

	Allocated subframes per Radio Frame
	
	6
	
	6
	6
	6
	6

	Modulation
	
	QPSK
	
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	
	1/3
	1/3
	1/3
	1/3

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	120
	
	968
	2088
	2088
	2088

	  For Sub-Frame 5
	Bits
	104
	
	968
	2088
	2088
	2088

	  For Sub-Frame 0
	Bits
	56
	
	616
	2088
	1736
	2088

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	56
	
	472
	1032
	1032
	1032

	Number of Code Blocks per Sub-Frame
(Note 7)
	
	
	
	1
	
	
	1

	For Sub-Frames 4,9
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 5
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 0
	
	1
	
	1
	1
	1
	1

	For Sub-Frame 1, 6 (DwPTS)
	
	1
	
	1
	1
	1
	1

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	Bits
	456
	
	2772
	6624
	6336
	6624

	  For Sub-Frame 5
	Bits
	408
	
	2628
	6480
	6192
	6480

	  For Sub-Frame 0
	Bits
	224
	
	2076
	5928
	5664
	5928

	  For Sub-Frame 1, 6 (DwPTS)
	Bits
	272
	
	1616
	3696
	3504
	3696

	Max. Throughput averaged over 1 frame
	Mbps
	0.05612
	
	0.4464
	1.0416
	1.0064
	1.0416

	Note 1: 2 symbols allocated to PDCCH for 10 MHz channel BW. 3 OFDM symbols allocated to PDCCH for 5MHz channel BW. 4 symbols allocated to PDCCH for 1.4 MHz channel BW. For special subframe (1 & 6) only 2 OFDM symbols are allocated to PDCCH for all bandwidths.
Note 2: Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [9].4 symbols allocated to PDCCH for 1.4 MHz channel BW
Note 3: If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [8].Reference signal, synchronization signals and PBCH allocated as defined in 3GPP TS 36.211 [9].
Note 4: Allocation is located in the middle of bandwidth. If necessary the information bit payload size can be adjusted to facilitate the test implementation. The payload sizes are defined in 3GPP TS 36.213 [8]. 
Note 5: As per Table 4.2-2 in TS 36.211 [16].

Note 6: As per Table 4.2-1 in TS 36.211 [16].

Note 7: f more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 8: PDSCH allocation applies only to subframes not configured as PRS subframes.


A.2
PCFICH/PDCCH/PHICH

A.2.1
FDD

Table A.2.1-1: PCFICH/PDCCH/PHICH Reference Channel for FDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.8 FDD
	R.11 FDD
	R.12 FDD
	R.10 FDD
	R.6 FDD
	R.7 FDD
	R.9 FDD

	Channel bandwidth
	MHz
	1.4
	5
	5
	20
	10
	10
	10

	Number of transmitter antennas
	
	1
	1
	2
	1
	1
	2
	2

	Control region OFDM symbolsNote1
	symbols
	4
	3
	3
	2
	2
	2
	3

	Aggregation level
	CCE
	2
(Note 6)
	8
	8
	8
	8 
	8 
	8

	DCI Format
	
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	Cell ID
	
	Note 4
	Note 4
	Note 4
	Note 4
	Note 4
	Note 4
	Note 4

	Payload (without CRC)
	Bits
	Note 5
	Note 5
	Note 5
	Note 5
	Note 5
	Note 5
	Note 5

	Note 1: The control region consists of PCFICH, PHICH and PDCCH.

Note 2: DCI formats are defined in TS 36.212.

Note 3: DCI format shall depend upon the test configuration.

Note 4: Cell ID shall depend upon the test configuration.

Note 5: Payload size shall depend upon the test configuration.

Note 6: For PDCCH using SI/RA/P-RNTI, Aggregation level 4 is used.


A.2.2
TDD

Table A.2.2-1: PCFICH/PDCCH/PHICH Reference Channel for TDD

	Parameter
	Unit
	Value

	Reference channel
	
	R.8 TDD
	R.11

TDD
	R.10 TDD
	R.6 TDD
	R.7 TDD
	R.9 TDD

	Channel bandwidth
	MHz
	1.4
	5
	20
	10
	10
	10

	Number of transmitter antennas
	
	1
	1
	1
	1
	2
	2

	Control region OFDM symbolsNote1
	symbols
	4
(Note 6)
	3
	2
	2
	2
	3

	Aggregation level
	CCE
	2
(Note 7)
	8
	8
	8
	8
	8

	DCI Format
	
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	Cell ID
	
	Note 4
	Note 4
	Note 4
	Note 4
	Note 4
	Note 4

	Payload (without CRC)
	Bits
	Note 5
	Note 5
	Note 5
	Note 5
	Note 5
	Note 5

	Note 1: The control region consists of PCFICH, PHICH and PDCCH.

Note 2: DCI formats are defined in 3GPP TS 36.212.

Note 3: DCI format shall depend upon the test configuration.

Note 4: Cell ID shall depend upon the test configuration.

Note 5: Payload size shall depend upon the test configuration.

Note 6: Only 2 OFDM symbols for special subframes 1 and 6.

Note 7: For PDCCH using SI/RA/P-RNTI, Aggregation level 4 is used.
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