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1 Introduction

At the RAN#61 meeting in September, 2013, a Release 12 work item for UE Conformance Test Aspects for Further REL-12 Configurations for LTE Advanced Carrier Aggregation was approved [1]. 

This WI is scheduled to be closed in RAN#65 with the following parts: 
	36.508
	
	E-UTRA and EPC; Common test environments for UE conformance testing
	TSG RAN#61

(September 2013)
	Definition of common test environment for the LTE Advanced CA configurations testing.

	36.521-1
	
	E-UTRA; UE conformance specification; Radio transmission and reception; Part 1: Conformance Testing
	TSG RAN#61

(September 2013)
	Introduction of new LTE CA configuration specific RF requirements.

	36.521-2
	
	E-UTRA; UE conformance specification; Radio transmission and reception; Part 2: ICS
	TSG RAN#61

(September 2013)
	Applicability statements of the new LTE CA configurations for the RF & RRM test cases.

	36.521-3
	
	E-UTRA; UE conformance specification; Radio transmission and reception; Part 3: RRM Conformance Testing
	TSG RAN#61

(September 2013)
	Introduction of new LTE CA configuration specific RRM requirements.

	36.523-1
	
	E-UTRA; UE conformance specification; E-UTRA and EPC; Part 1: Protocol  Conformance Testing
	TSG RAN#61

(September 2013)
	Introduction of new LTE CA configuration specific Protocol requirements.

	36.523-2
	
	UE conformance specification; Part 2: ICS
	TSG RAN#61

(September 2013)
	Applicability statements of the new LTE CA configurations for the Protocol test cases.

	36.523-3
	
	UE conformance specification; Part 3: Abstract Test Suites (ATS)
	TBD
	Introduction of new LTE CA configurations in the TTCN.


This document provides the work plan for the UE Conformance Test Aspects for Further REL-12 Configurations for LTE Advanced Carrier Aggregation (LTE_CA_Rel12-UEConTest). The work plan consists of 38 different CA configurations, which status will be reported in this work plan, both together and separately. The expectation is to define each CA configuration specific requirements in the above specification without any new test cases. 
The objective of the WI is limited to 2DL/1UL configurations in Inter-band and Intra-band non-contiguous CA configurations. The Intra-band contiguous CA configurations is limited up to 2DL/2UL configurations.

The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status from both, overall specification and individual CA configuration aspects.

Section 3 lists the planned CA configurations and affected specifications in each configuration item. 

Section 4 lists the RRM TC coverage for 5+5 and 10+5 MHz CH BW combinations, agreed in RAN5#63. [4]
Section 5 lists the references.
2 Work item status
1.1 Test Specifications completion status
The current completeness of the Rel-12 LTE Advanced Carrier Aggregation of Intra-band contiguous up to 2UL/2DL, Intra-band non-contiguous 1UL/2DL and Inter-band configurations 1UL/2DL work item is described below:
	Test specification
	Testing area
	Completion
	3 Month Target
	6 Month Target
	Comments
	History

	TS 36.508
	Common test environments for User Equipment (UE); Conformance testing
	40%


	
	
	
	

	TS 36.521-1
	Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: conformance testing
	40%


	
	
	
	

	TS 36.521-2
	Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS)
	40%


	
	
	
	

	TS 36.521-3
	Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource Management conformance testing
	100%
	
	
	Expected to be covered by the Rel-10 & Rel-11 CA work.
	

	TS 36.523-1
	Evolved Universal Terrestrial Radio Access (E-UTRA) 

and Evolved Packet Core (EPC);

User Equipment (UE) conformance specification;

Part 1: Protocol conformance specification
	50%
	
	
	
	

	TS 36.523-2
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC);

User Equipment (UE) conformance specification;

Part 2: Implementation Conformance Statement (ICS)

proforma specification
	50%
	
	
	
	

	TS 36.523-3
	Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC);

User Equipment (UE) conformance specification;

Part 3: Test suites
	N/A
	
	
	Handled separately via MCC TF160
	

	TS 37.571-1
	E-UTRA User Equipment (UE) conformance specification; UE positioning in E-UTRA; Part 1: Minimum Performance conformance
	0%
	
	
	
	Added for 5+5 and 10+5 MHz CH BW combinations

	TS 37.571-3
	UTRA and E-UTRA and EPC; UE conformance specification for UE positioning; Part 3: ICS
	0%
	
	
	
	Added for 5+5 and 10+5 MHz CH BW combinations


1.2 E-UTRA CA configurations completion status

	Clause 

(Ctrl+click to follow the link)
	E-UTRA CA Configuration
	Inter-band CA (1UL) WI title
	Completion
	3 Month Target
	RAN4 completion
	Company

	3.1
	CA_1A-3A
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 3
	0%
	
	RAN4 not OK
	CATR, China Unicom

	3.2
	CA_1A-7A
	LTE Advanced Carrier Aggregation of Band 1 and Band 7
	0%
	
	RAN4 not OK
	

	3.3
	CA_1A-8A
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 8
	100%
	
	RAN#60 06/2013
	Softbank Mobile

	3.4
	CA_1A-11A
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 11
	0%
	
	RAN4 not OK
	Softbank Mobile

	3.5
	CA_1A-26A
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 26
	100%
	
	RAN#61 09/2013
	KDDI

	3.6
	CA_1A-28A
	LTE Advanced inter-band Carrier Aggregation of Band 1 and Band 28
	0%
	
	RAN4 not OK
	

	3.7
	CA_2A-4A
	LTE Advanced inter-band Carrier Aggregation for Band 2 and Band 4
	100%
	
	RAN#61 09/2013
	Intel

	3.8
	CA_2A-5A
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 5
	25%
	
	RAN#61 09/2013
	

	3.9
	CA_2A-12A
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 12
	0%
	
	RAN4 not OK
	

	3.10
	CA_2A-13A
	LTE Advanced inter-band Carrier Aggregation of Band 2 and Band 13
	60%
	
	RAN#60 06/2013
	Qualcomm

	3.11
	CA_3A-19A
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 19
	100%
	
	RAN#60 06/2013
	NTT Docomo

	3.12
	CA_3A-26A
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 26
	100%
	
	RAN#60 06/2013
	KT

	3.13
	CA_3A-27A
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 27
	100%
	
	RAN#63 03/2014
	KT

	3.14
	CA_3A-28A
	LTE Advanced inter-band Carrier Aggregation of Band 3 and Band 28
	100%
	
	RAN#60 06/2013
	eAccess, Softbank Mobile

	3.15
	CA_4A-27A
	LTE Advanced inter-band Carrier Aggregation of Band 4 and Band 27
	0%
	
	RAN4 not OK
	

	3.16
	CA_5A-7A
	LTE Advanced inter-band Carrier Aggregation of Band 5 and Band 7
	100%
	
	RAN#62 12/2013
	Intel

	3.17
	CA_5A-13A
	LTE Advanced inter-band Carrier Aggregation of Band 5 and Band 13
	0%
	
	RAN4 not OK
	

	3.18
	CA_5A-25A
	LTE Advanced inter-band Carrier Aggregation of Band 5 and Band 25
	0%
	
	RAN#62 12/2013
	

	3.19
	CA_7A-22A
	LTE Advanced inter-band Carrier Aggregation of Band 7 and Band 22
	0%
	
	RAN4 not OK
	

	3.20
	CA_7A-28A
	LTE Advanced inter-band Carrier Aggregation of Band 7 and Band 28
	15%
	
	RAN#62 12/2013
	

	3.21
	CA_8A-11A
	LTE Advanced inter-band Carrier Aggregation of Band 8 and Band 11
	0%
	
	RAN4 not OK
	Softbank Mobile

	3.22
	CA_8A-27A
	LTE Advanced inter-band Carrier Aggregation of Band 8 and Band 27
	0%
	
	RAN4 not OK
	

	3.23
	CA_12A-25A
	LTE Advanced inter-band Carrier Aggregation of Band 12 and Band 25
	15%
	
	RAN#62 12/2013
	

	3.24
	CA_19A-21A
	LTE Advanced inter-band Carrier Aggregation of Band 19 and Band 21
	100%
	
	RAN#60 06/2013
	NTT Docomo

	3.25
	CA_23A-29A
	LTE Advanced inter-band Carrier Aggregation of Band 23 and Band 29
	15%
	
	RAN#60 06/2013
	

	3.26
	CA_39A-41A
	LTE Advanced inter-band Carrier Aggregation of Band 39 and Band 41
	100%
	
	RAN#63 03/2014
	Huawei, 

CMCC

	3.27
	CA_41A-42A
	LTE Advanced Carrier Aggregation of Band 41 and Band 42
	0%
	
	RAN4 not OK
	

	Clause
	E-UTRA CA Configuration
	Intra-band contiguous CA WI title
	-
	3 Month Target
	RAN4 completion
	Company

	3.28
	CA_3C
	LTE Advanced intra-band contiguous Carrier Aggregation in Band 3
	100%
	
	RAN#61 09/2013
	CATR, 

Huawei

	3.29
	CA_23B
	LTE Advanced intra-band contiguous Carrier Aggregation in Band 23
	15%
	
	RAN#62 12/2013
	

	3.30
	CA_27B
	LTE Advanced intra-band contiguous Carrier Aggregation in Band 27
	90%
	
	RAN4 not OK
(TCD 06/2014)
	Huawei, 

NII Holdings

	3.31
	CA_39C
	LTE Advanced intra-band contiguous Carrier Aggregation in Band 39
	90%
	
	RAN#63 03/2014
	CATR,

CMCC

	3.32
	CA_42C
	LTE Advanced intra-band contiguous Carrier Aggregation in Band 42
	0%
	
	RAN4 not OK
	

	Clause
	E-UTRA CA Configuration
	Intra-band non-contiguous CA (1UL) WI title
	-
	3 Month Target
	RAN4 completion
	Company

	3.33
	CA_2A-2A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 2
	0%
	
	RAN4 not OK
	

	3.34
	CA_3A-3A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 3
	0%
	
	RAN#62 12/2013
	

	3.35
	CA_4A-4A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 4
	0%
	
	RAN#61 09/2013
	

	3.36
	CA_7A-7A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 7
	0%
	
	RAN#62 12/2013
	

	3.37
	CA_23A-23A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 23
	0%
	
	RAN4 not OK
	

	3.38
	CA_42A-42A
	LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 42
	0%
	
	RAN4 not OK
	


1.3 WI overall completion status
Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	40%
	WI agreed in RAN#61


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


2 Intra-band contiguous, Non-contiguous and Inter-band configurations Work Plan

Each of the “sub-WI” for different CA bands is being followed separately in this chapter. Currently at RAN5#63, there are 38 different CA configurations. Each of these has or will have a company that will be responsible for the progress of implementing the configuration details into test specifications. 

2.1 CA_1A-3A: LTE Advanced Carrier Aggregation of Band 1 and Band 3

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-3A
	0%
	· %
	· %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.2 CA_1A-7A: LTE Advanced Carrier Aggregation of Band 1 and Band 7

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-7A
	0%
	· %
	· %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.3 CA_1A-8A: LTE Advanced Carrier Aggregation of Band 1 and Band 8
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-8A
	100%
	-%
	-%
	Softbank Mobile
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-140406
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-140818
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-140819
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-140820
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-140923
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-141112
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.4 CA_1A-11A: LTE Advanced Carrier Aggregation of Band 1 and Band 11
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-11A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.5 CA_1A-26A: LTE Advanced Carrier Aggregation of Band 1 and Band 26
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-26A
	100%
	-%
	-%
	KDDI
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-140444
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-140446
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-134367
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.6 CA_1A-28A: LTE Advanced Carrier Aggregation of Band 1 and Band 28
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_1A-28A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.7 CA_2A-4A: LTE Advanced Carrier Aggregation of Band 2 and Band 4
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_2A-4A
	100%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142768
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-143038
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-142771
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142772
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142773
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.8 CA_2A-5A: LTE Advanced Carrier Aggregation of Band 2 and Band 5
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_2A-5A
	25%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-140789
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-134686
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.9 CA_2A-12A: LTE Advanced Carrier Aggregation of Band 2 and Band 12
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_2A-12A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	R5-130087
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	R5-125884, R5-125885
R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	R5-125931
R5-130918
R5-133846
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	R5-125932
R5-130354
R5-131990

R5-132080

R5-131972

R5-131971
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	R5-131443
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	R5-131451
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.10 CA_2A-13A: LTE Advanced Carrier Aggregation of Band 2A and Band 13A
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_2A-13A
	60%
	-%
	-%
	Qualcomm
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-143031
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-140822
	 R5-140822 was withdrawn post-mtg due to incorrect specification version in the CR.

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-140822
	As above

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-140822
	As above 

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142337
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.11 CA_3A-19A: LTE Advanced Carrier Aggregation of Band 3 and Band 19
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3A-19A
	100%
	-%
	-%
	NTT Docomo
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	R5-134790
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-134790
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-134277
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-134833
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-134884
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-134279
R5-140829
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-134792
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.12 CA_3A-26A: LTE Advanced Carrier Aggregation of Band 3 and Band 26 

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3A-26A
	100%
	100 %
	100 %
	KT
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142299
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031

R5-143032
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-142295
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-142296

R5-143034
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142347
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142300
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.13 CA_3A-27A: LTE Advanced Carrier Aggregation of Band 3 and Band 27 

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3A-27A
	100%
	100 %
	100 %
	KT
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142299
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031

R5-143032
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-142295
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-142296

R5-143034
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142347
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142300
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.14 CA_3A-28A: LTE Advanced Carrier Aggregation of Band 3 and Band 28

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3A-28A
	100%
	-%
	-%
	eAccess
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142114
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 


R5-142111

	
	


R5-142112

	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142113
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.15 CA_4A-27A: LTE Advanced Carrier Aggregation of Band 4 and Band 27

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_4A-27A
	0%
	- %
	- %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.16 CA_5A-7A: LTE Advanced Carrier Aggregation of Band 5 and Band 7

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_5A-7A
	100%
	- %
	- %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142768
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-143038
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-142771
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142772
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142773
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.17 CA_5A-13A: LTE Advanced Carrier Aggregation of Band 5 and Band 13
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_5A-13A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.18 CA_5A-25A: LTE Advanced Carrier Aggregation of Band 5 and Band 25
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_5A-25A
	0%
	- %
	- %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.19 CA_7A-22A: LTE Advanced Carrier Aggregation of Band 7 and Band 22
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_7A-22A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.20 CA_7A-28A: LTE Advanced Carrier Aggregation of Band 7 and Band 28
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_7A-28A
	15%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.21 CA_8A-11A: LTE Advanced Carrier Aggregation of Band 8 and Band 11
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_8A-11A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.22 CA_8A-27A: LTE Advanced Carrier Aggregation of Band 8 and Band 27
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_8A-27A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.23  CA_12A-25A: LTE Advanced Carrier Aggregation of Band 12 and Band 25
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_12A-25A
	15%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.24 CA_19A-21A: LTE Advanced Carrier Aggregation of Band 19 and Band 21 

	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_19A-21A
	100%
	-%
	-%
	NTT Docomo
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Environment for Signalling test
	36.508
	4

	Rel-12
	Common Test Environment
	4.3 Reference test conditions 
	
	
	100%
	R5-134790
	

	Environment for Signalling test
	36.508
	6
	Rel-12
	Test Environment for Signalling test
	6.2 Reference test conditions


	
	
	100%
	R5-134790
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	
	100%
	R5-134277
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	
	100%
	R5-134833
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	
	100%
	R5-134884
R5-140829
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	
	100%
	R5-134279
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	
	100%
	R5-134792
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.25 CA_23A-29A: LTE Advanced Carrier Aggregation of Band 23 and Band 29
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_23A-29A
	15%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	90%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.26 CA_39A-41A: LTE Advanced Carrier Aggregation of Band 39 and Band 41
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_39A-41A
	100%
	-%
	-%
	Huawei, 

CMCC
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142928
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-142343
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-143036
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142345
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142346
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.27 CA_41A-42A: LTE Advanced Carrier Aggregation of Band 41 and Band 42
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_41A-42A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	May not be needed for Inter-band CA with 1UL

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.28 CA_3C: LTE Advanced intra-band contiguous Carrier Aggregation in Band 3
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3C
	100%
	-%
	-%
	CATR, 

Huawei
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	
	100%
	R5-134336
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	
	100%
	R5-134791
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-134886
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	100%
	R5-134339 R5-134831

R5-134832
R5-134887
R5-134888 R5-140823

R5-140825

R5-140826

R5-141011
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-140824

R5-140827

R5-140828

R5-141007
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.29 CA_23B: LTE Advanced intra-band contiguous Carrier Aggregation in Band 23
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_23B
	15%
	- %
	- %
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	R5-143171
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.30 CA_27B: LTE Advanced intra-band contiguous Carrier Aggregation in Band 27
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_27B
	90%
	-%
	-%
	Huawei, 

NII Holdings
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	R5-143084
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	100%
	R5-142930
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031
R5-143037
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	100%
	R5-143163
R5-143164
R5-143165
R5-143166
R5-143167
R5-143168
R5-143169
R5-143170

	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	100%
	R5-142673
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.31 CA_39C: LTE Advanced intra-band contiguous Carrier Aggregation in Band 39
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_39C
	90%
	-%
	-%
	CATR,

CMCC
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	100%
	R5-143132
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	100%
	R5-143031, R5-143032

	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	80%
	R5-143133, R5-143136, R5-142576, R5-143033 , R5-142172, R5-143131
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	80%
	R5-143134, R5-143135, R5-143136
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.32 CA_42C: LTE Advanced intra-band contiguous Carrier Aggregation in Band 42
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_42C
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.33 CA_2A-2A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 2A-2A
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_2A-2A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.34 CA_3A-3A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 3
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_3A-3A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.35 CA_4A-4A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 4
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_4A-4A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.36 CA_7A-7A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 7
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_7A-7A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.37 CA_23A-23A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 23
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_23A-23A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


2.38 CA_42A-42A: LTE Advanced intra-band non-contiguous Carrier Aggregation in Band 42
	CA Band
	Completion
	3 Months 
	6 Months 
	Responsible Company
	Comments

	CA_42A-42A
	0%
	-%
	-%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – Common test environment

	Common test procedures
	36.508
	4
	Rel-12
	Common Test Environment
	4.3 Reference test conditions
	
	RAN5#64
	0%
	
	

	Environment for Signalling test
	36.508
	6


	Rel-12
	Test Environment for Signalling test 
	6.2 Reference test conditions


	
	RAN5#64
	0%
	
	

	36.521-1 – RF Conformance

	Common definitions
	36.521-1
	5
	Rel-12
	Frequency bands and channel arrangement
	General, Introduction of CA bands, TX-RX frequency separation, Channel arrangements, 
	
	RAN5#64
	0%
	
	 

	Transmitter Characteristics
	36.521-1
	6
	Rel-12
	Transmitter Characteristics
	CA band TC specific requirements 
	
	RAN5#64
	0%
	
	

	Receiver Characteristics
	36.521-1
	7
	Rel-12
	Receiver Characteristics
	CA band TC specific requirements
	
	RAN5#64
	0%
	
	

	36.521-2 – RF/RRM Applicability Specification

	ICS proforma for RF/RRM UE
	36.521-2
	Annex A
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.521-3 – RRM Conformance

	General sections and Annexes
	36.521-3
	Annex I
	Rel-12
	Annex I: Conditions for RRM requirements applicability for operating bands
	
	
	RAN5#64
	100%
	
	

	UE Measurement Procedures
	36.521-3
	8
	Rel-12
	E-UTRAN measurements
	
	
	RAN5#64
	100%
	
	

	Measurement Performance Requirements
	36.521-3
	9
	Rel-12
	E-UTRAN Measurements
	
	
	RAN5#64
	100%
	
	

	36.523-1 – Protocol Conformance

	
	36.523-1
	
	Rel-12
	
	
	
	
	
	
	There may not be any requirements.

	36.523-2 – Protocol Applicability Specification

	ICS proforma for Protocol UE
	36.523-2
	Annex A.4
	Rel-12
	ICS proforma tables
	RF baseline capabilities
	
	RAN5#64
	0%
	
	

	36.523-3 – Protocol Test Suites

	
	36.523-3
	11
	Rel-12
	Guidance on test execution
	
	
	
	
	
	TTCN will be handled separately via MCC


3 Test  Cases for RRM 5+5 and 10+5

	Area
	TS
	Clause
	Release
	Title
	Test Purpose / Scope
	Company 
	
	Status
	36.521-2
	Comments

	Requirements for RRM General Part
	36.521-3
	
	Rel-10
	
	
	
	Tdoc
	Status
	36.521-2


	TC count in RRM CA in total =

	
	
	3
	
	Definitions, symbols and abbreviations
	
	
	
	100%
	-
	

	UE Measurements Procedures in RRC_CONNECTED State
	TS 36.521-3
	8
	Rel-10
	
	
	
	Tdoc

	Status
	36.521-2


	

	
	
	8.16.9
	Rel-11
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	SCC (F2) is configured but deactivated. 

Events A2 and A6 are used for verifying cell identification delay and RSRP measurement period. 


	Huawei
	R5-143172
	80%
	R5-143083
	Phase I R4-140275

	
	
	8.16.10
	Rel-11
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Same as FDD
	Huawei
	R5-143085
	80%
	R5-143083
	Phase I R4-140275

	
	
	8.16.11
	Rel-11
	E-UTRAN FDD Event-Triggered Reporting on Deactivated SCell with PCell Interruption for 10MHz+5MHz bandwidth
	SCC (F2) is configured but deactivated. 

UE is continuously scheduled on PCell.

Cell3 appears in T2 triggering A6. 

Interruption prob ≤0.5% is to be verified. 


	Huawei
	
	0%
	
	Phase II R4-140275

	
	
	8.16.12
	Rel-11
	E-UTRAN TDD Event-Triggered Reporting on Deactivated SCell with PCell Interruption for 10MHz+5MHz bandwidth
	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-140275

	
	
	8.16.13
	Rel-10
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 5MHz +5 MHz bandwidth
	SCC (F2) is configured but deactivated. 

Events A2 and A6 are used for verifying cell identification delay and RSRP measurement period. 


	Huawei
	R5-143173
	80%
	R5-143083
	Phase I R4-141101

	
	
	8.16.14
	Rel-10
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz +5 MHz bandwidth
	Same as FDD
	Huawei
	R5-143090
	80%
	R5-143083
	Phase I R4-141101

	
	
	8.16.15


	Rel-10
	E-UTRAN FDD Event-Triggered Reporting on Deactivated SCell with PCell Interruption for 5 MHz + 5MHz bandwidth
	SCC (F2) is configured but deactivated. 

UE is continuously scheduled on PCell.

Cell3 appears in T2 triggering A6. 

Interruption prob ≤0.5% is to be verified. 


	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	8.16.16
	Rel-10
	E-UTRAN TDD Event-Triggered Reporting on Deactivated SCell with PCell Interruption for5 MHz+5MHz bandiwdth
	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	
	
	
	
	
	
	
	
	

	Measurements Performance Requirements for UE
	TS 36.521-3
	9
	
	
	
	
	Tdoc

	Status
	36.521-2


	

	
	
	9.1.18
	Rel-11
	FDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 10MHz + 5MHz
	SCC (F2) is configured and activated. 

Following are verified:

- Absolute RSRP accuracy on PCell and SCell.

- Relative RSRP accuracy between SCell and cell3 on SCC

- Relative RSRP accuracy between PCell and SCell


	Huawei
	R5-143086
	80%
	R5-143083
	Phase I R4-140275

	
	
	9.1.19
	Rel-11
	TDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 10MHz + 5MHz
	Same as FDD
	Huawei
	R5-143087
	80%
	R5-143083
	Phase I R4-140275

	
	
	9.1.20
	Rel-10
	FDD RSRP for E-UTRAN Carrier Aggregation for 5MHz + 5MHz bandwidth
	SCC (F2) is configured and activated. 

Following are verified:

- Absolute RSRP accuracy on PCell and SCell.

- Relative RSRP accuracy between SCell and cell3 on SCC

- Relative RSRP accuracy between PCell and SCell


	Huawei
	R5-143091
	80%
	R5-143083
	Phase I R4-141101

	
	
	9.1.21
	Rel-10
	TDD RSRP for E-UTRAN Carrier Aggregation for 5MHz + 5MHz bandwidth
	Same as FDD
	Huawei
	R5-143092
	80%
	R5-143083
	Phase I R4-141101

	
	
	9.2 RSRQ
	
	
	
	
	
	
	
	

	
	
	9.2.21
	Rel-11
	FDD RSRQ for E-UTRAN Carrier Aggregation for 10MHz+5MHz bandwidth
	SCC (F2) is configured and activated. 

Following are verified:

- Absolute RSRQ accuracy on PCell and SCell.

- Relative RSRQ accuracy between SCell and cell3 on SCC

- Relative RSRQ accuracy between PCell and SCell


	Huawei
	R5-143088
	80%
	R5-143083
	Phase I R4-140275

	
	
	9.2.22
	Rel-11
	TDD RSRQ for E-UTRAN Carrier Aggregation for 10MHz+5MHz bandwidth
	Same as FDD
	Huawei
	R5-143089
	80%
	R5-143083
	Phase I R4-140275

	
	
	9.2.23
	Rel-10
	FDD RSRQ for E-UTRA Carrier Aggregation (5MHz + 5MHz bandwidth)
	SCC (F2) is configured and activated. 

Following are verified:

- Absolute RSRQ accuracy on PCell and SCell.

- Relative RSRQ accuracy between SCell and cell3 on SCC

- Relative RSRQ accuracy between PCell and SCell


	Huawei
	R5-143093
	80%
	R5-143083
	Phase I R4-141101

	
	
	9.2.24
	Rel-10
	TDD RSRQ for E-UTRA Carrier Aggregation (5MHz + 5MHz bandwidth)
	Same as FDD
	Huawei
	R5-143094
	80%
	R5-143083
	Phase I R4-141101

	
	
	
	
	
	
	
	
	
	
	

	Annexes
	36.521-3
	
	
	
	
	
	Tdoc
	Status
	36.521-2


	

	
	
	Annex A
	
	Measurement Channels
	
	
	
	0%
	-
	

	
	
	Annex B
	
	Propagation Conditions
	
	
	
	N/A
	-
	Non applicable, defined in 36.521-1 Annex B

	
	
	Annex C
	
	Downlink Physical Channels
	
	
	
	N/A
	-
	Non applicable, defined in 36.521-1 Annex C

	
	
	Annex D
	
	OFDMA Channel Noise Generator (OCNG)`
	
	
	
	0%
	-
	

	
	
	Annex E
	
	Cell configuration mapping
	
	
	
	0%
	-
	

	
	
	Annex F
	
	Measurement uncertainties and Test Tolerances
	
	
	
	0%
	-
	

	
	
	Annex G
	
	Statistical Testing
	
	
	
	0%
	-
	

	
	
	Annex H
	
	Default Message Contents
	
	
	
	0%
	-
	

	
	
	Annex I
	
	
	
	
	
	0%
	
	

	
	
	Annex J
	
	
	
	
	
	0%
	
	


	Area
	TS
	Clause
	Release
	Title
	Test Purpose / Scope
	Company 
	Tdoc
	Status
	37.571-3
	Comments

	Requirements for Positioning Performance 
	37.571-1
	
	
	
	
	Huawei, Spirent
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	E-UTRA OTDOA measurement requirements in Carrier Aggregation
	
	10
	
	
	
	
	
	
	
	

	
	
	10.1B
	Rel-10
	FDD RSTD Measurement Reporting Delay Carrier Aggregation for 5 MHz +5 MHz bandwidth
	RSTD measurements are done between:

SCell and neigbor cell on F2 to verify intra-frequency RSTD. RSTD assistance data contains cells only on SCC (i.e. SCell frequency) [2]. measurement on SCC in Test 1

SCell on F2 and PCell on F1 to verify inter-frequency RSTD measurement on both PCC and SCC in Test 2. RSTD assistance data contains cells on both PCell frequency and SCell frequency.

UE is closer to serving than to the neighbor cell. This is ensured by having expected RSTD different than the transmit time alignment between cell


	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	10.2B
	Rel-10
	TDD RSTD Measurement Reporting Delayfor Carrier Aggregation for 5MHz +5 MHz bandwidth

	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	10.1C
	Rel-11
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth

	RSTD measurements are done between:

SCell and neigbor cell on F2 to verify intra-frequency RSTD. RSTD assistance data contains cells only on SCC (i.e. SCell frequency) [2]. measurement on SCC in Test 1

SCell on F2 and PCell on F1 to verify inter-frequency RSTD measurement on both PCC and SCC in Test 2. RSTD assistance data contains cells on both PCell frequency and SCell frequency.

UE is closer to serving than to the neighbor cell. This is ensured by having expected RSTD different than the transmit time alignment between cell


	Huawei
	
	0%
	
	Phase II R4-140275

	
	
	10.2C
	Rel-11
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 10MHz+5MHz bandwidth

	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-140275

	
	
	10.3B
	Rel-10
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 5MHz +5 MHz bandwidth
	RSTD measurements are done between:

SCell and neigbor cell on F2 to verify RSTD accuracy on SCC. RSTD assistance data contains cells only on SCC (i.e. SCell frequency).

expectedRSTD = 3 µs


	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	10.4B
	Rel-10
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 5 MHz +5 MHz bandwidth
	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-141101

	
	
	10.3C
	Rel-11
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	RSTD measurements are done between:

SCell and neigbor cell on F2 to verify RSTD accuracy on SCC. RSTD assistance data contains cells only on SCC (i.e. SCell frequency).

expectedRSTD = 3 µs


	Huawei
	
	0%
	
	Phase II R4-140275

	
	
	10.4C
	Rel-11
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 10MHz+5MHz bandwidth
	Same as FDD
	Huawei
	
	0%
	
	Phase II R4-140275
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