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	Reason for change:
	Definition of test applicability for MFBI test cases is unclear.
The current definition is including UEs which does not support an operating band which overlaps other band, but these UEs can not be tested for MFBI feature.

	
	

	Summary of change:
	Added description which indicates that applicable UE needs to support “E-UTRA operating band summarized in Table A-1 of TS36.307” for the following MFBI test cases;

  6.1.2.19  Intra-frequency cell reselection / MFBI
  6.1.2.20  Inter-frequency cell reselection / MFBI
  6.1.2.21  Inter-band cell reselection / MFBI
  8.2.4.22  RRC connection reconfiguration / Handover / MFBI / target cell broadcasting information disregarded by the UE
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	
	<<many rows are skipped>>
	
	
	
	
	
	
	

	6.1.2.18
	Inter-frequency cell reselection based on common priority information with parameters ThreshX, HighQ, ThreshX, LowQ and ThreshServing, LowQ
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.19
	Intra-frequency cell reselection / MFBI
	Rel-9
	C189
	UEs supporting E-UTRA and MFBI feature indicated by Feature Group Indicator 31 and E-UTRA operating band summarized in Table A-1 of TS36.307
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.20
	Intrer-frequency cell reselection / MFBI
	Rel-9
	C189
	UEs supporting E-UTRA and MFBI feature indicated by Feature Group Indicator 31 and E-UTRA operating band summarized in Table A-1 of TS36.307
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.21
	Inter-band cell reselection / MFBI
	Rel-9
	C189
	UEs supporting E-UTRA and MFBI feature indicated by Feature Group Indicator 31 and E-UTRA operating band summarized in Table A-1 of TS36.307
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.2.1.1
	Inter-RAT PLMN Selection / Selection of correct RAT for OPLMN / Automatic mode
	Rel-8
	C150
	UEs supporting E-UTRA and UTRA, or, E-UTRA and UTRA and GERAN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	
	<<many rows are skipped>>
	
	
	
	
	
	
	

	8
	RADIO RESOURCE CONTROL
	
	
	
	
	
	
	

	
	<<many rows are skipped>>
	
	
	
	
	
	
	

	8.2.4.21.2
	CA / RRC connection reconfiguration / Handover / Success / SCell release / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	
	
	
	

	8.2.4.22
	RRC connection reconfiguration / Handover / MFBI / target cell broadcasting information disregarded by the UE
	Rel-9
	C189
	UEs supporting E-UTRA and MFBI feature indicated by Feature Group Indicator 31 and E-UTRA operating band summarized in Table A-1 of TS36.307
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.1
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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