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8.7.1.1_A
FDD sustained data rate performance for CA
8.7.1.1_A.1
FDD Sustained data rate performance for CA (intra‑band contiguous DL CA)
8.7.1.1_A.1.1
Test purpose

Same test purpose as 8.7.1.1

8.7.1.1_A.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward which support intra‑band contiguous DL CA.

8.7.1.1_A.1.3
Minimum requirements

The parameters specified in Table 8.7.1.1_A.1.3-1 are valid for all FDD tests unless otherwise stated.

Table 8.7.1.1_A.1.3-1: Common Test Parameters (FDD)

	Parameter
	Unit
	Value

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes per component carrier
	Processes
	8

	Maximum number of HARQ transmission
	
	4


	
	
	




	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbols
	1

	Cross carrier scheduling
	
	Not configured

	Propagation condition
	
	Static propagation condition

No external noise sources are applied


The requirements are specified in Table 8.7.1.1_A.1.3-3, with the addition of the parameters in Table 8.7.1.1_A.1.3-2 and the downlink physical channel setup according to Annex C.3.2. The test points are applied to UE category, CA capability and bandwidth combination with maximum aggregated bandwidth as specified inTable 8.7.1.1_A.1.3-4. The TB success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.1.3-2: Test Parameters for sustained downlink data rate (FDD)
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	3,4
	20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	3B, 4A
	2x10
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6A
	2x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6B
	10+15
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6C
	10+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6D
	15+20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6E
	2x15
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	Note 1:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.


Table 8.7.1.1_A.1.3-3: Minimum requirement (FDD)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	3
	51024
	R.31-3 FDD
	95

	3B
	25456
	R.31-2 FDD
	95

	4
	75376 (Note 3)
	R.31-4 FDD
	85

	4A
	36696 (Note 2)
	R.31-3A FDD
	85

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	6B
	36696 (Note 2) for 10MHz CC

55056 for 15MHz CC
	R.31-3A FDD for 10MHz carrier CC

R.31-5 FDD for 15MHz CC
	85

	6C
	36696 (Note 2) for 10MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC

R.31-4 FDD for 20MHz CC
	85

	6D
	55056 for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	6E
	55056 (Note 5) for two 15MHz CCs
	R.31-4B FDD for two 15MHz CCs
	[85]

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.


Table 8.7.1.1_A.1.3-4: Test points for sustained data rate (FRC)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	3B
	4A
	4A
	4A

	
	10+15
	-
	-
	3B
	4A
	6B
	6B

	
	10+20
	-
	-
	3B
	4A
	6C
	6C

	
	15+15
	
	
	3B
	4A
	6E
	6E

	
	15+20
	-
	-
	3B
	4A
	6D
	6D

	
	20+20
	-
	-
	3B
	4A
	6A
	6A

	CL_C
	20+20
	-
	-
	3 (Note 4)
	4 (Note 4)
	6A
	6A

	CL_B
	10+10
	-
	-
	3B
	4A
	4A
	4A

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 

Note 4    : If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected. 


The normative reference for this requirement is TS 36.101[2] clause 8.7.1

8.7.1.1_A.1.4
Test description

8.7.1.1_A.1.4.1
Initial conditions

Table 8.7.1.1_A.1.4.1-1: Applicable test and Transport Block Size for different UE categories and CA configs
	
	
	
	
	

	
	


	
	
	
	
	
	
	

	





	CA config
	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier


	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 2

	CL_C
	3
	3(Note 5)
	R.31-3 FDD
	R.1-3 FDD
	51024
	5
	8*FLOOR((TBsize -– 208)/40)

	
	4
	4(Note 5)
	R.31-4 FDD
	R.1-4 FDD
	75376 (Note 3)
	7
	8*FLOOR((TBsize – 264)/56)

	
	6,7
	6A
	R.31-4 FDD
	R.1-4 FDD
	75376 (Note 3)
	7
	8*FLOOR((TBsize – 264)/56)

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
71112 bits for sub-frame 5.

Note 4:
35160 bits for sub-frame 5.
Note 5:      If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected.


Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: According to table 8.7.1.1_A.1.3-2.

1.
Connect the SS to the UE antenna connector(s) as shown in TS 36.508 [7] Annex A, Figure group A.36 (without using faders and AWGN generators).

2.
The parameter settings for the cell are set up according to Table 8.7.1.1_A.1.3-1 and Table 8.7.1.1_A.1.5-1.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 (Loopback activated) according to TS 36.508 [7] clause 4.5.4.5. Message contents are defined in clause 8.7.1.1_A.1.4.3.

8.7.1.1_A.1.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for PhysicalConfigDedicated-DEFAULT is defined in Table 8.2.2.3.1_A.1.4.3-1
3.
 SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
The SS looks up TBsize in table 8.7.1.1_A.1.4.1-1 according to the UE category under test.

5.
SS sets the counters NDL_newtx ,NDL_retx, NUL_PDCP, and NDDL_PDCP to 0.

6.
For each new DL HARQ transmission the SS generates sufficient PDCP SDUs to fill up the TB in accordance with Table 8.7.1.1_A.1.4.1-1 (Note 1). The SS ciphers the PDCP SDUs, concatenates the resultant PDCP PDUs to form an RLC PDU and then a MAC PDU. The SS transmits the MAC PDU. The SS increments then NDL_newtx by one and NDL_PDCP by the number of new PDCP SDUs (Note 1) included in the sent MAC PDU.

7.
If PHY requests a DL HARQ retransmission, the SS performs a HARQ retransmission and increments NDL_retx by one.

8.
Steps 6 to 7 are repeated at every TTI for at least 300 frames and the SS waits for 300ms to let any HARQ retransmissions and RLC retransmissions to finish.

9.
For each PDCP SDU received at the SS, if the content of the data matches that of the truncated version of the original PDCP SDU generated at the SS, the SS increments NUL_PDCP by one

10.
The SS calculates the TB success rate as A = 100%*NDL_newtx/ (NDL_newtx + NDL_retx)
11.
The SS calculates the PDCP SDU loss as B = NDL_PDCP - NUL_PDCP

12.
The UE passes the test if A ≥ "corresponding TB success rate according to Table 8.7.1.1_A.1.3-3" and B = 0.

NOTE 1:
In case of RLC PDU retransmission, the number of new required PDCP SDUs is as many as to fill the rest of TB.

8.7.1.1_A.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and 4.7A, with the following exceptions:
Table 8.7.1.1_A.1.4.3-1: CLOSE UE TEST LOOP (in the preamble)

	Derivation Path: 36.509 clause 6.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 0 0 0 0 0 0
	
	

	UE test loop mode
	0 0 0 0 0 0 0 0
	UE test loop mode A
	

	UE test loop mode A LB setup
	
	
	

	  Length of UE test loop mode A LB setup list in bytes
	0 0 0 0 0 0 1 1
	Length of one LB setup DRB (3 bytes)
	

	  LB setup DRB
	0 0 0 0 0 0 0 0,

0 0 1 0 1 0 0 0,

0 0 0 Q4 Q3 Q2 Q1 Q0
	UL PDCP SDU size = 40 bits (5 bytes)

Q4..Q0 = Data Radio Bearer identity number for the default radio bearer. See 36.509 clause 6.1
	

	UE test loop mode B LB setup
	Not present
	
	


Table 8.7.1.1_A.1.4.3-2: SecurityModeCommand (in the preamble)
	Derivation Path: TS36.508 clause 4.6.1 table 4.6.1-19

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfiguration SEQUENCE {
	
	
	

	          cipheringAlgorithm
	eea2
	
	

	          nextHopChainingCount
	Not present
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.7.1.1_A.1.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.1.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.1.5-1: Test requirements for sustained downlink data rate (FDD)

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	

	
	

	
	
	
	
	
	
	

	
	

	
	

	
	

	




	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	3(Note 4)
	3
	51024
	R.31-3 FDD
	5
	1270
	95

	3B
	N/A

	4(Note 4)
	4
	75376 (Note 2)
	R.31-4 FDD
	7
	1341
	85

	4A
	N/A

	6A
	Category 6,7
	75376 (Note 2)
	R.31-4 FDD
	7
	1341
	 85

	6B
	NA

	6C
	NA

	6D
	NA

	6E
	NA

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
71112 bits for sub-frame 5

Note 3:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 4:      If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected.


Table 8.7.1.1_A.1.5-2: Test Points Selection for UE Category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_C
	20+20
	-
	-
	3 (Note 4)
	4 (Note 4)
	6A
	6A

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 

Note 4    : If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected. 


8.7.1.1_A.1_1
FDD Sustained data rate performance for CA (intra‑band contiguous DL CA) (Release 12 and forward)
Editor's note: UL RMC is TBD
8.7.1.1_A.1_1.1
Test purpose

Same test purpose as 8.7.1.1_A.1.1
8.7.1.1_A.1_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward which support intra‑band contiguous Class B DL CA.

8.7.1.1_A.1_1.3
Minimum requirements

Same minimum conformance requirements as in clause 8.7.1.1_A.1.3.
8.7.1.1_A.1_1.4
Test description

Same test description as in clause 8.7.1.1_A.1.4 with the following exceptions:

-
Instead of Table 8.7.1.1_A.1.4.1-1 ‑> use Table 8.7.1.1_A.1_1.4-1.
Table 8.7.1.1_A.1_1.4-1: Applicable test and Transport Block Size for different UE categories and CA configs

	CA config
	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier


	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 2

	CL_B
	3
	3B
	R.31-2 FDD
	TBD
	25456
	3
	8*FLOOR((TBsize – 152)/24)

	
	4
	4A
	R.31-3A FDD
	TBD
	36696 (Note 3)
	4
	8*FLOOR((TBsize – 184)/32)

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
35160 bits for sub-frame 5.


8.7.1.1_A.1_1.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.1_1.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.1_1.5-1: Test requirements for sustained downlink data rate (FDD)
	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	3
	N/A

	3B
	3
	25456
	R.31-2 FDD
	3
	1054
	95

	4
	N/A

	4A
	4
	36696 (Note 3)
	R.31-3A FDD
	4
	1141
	85

	6A
	NA

	6B
	N/A

	6C
	NA

	6D
	NA

	6E
	NA

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 3:
35160 bits for sub-frame 5.


Table 8.7.1.1_A.1_1.5-2: Test Points Selection for UE Category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_B
	10+10
	-
	-
	3B
	4A
	4A
	4A

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 


8.7.1.1_A.2
FDD Sustained data rate performance for CA (inter‑band DL CA)
8.7.1.1_A.2.1
Test purpose

Same test purpose as 8.7.1.1

8.7.1.1_A.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward which support inter-band DL CA.

8.7.1.1_A.2.3
Minimum requirements

The parameters specified in Table 8.7.1.1_A.2.3-1 are valid for all FDD tests unless otherwise stated.

Table 8.7.1.1_A.2.3-1: Common Test Parameters (FDD)

	Parameter
	Unit
	Value 

	Cyclic prefix
	
	Normal

	Cell ID
	
	0

	Inter-TTI Distance
	
	1

	Number of HARQ processes per component carrier
	Processes
	8

	Maximum number of HARQ transmission
	
	4

	Redundancy version coding sequence
	
	{0,0,1,2} for 64QAM

	Number of OFDM symbols for PDCCH per component carrier
	OFDM symbols
	1

	Cross carrier scheduling
	
	Not configured

	Propagation condition
	
	Static propagation condition

No external noise sources are applied


The requirements are specified in Table 8.7.1.1_A.2.3-3, with the addition of the parameters in Table 8.7.1.1_A.2.3-2 and the downlink physical channel setup according to Annex C.3.2. The test points are applied to UE category, CA capability and bandwidth combination with maximum aggregated bandwidth as specified inTable 8.7.1.1_A.2.3-4.The TB success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.2.3-2: test parameters for sustained downlink data rate (FDD)
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	3B, 4A
	2x10
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	6A
	2x20
	3
	2 x 2
	10
	-3
	-3
	0
	-85
	OP.1 FDD

	Note 1:
For CA test cases, PUCCH format 1b with channel selection is used to feedback ACK/NACK.


Table 8.7.1.1_A.2.3-3: Minimum requirement (FDD)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	3B
	25456
	R.31-2 FDD
	95

	4A
	36696 (Note 2)
	R.31-3A FDD
	85

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.


Table 8.7.1.1_A.2.3-4: Test points for sustained data rate (FRC)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	3B
	4A
	4A
	4A

	
	10+15
	-
	-
	3B
	4A
	-
	-

	
	10+20
	-
	-
	3B
	4A
	-
	-

	
	15+15
	
	
	3B
	4A
	-
	-

	
	15+20
	-
	-
	3B
	4A
	-
	-

	
	20+20
	-
	-
	3B
	4A
	6A
	6A

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 


8.7.1.1_A.2.4
Test description

8.7.1.1_A.2.4.1
Initial conditions

Table 8.7.1.1_A.2.4.1-1: Applicable test and Transport Block Size for different UE categories

	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier
	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 3

	3
	3B
	R.31-2 FDD
	R.1-2 FDD
	25456
	3
	8*FLOOR((TBsize – 152)/24)

	4
	4A
	R.31-3A FDD
	R.1-3A FDD
	36696 (Note 3)
	4
	8*FLOOR((TBsize – 184)/32)

	6,7
	6A
	R.31-4 FDD
	R.1-4 FDD
	75376 (Note 4)
	7
	8*FLOOR((TBsize – 264)/56))

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases.

Note 3:
35160 bits for sub-frame 5.

Note 4:
71112 bits for sub-frame 5


Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: According to table 8.7.1.1_A.2.3-2.

1.
Connect the SS to the UE antenna connector(s) as shown in TS 36.508 [7] Annex A, Figure group A.36 (without using faders and AWGN generators).

2.
The parameter settings for the cell are set up according to Table 8.7.1.1_A.2.3-1 and Table 8.7.1.1_A.2.5-1.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 (Loopback activated) according to TS 36.508 [7] clause 4.5.4.5. Message contents are defined in clause 8.7.1.1_A.2.4.3.

8.7.1.1_A.2.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for PhysicalConfigDedicated-DEFAULT is defined in Table 8.2.2.3.1_A.2.4.3-1
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
The SS looks up TBsize in table 8.7.1.1_A.2.4.1-1 according to the UE category under test.

5.
SS sets the counters NDL_newtx ,NDL_retx, NUL_PDCP, and NDDL_PDCP to 0.

6.
For each new DL HARQ transmission the SS generates sufficient PDCP SDUs to fill up the TB in accordance with Table 8.7.1.1_A.2.4.1-1 (Note 1). The SS ciphers the PDCP SDUs, concatenates the resultant PDCP PDUs to form an RLC PDU and then a MAC PDU. The SS transmits the MAC PDU. The SS increments then NDL_newtx by one and NDL_PDCP by the number of new PDCP SDUs (Note 1) included in the sent MAC PDU.

7.
If PHY requests a DL HARQ retransmission, the SS performs a HARQ retransmission and increments NDL_retx by one.

8.
Steps 3 to 4 are repeated at every TTI for at least 300 frames and the SS waits for 300ms to let any HARQ retransmissions and RLC retransmissions to finish.

9.
For each PDCP SDU received at the SS, if the content of the data matches that of the truncated version of the original PDCP SDU generated at the SS, the SS increments NUL_PDCP by one

10.
The SS calculates the TB success rate as A = 100%*NDL_newtx/ (NDL_newtx + NDL_retx)
11.
The SS calculates the PDCP SDU loss as B = NDL_PDCP - NUL_PDCP

12.
The UE passes the test if A ≥ "corresponding TB success rate according to Table 8.7.1.1_A.1.3-3" and B = 0.

NOTE 1:
In case of RLC PDU retransmission, the number of new required PDCP SDUs is as many as to fill the rest of TB.

8.7.1.1_A.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and 4.7A, with the following exceptions:
Table 8.7.1.1_A.2.4.3-1: CLOSE UE TEST LOOP (in the preamble)

	Derivation Path: 36.509 clause 6.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 0 0 0 0 0 0
	
	

	UE test loop mode
	0 0 0 0 0 0 0 0
	UE test loop mode A
	

	UE test loop mode A LB setup
	
	
	

	  Length of UE test loop mode A LB setup list in bytes
	0 0 0 0 0 0 1 1
	Length of one LB setup DRB (3 bytes)
	

	  LB setup DRB
	0 0 0 0 0 0 0 0,

0 0 1 0 1 0 0 0,

0 0 0 Q4 Q3 Q2 Q1 Q0
	UL PDCP SDU size = 40 bits (5 bytes)

Q4..Q0 = Data Radio Bearer identity number for the default radio bearer. See 36.509 clause 6.1
	

	UE test loop mode B LB setup
	Not present
	
	


Table 8.7.1.1_A.2.4.3-2: SecurityModeCommand (in the preamble)
	Derivation Path: TS36.508 clause 4.6.1 table 4.6.1-19

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfiguration SEQUENCE {
	
	
	

	          cipheringAlgorithm
	eea2
	
	

	          nextHopChainingCount
	Not present
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.7.1.1_A.2.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.2.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.2.5-1: Test requirements for sustained downlink data rate (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	3B
	Category 3
	25456
	R.31-2 FDD
	3
	1054
	95

	4A
	Category 4
	36696 (Note 2)
	R.31-3A FDD
	4
	1141
	85

	6A
	Category 6, 7
	75376 (Note 3)
	R.31-4 FDD
	7
	1341
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.
Note 5:
For category 6 and 7 UE, select one CA configuration among CA configurations corresponding to largest aggregated CA bandwidth signalled by UE.


Table 8.7.1.1_A.2.5-2: Test Points Selection for UE Category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	3B
	4A
	4A
	4A

	
	10+15
	-
	-
	3B
	4A
	-
	-

	
	10+20
	-
	-
	3B
	4A
	-
	-

	
	15+15
	
	
	3B
	4A
	-
	-

	
	15+20
	-
	-
	3B
	4A
	-
	-

	
	20+20
	-
	-
	3B
	4A
	6A
	6A

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 


8.7.1.1_A.2_1
FDD Sustained data rate performance for CA (inter‑band DL CA) (Release 11 and forward)

Editor's note: UL RMC is TBD

8.7.1.1_A.2_1.1
Test purpose

Same test purpose as 8.7.1.1

8.7.1.1_A.2_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 11 and forward which support inter-band DL CA.

8.7.1.1_A.2_1.3
Minimum requirements

Same minimum conformance requirements as in clause 8.7.1.1_A.1.3.

8.7.1.1_A.2_1.4
Test description

8.7.1.1_A.2_1.4.1
Initial conditions

Table 8.7.1.1_A.2_1.4.1-1: Applicable test and Transport Block Size for different UE categories

	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier
	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 3

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	6,7
	6B
	R.31-3A FDD for 10MHz carrier CC

R.31-5 FDD for 15MHz CC
	TBD
	36696 (Note 4) for 10MHz CC

55056 for 15MHz CC
	4 for 10MHz CC

6 for 15 MHz CC
	8*FLOOR((TBsize – 184)/32) for 10MHz CC

8*FLOOR((TBsize – 240)/48) for 15 MHz CC

	6,7
	6C
	R.31-3A FDD for 10MHz CC

R.31-4 FDD for 20MHz CC
	TBD
	36696 (Note 4) for 10MHz CC

75376 (Note 5) for 20MHz CC
	4 for 10MHz CC

7 for 15 MHz CC
	8*FLOOR((TBsize – 184)/32) for 10MHz CC

8*FLOOR((TBsize – 264)/56) for 15 MHz CC

	6,7
	6D
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	TBD
	55056 for 15MHz CC

75376 (Note 5) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	8*FLOOR((TBsize – 240)/48) for 15 MHz CC

8*FLOOR((TBsize – 264)/56) for 20 MHz CC

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 4:
35160 bits for sub-frame 5.
Note 5:
71112 bits for sub-frame 5.


Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Test Environment: Normal as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: According to table 8.7.1.1_A.2_1.3-2.

1.
Connect the SS to the UE antenna connector(s) as shown in TS 36.508 [7] Annex A, Figure group A.36 (without using faders and AWGN generators).

2.
The parameter settings for the cell are set up according to Table 8.7.1.1_A.2_1.3-1 and Table 8.7.1.1_A.2_1.5-1.

3.
Downlink signals for PCC are initially set up according to Annex C0, C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 4 (Loopback activated) according to TS 36.508 [7] clause 4.5.4.5. Message contents are defined in clause 8.7.1.1_A.2_1.4.3.

8.7.1.1_A.2_1.4.2
Test procedure

1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.2 for all downlink physical channels except PHICH.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents for PhysicalConfigDedicated-DEFAULT is defined in Table 8.2.2.3.1_A.2_1.4.3-1
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
The SS looks up TBsize in table 8.7.1.1_A.2_1.4.1-1 according to the UE category under test.

5.
SS sets the counters NDL_newtx ,NDL_retx, NUL_PDCP, and NDDL_PDCP to 0.

6.
For each new DL HARQ transmission the SS generates sufficient PDCP SDUs to fill up the TB in accordance with Table 8.7.1.1_A.2_1.4.1-1 (Note 1). The SS ciphers the PDCP SDUs, concatenates the resultant PDCP PDUs to form an RLC PDU and then a MAC PDU. The SS transmits the MAC PDU. The SS increments then NDL_newtx by one and NDL_PDCP by the number of new PDCP SDUs (Note 1) included in the sent MAC PDU.

7.
If PHY requests a DL HARQ retransmission, the SS performs a HARQ retransmission and increments NDL_retx by one.

8.
Steps 6 to 7 are repeated at every TTI for at least 300 frames and the SS waits for 300ms to let any HARQ retransmissions and RLC retransmissions to finish.

9.
For each PDCP SDU received at the SS, if the content of the data matches that of the truncated version of the original PDCP SDU generated at the SS, the SS increments NUL_PDCP by one

10.
The SS calculates the TB success rate as A = 100%*NDL_newtx/ (NDL_newtx + NDL_retx)
11.
The SS calculates the PDCP SDU loss as B = NDL_PDCP - NUL_PDCP

12.
The UE passes the test if A ≥ "corresponding TB success rate according to Table 8.7.1.1_A.1.3-3" and B = 0.

NOTE 1:
In case of RLC PDU retransmission, the number of new required PDCP SDUs is as many as to fill the rest of TB.

8.7.1.1_A.2_1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 and 4.7A, with the following exceptions:
Table 8.7.1.1_A.2_1.4.3-1: CLOSE UE TEST LOOP (in the preamble)

	Derivation Path: 36.509 clause 6.1

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 0 0 0 0 0 0
	
	

	UE test loop mode
	0 0 0 0 0 0 0 0
	UE test loop mode A
	

	UE test loop mode A LB setup
	
	
	

	  Length of UE test loop mode A LB setup list in bytes
	0 0 0 0 0 0 1 1
	Length of one LB setup DRB (3 bytes)
	

	  LB setup DRB
	0 0 0 0 0 0 0 0,

0 0 1 0 1 0 0 0,

0 0 0 Q4 Q3 Q2 Q1 Q0
	UL PDCP SDU size = 40 bits (5 bytes)

Q4..Q0 = Data Radio Bearer identity number for the default radio bearer. See 36.509 clause 6.1
	

	UE test loop mode B LB setup
	Not present
	
	


Table 8.7.1.1_A.2_1.4.3-2: SecurityModeCommand (in the preamble)
	Derivation Path: TS36.508 clause 4.6.1 table 4.6.1-19

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfiguration SEQUENCE {
	
	
	

	          cipheringAlgorithm
	eea2
	
	

	          nextHopChainingCount
	Not present
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.7.1.1_A.2_1.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.2_1.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.2_1.5-1: Test requirements for sustained downlink data rate (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	6B
	Category 6, 7
	36696 (Note 4) for 10MHz CC
55056 for 15MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	4 for 10MHz CC

6 for 15MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC
	85

	6C
	Category 6, 7
	36696 (Note 4) for 10MHz CC
75376 (Note 2) for 20MHz CC
	R.31-3A FDD for 10MHz CC

R.31-4 FDD for 20MHz CC
	4 for 10MHz CC

7 for 15MHz CC
	1141 for 10MHz CC

1341 for 15MHz CC
	85

	6D
	Category 6, 7
	55056 for 15MHz CC
75376 (Note 2) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	6 for 15MHz CC

7 for 20MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
71112 bits for sub-frame 5

Note 3:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 4:
35160 bits for sub-frame 5.


Table 8.7.1.1_A.2_1.5-2: Test Points Selection for UE Category
	

	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	



	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	-
	-
	-
	-

	
	10+15
	-
	-
	-
	-
	6B
	6B

	
	10+20
	-
	-
	-
	-
	6C
	6C

	
	15+15
	
	
	-
	-
	-
	-

	
	15+20
	-
	-
	-
	-
	6D
	6D

	
	20+20
	-
	-
	-
	-
	-
	-

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 

Note 4    : If CL_C is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected. 


8.7.1.1_A.2_2
FDD Sustained data rate performance for CA (inter‑band DL CA) (Release 12 and forward)

Editor's note: UL RMC is TBD

8.7.1.1_A.2_2.1
Test purpose

Same test purpose as 8.7.1.1

8.7.1.1_A.2_2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward which support inter-band DL CA.

8.7.1.1_A.2_2.3
Minimum requirements

Same minimum conformance requirements as in clause 8.7.1.1_A.2_2.3.

8.7.1.1_A.2_2.4
Test description

Same test description as in clause 8.7.1.1_A.2_1.4 with the following exceptions:

-
Instead of Table 8.7.1.1_A.2_1.4.1-1 ‑> use Table 8.7.1.1_A.2_2.4-1.
Table 8.7.1.1_A.2_2.4-1: Applicable test and Transport Block Size for different UE categories

	UE Category
	Applicable test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier
	Number of PDCP SDU per Codeword
	PDCP SDU size [bits]

Note 3

	6,7
	6E
	R.31-4B FDD for two 15MHz CCs
	TBD
	55056 (Note 4) for two 15MHz CCs
	6 for two 15MHz CCs
	8*FLOOR((TBsize – 240)/48) for two 15 MHz CCs

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12). 

The PDCP SDU size of each PDCP SDU is: 

PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N, 

where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.

The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation.

Note 4:
52752bits for sub-frame 5.


8.7.1.1_A.2_2.5
Test requirement

The requirements are specified in Table 8.7.1.1_A.2_2.5-1. The PDCP SDU success rate shall be sustained during at least 300 frames.

Table 8.7.1.1_A.2_2.5-1: Test requirements for sustained downlink data rate (FDD)

	Test
	UE Category
	Number of bits of a DL-SCH transport block received within a TTI per Codeword
	Measurement channel
	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets]
	Reference value

	
	
	
	
	
	
	TB success rate [%]

	6E
	Category 6, 7
	55056 (Note 5) for two 15MHz CCs
	R.31-4B FDD for two 15MHz CCs
	6 for two 15MHz CCs
	1142 for two 15MHz CCs
	[85]

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI per component carrier.

Note 2:
71112 bits for sub-frame 5

Note 3:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 4:
35160 bits for sub-frame 5.
Note 5:
52752bits for sub-frame 5.


Table 8.7.1.1_A.2_2.5-2: Test Points Selection for UE Category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Category 1
	Category 2
	Category 3
	Category 4
	Category 6
	Category 7

	CL_A_A
	10+10
	-
	-
	-
	-
	-
	-

	
	10+15
	-
	-
	-
	-
	-
	-

	
	10+20
	-
	-
	-
	-
	-
	-

	
	15+15
	
	
	-
	-
	6E
	6E

	
	15+20
	-
	-
	-
	-
	-
	-

	
	20+20
	-
	-
	-
	-
	-
	-

	Note 1    : If UE can be tested for CA configuration, single carrier test is skipped.

Note 2    : For non-CA UE, test is selected for maximum supported bandwidth.

Note 3    : For CA UE, test is selected for bandwidth combination corresponding to maximum aggregated bandwidth among all CA configuration supported by UE. 


<Unchanged Sections Skipped>
A.2.1.3
Overview of UL reference measurement channels

In Table A.2.1.3-1 are listed the UL reference measurement channels specified in annexes A.2.2 and A.2.3 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.2.2 and A.2.3 as appropriate.

Table A.2.1.3-1: Overview of UL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Full RB allocation, QPSK

	FDD
	Table A.2.2.1.1-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	15
	QPSK
	1/5
	75
	
	≥ 1
	

	FDD
	Table A.2.2.1.1-1
	
	20
	QPSK
	1/6
	100
	
	≥ 1
	

	FDD, Full RB allocation, 16-QAM

	FDD
	Table A.2.2.1.2-1
	
	1.4
	16QAM
	3/4
	6
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	5
	16QAM
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.1.2-1
	
	10
	16QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.2.2.1.2-1
	
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.2.2.1.2-1
	
	20
	16QAM
	1/3
	100
	
	≥ 2
	

	FDD, Partial RB allocation, QPSK

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	1
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	2
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	3
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	4
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	5
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	8
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	9
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	10
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	3 - 20
	QPSK
	1/3
	12
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	16
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	18
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	20
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	5 - 20
	QPSK
	1/3
	24
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	27
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	30
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	32
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	36
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	40
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	45
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	10 - 20
	QPSK
	1/3
	48
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/3
	54
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	60
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	64
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	15 - 20
	QPSK
	1/4
	72
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	75
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	80
	
	≥ 1
	


	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/5
	81
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/6
	90
	
	≥ 1
	

	FDD
	Table A.2.2.2.1-1
	
	20
	QPSK
	1/6
	96
	
	≥ 1
	

	FDD, Partial RB allocation, 16-QAM

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	1
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	2
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	3
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	4
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	5
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	6
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	8
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	9
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	10
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	3 - 20
	16QAM
	3/4
	12
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	16
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/2
	18
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/3
	20
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	5 - 20
	16QAM
	1/3
	24
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	1/3
	27
	
	≥ 1
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	30
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	32
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	36
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	40
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	45
	
	≥ 2
	


	FDD
	Table A.2.2.2.2-1
	
	10 - 20
	16QAM
	3/4
	48
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	3/4
	54
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	2/3
	60
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	2/3
	64
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	15 - 20
	16QAM
	1/2
	72
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	80
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	1/2
	81
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	2/5
	90
	
	≥ 2
	

	FDD
	Table A.2.2.2.2-1
	
	20
	16QAM
	2/5
	96
	
	≥ 2
	

	FDD, Sustained data rate

	FDD
	Table A.2.2.3-1
	R.1-1 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-2 FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-3 FDD
	20
	QPSK
	0.31
	90
	
	≥ 2
	

	FDD
	Table A.2.2.3-1
	R.1-3A FDD
	10
	QPSK
	0.31
	40
	
	≥ 1
	

	FDD
	Table A.2.2.3-1
	R.1-3C FDD
	15
	QPSK
	0.31
	60
	
	≥ 3
	

	FDD
	Table A.2.2.3-1
	R.1-4 FDD
	20
	QPSK
	0.31
	40
	
	≥ 2
	

	FDD
	Table A.2.2.3-1
	R.1-4B FDD
	15
	QPSK
	0.31
	60
	
	≥ 4
	

	FDD
	Table A.2.2.3-1
	R.1-5 FDD
	15
	QPSK
	0.31
	60
	
	≥ 3
	

	TDD, Full RB allocation, QPSK

	TDD
	Table A.2.3.1.1-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	15
	QPSK
	1/5
	75
	
	≥ 1
	

	TDD
	Table A.2.3.1.1-1
	
	20
	QPSK
	1/6
	100
	
	≥ 1
	

	TDD, Full RB allocation, 16-QAM

	TDD
	Table A.2.3.1.2-1
	
	1.4
	16QAM
	3/4
	6
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	5
	16QAM
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.1.2-1
	
	10
	16QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.2.3.1.2-1
	
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.2.3.1.2-1
	
	20
	16QAM
	1/3
	100
	
	≥ 2
	

	TDD, Partial RB allocation, QPSK

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	1
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	2
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	3
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	4
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	1.4 - 20
	QPSK
	1/3
	5
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	8
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	9
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	10
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	3 - 20
	QPSK
	1/3
	12
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	16
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	18
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	20
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	5 - 20
	QPSK
	1/3
	24
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	27
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	30
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	32
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	36
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	40
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	45
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	10 - 20
	QPSK
	1/3
	48
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/3
	54
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	60
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	64
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	15 - 20
	QPSK
	1/4
	72
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	75
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	80
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/5
	81
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/6
	90
	
	≥ 1
	

	TDD
	Table A.2.3.2.1-1
	
	20
	QPSK
	1/6
	96
	
	≥ 1
	

	TDD, Partial RB allocation, 16-QAM

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	1
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	2
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	3
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	4
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	1.4 - 20
	16QAM
	3/4
	5
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	6
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	8
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	9
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	10
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	3 - 20
	16QAM
	3/4
	12
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	16
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/2
	18
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/3
	20
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	5 - 20
	16QAM
	1/3
	24
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	1/3
	27
	
	≥ 1
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	30
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	32
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	36
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	40
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	45
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	10 - 20
	16QAM
	3/4
	48
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	3/4
	54
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	2/3
	60
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	2/3
	64
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	15 - 20
	16QAM
	1/2
	72
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	80
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	1/2
	81
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	2/5
	90
	
	≥ 2
	

	TDD
	Table A.2.3.2.2-1
	
	20
	16QAM
	2/5
	96
	
	≥ 2
	

	TDD, Sustained data rate

	TDD
	Table A.2.3.3-1
	R.1-1 TDD
	10
	QPSK
	0.43
	40
	
	≥ 1
	

	TDD
	Table A.2.3.3-1
	R.1-2 TDD
	10
	QPSK
	0.61
	40
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-3 TDD
	20
	QPSK
	0.49
	90
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-3B TDD
	15
	QPSK
	0.42
	60
	
	≥ 2
	

	TDD
	Table A.2.3.3-1
	R.1-4 TDD
	20
	QPSK
	0.49
	90
	
	≥ 2
	


<Unchanged Sections Skipped>
A.2.2.3
Reference measurement channels for sustained downlink data rate provided by lower layers

Table A.2.2.3-1: Uplink Reference Channels for sustained data-rate test (FDD)

	Parameter
	Unit
	
	Value
	

	Reference Channel
	
	R.1-1 FDD
	R.1-2 FDD
	R.1-3 FDD
	R.1-3A FDD
	R.1-3C FDD
	R.1-4 FDD
	R.1-4B FDD
	R.1-5 FDD

	Channel Bandwidth
	MHz
	10
	10
	20
	10
	15
	20
	15
	15

	Allocated Resource Blocks
	
	40
(Note 2)
	40
(Note 2)
	90
(Note 3)
	40(Note 2)
	60
(Note 4)
	90
(Note 3)
	60
(Note 4)
	60
(Note 4)

	Allocated Sub-Frames per Radio-Frame
	
	10
	10
	10
	10
	10
	10
	10
	10

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Coding Rate
	
	0.31
	0.31
	0.31
	0.31
	0.31
	0.31
	0.31
	0.31

	Information Bit Payload per Sub-Frame
	Bits
	3496
	3496
	7992
	3496
	
	7992
	
	


	Number of Code Blocks per Sub-Frame
(Note 1)
	
	1
	1
	2
	1
	
	2
	
	

	Modulation Symbols per Sub-Frame
	
	5760
	5760
	12960
	5760
	
	12960
	
	

	Binary Channel Bits per Sub-Frame
	
	11520
	11520
	25920
	11520
	
	25920
	
	

	Max Throughput over 1 Radio-Frame
	Mbps
	3.496
	3.496
	7.992
	3.496
	
	7.992
	
	

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3
	≥ 3
	≥ 4
	≥ 3

	Note 1:
     If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2:
    RB-s 5-44 allocated with PUSCH.

Note 3:
    RB-s 5-94 allocated with PUSCH.
Note 4:
RB-s 7-66 allocated with PUSCH.


<Unchanged Sections Skipped>
A.2.3.3
Reference measurement channels for sustained downlink data rate provided by lower layers

Table A.2.3.3-1: Uplink Reference Channels for sustained data-rate test (TDD)

	Parameter
	Unit
	Value

	Reference Channel
	
	R.1-1 TDD
	R.1-2 TDD
	R.1-3 TDD
	R.1-3B TDD
	R.1-4 TDD

	Channel Bandwidth
	MHz
	10
	10
	20
	15
	20

	Uplink-Downlink Configuration (Note 2)
	
	5
	5
	5
	1
	1

	Allocated Resource Blocks
	
	40
(Note 3)
	40
(Note 3)
	90
(Note 5)
	60
(Note 4)
	90
(Note 5)

	Allocated Sub-Frames per Radio-Frame
	
	1
	1
	1
	1
	1

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Coding Rate
	
	
	
	
	
	

	    For Sub-Frame 2
	
	0.43
	0.61
	0.49
	0.42
	0.49

	    For Sub-Frame 3,7,8
	
	n/a
	n/a
	n/a
	0.42
	0.49

	Information Bit Payload per Sub-Frame
	Bits
	
	
	
	
	

	    For Sub-Frame 2
	
	4968
	6968
	12576
	7224
	12576

	    For Sub-Frame 3,7,8
	
	0
	0
	0
	7224
	12576

	Number of Code Blocks per Sub-Frame

(Note 1)
	
	
	
	
	
	

	    For Sub-Frame 2
	
	1
	2
	3
	2
	3

	    For Sub-Frame 3,7,8
	
	0
	0
	0
	2
	3

	Modulation Symbols per Sub-Frame
	
	
	
	
	
	

	    For Sub-Frame 2
	
	5760
	5760
	12960
	8640
	10240

	    For Sub-Frame 3,7,8
	
	0
	0
	0
	8640
	10240

	Binary Channel Bits per Sub-Frame
	
	
	
	
	
	

	    For Sub-Frame 2
	
	11520
	11520
	25920
	17280
	25920

	    For Sub-Frame 3,7,8
	
	n/a
	n/a
	n/a
	17280
	25920

	Max Throughput over 1 Radio-Frame
	Mbps
	0.4968
	0.6968
	1.2576
	2.8896
	5.0304

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 2

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 2:
As per Table 4.2-2 in TS 36.211 [8]

Note 3:
RB-s 5-44 allocated with PUSCH.

Note 4:
RB-s 7-66 allocated with PUSCH.

Note 5:
RB-s 5-94 allocated with PUSCH.


<Unchanged Sections Skipped>
A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10 of this release of TS 36.521-1. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for testing are annexes A.3.2 to A.3.10 as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD, Receiver requirements, Maximum input level for UE Categories 3-5

	FDD
	Table A.3.2-3
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3
	
	20
	64QAM
	3/4
	100
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 1

	FDD
	Table A.3.2-3a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3a
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3a
	
	5
	64QAM
	3/4
	18
	
	-
	

	FDD
	Table A.3.2-3a
	
	10
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	15
	64QAM
	3/4
	17
	
	-
	

	FDD
	Table A.3.2-3a
	
	20
	64QAM
	3/4
	17
	
	-
	

	FDD, Receiver requirements, Maximum input level for UE Categories 2

	FDD
	Table A.3.2-3b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	FDD
	Table A.3.2-3b
	
	3
	64QAM
	3/4
	15
	
	-
	

	FDD
	Table A.3.2-3b
	
	5
	64QAM
	3/4
	25
	
	-
	

	FDD
	Table A.3.2-3b
	
	10
	64QAM
	3/4
	50
	
	-
	

	FDD
	Table A.3.2-3b
	
	15
	64QAM
	3/4
	75
	
	-
	

	FDD
	Table A.3.2-3b
	
	20
	64QAM
	3/4
	83
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 3-5

	TDD
	Table A.3.2-4
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4
	
	20
	64QAM
	3/4
	100
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 1

	TDD
	Table A.3.2-4a
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4a
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4a
	
	5
	64QAM
	3/4
	18
	
	-
	

	TDD
	Table A.3.2-4a
	
	10
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	15
	64QAM
	3/4
	17
	
	-
	

	TDD
	Table A.3.2-4a
	
	20
	64QAM
	3/4
	17
	
	-
	

	TDD, Receiver requirements, Maximum input level for UE Categories 2

	TDD
	Table A.3.2-4b
	
	1.4
	64QAM
	3/4
	6
	
	-
	

	TDD
	Table A.3.2-4b
	
	3
	64QAM
	3/4
	15
	
	-
	

	TDD
	Table A.3.2-4b
	
	5
	64QAM
	3/4
	25
	
	-
	

	TDD
	Table A.3.2-4b
	
	10
	64QAM
	3/4
	50
	
	-
	

	TDD
	Table A.3.2-4b
	
	15
	64QAM
	3/4
	75
	
	-
	

	TDD
	Table A.3.2-4b
	
	20
	64QAM
	3/4
	83
	
	-
	

	FDD, Transmitter requirements

	FDD
	Table A.3.2A-1
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.2A-1
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	TDD, Transmitter requirements

	TDD
	Table A.3.2A-2
	
	1.4
	QPSK
	1/8-1/3
	3
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	3
	QPSK
	1/3
	4
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	5
	QPSK
	1/3
	8
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	10
	QPSK
	1/3
	16
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	15
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.2A-2
	
	20
	QPSK
	1/3
	30
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS)

	FDD
	Table A.3.3.1-1
	R.4 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42 FDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.2 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3-1 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-2
	R.3 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.5 FDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-3
	R.6 FDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.7 FDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.8 FDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	FDD
	Table A.3.3.1-3
	R.9 FDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	FDD
	Table A.3.3.1-3a
	R.6-1 FDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.7-1 FDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.8-1 FDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-1 FDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	FDD
	Table A.3.3.1-3a
	R.9-2 FDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	FDD
	Table A.3.3.1-4
	R.0 FDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD
	Table A.3.3.1-4
	R.1 FDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	FDD
	Table A.3.3.1-5
	R.29 FDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	FDD, Pcell PDSCH Performance, CA with power imbalance

	FDD
	Table A.3.3.1-7
	R.49 FDD
	20
	64QAM
	0.84
	
	
	5-8
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 1
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS)

	TDD
	Table A.3.4.1-1
	R.4 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42 TDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.5 TDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-3
	R.6 TDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.7 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.8 TDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	

	TDD
	Table A.3.4.1-3
	R.9 TDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	

	TDD
	Table A.3.4.1-3a
	R.6-1 TDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.7-1 TDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.8-1 TDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-1 TDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	

	TDD
	Table A.3.4.1-3a
	R.9-2 TDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	TDD
	Table A.3.4.1-4
	R.0 TDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD
	Table A.3.4.1-4
	R.1 TDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	TDD
	Table A.3.4.1-5
	R.29 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	20
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	0.39
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance, Single antenna port (DRS)

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	

	TDD, PDSCH Performance, Two antenna ports (DRS)

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.3-1
	R.51 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific  RS) Four antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.4-1
	R.44 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-1
	R.48 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD, PDSCH Performance (UE specific  RS) Eight antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.5-1
	R.51 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.5-2
	R.45 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.5-2
	R.45-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD, PDCCH / PCFICH Performance

	FDD
	Table A.3.5.1-1
	R.15 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.16 FDD
	1.4
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.17 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.16_1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1A
	R.17_1 FDD
	5
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.5.1-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD, PDCCH / PCFICH Performance

	TDD
	Table A.3.5.2-1
	R.15 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.16 TDD
	1.4
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.17 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.16_1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1A
	R.17_1 TDD
	5
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.5.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD / TDD, PHICH Performance

	FDD / TDD
	Table A.3.6-1
	R.18
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.19
	1.4
	PHICH
	
	
	
	
	

	FDD
	Table A.3.6.1
	R.19-1
	5
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.20
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.24
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.19_1
	10
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1A
	R.20_1
	5
	PHICH
	
	
	
	
	

	FDD, PMCH Performance

	FDD
	Table A.3.8.1-1
	R.40 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	FDD
	Table A.3.8.1-1
	R.37 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-2
	R.38 FDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39-1 FDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	FDD
	Table A.3.8.1-3
	R.39 FDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	TDD, PMCH Performance

	TDD
	Table A.3.8.2-1
	R.40 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	

	TDD
	Table A.3.8.2-1
	R.37 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-2
	R.38 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39-1 TDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	

	TDD
	Table A.3.8.2-3
	R.39 TDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59- 0.62
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-3B TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, EPDCCH Performance

	FDD
	Table A.3.10.1-1
	R.52 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.53 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.54 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, EPDCCH Performance

	TDD
	Table A.3.10.2-1
	R.52 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.53 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.54 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	
	
	
	


<Unchanged Sections Skipped>
A.3.9
Reference measurement channels for sustained downlink data rate provided by lower layers
A.3.9.1
FDD

Table A.3.9.1-1: Fixed Reference Channel for sustained data-rate test (FDD)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 FDD
	R.31-2 FDD
	R.31-3 FDD
	R.31-3A FDD
	R.31-3C FDD
	R.31-4 FDD
	R.31-4B FDD
	R.31-5 FDD

	Channel bandwidth
	MHz
	10
	10
	20
	10
	15
	20
	15
	15

	Allocated resource blocks (Note 8)
	
	Note 5
	Note 6
	Note 7
	Note 6
	Note 10
	Note 7
	Note 11
	Note 9

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	10
	10
	10
	10

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	
	
	
	

	  For Sub-Frame 1,2,3,4,6,7,8,9,
	
	0.40
	0.59
	0.59
	0.85
	0.87
	0.88
	0.85
	0.85

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.89
	0.88
	0.87
	0.87
	0.91

	  For Sub-Frame 0
	
	0.40
	0.63
	0.61
	0.90
	0.91
	0.90
	0.88
	0.88

	Information Bit Payload (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	10296
	25456
	51024
	36696
	51024
	75376
	55056
	55056

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	35160
	51024
	71112
	52752
	52752

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	36696
	51024
	75376
	55056
	55056

	Number of Code Blocks
(Notes 3 and 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	2
	5
	9
	6
	9
	13
	9
	9

	  For Sub-Frame 5
	Bits
	2
	5
	9
	6
	9
	12
	9
	9

	  For Sub-Frame 0
	Bits
	2
	5
	9
	6
	9
	13
	9
	9

	Binary Channel Bits (Note 8)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	26100
	43200
	86400
	43200
	58752
	86400
	64800
	64800

	  For Sub-Frame 5
	Bits
	26100
	39744
	82080
	39744
	57888
	82080
	60480
	60480

	  For Sub-Frame 0
	Bits
	26100
	40752
	83952
	40752
	56304
	83952
	62352
	62352


	Number of layers
	
	1
	2
	2
	2
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame (Note 8)
	Mbps
	10.296
	25.456
	51.024
	36.542
	51.024
	74.950
	54.826
	54.826

	UE Categories
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3
	≥ 3
	≥ 4
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.

Note 5:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all sub-frames.

Note 6:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 7:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 8: 
Given per component carrier per codeword.

Note 9:
Resource blocks 
nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.
Note 10:
Resource blocks 
nPRB = 4..71 are allocated for the user data in sub-frames 0,1,2,3,4,5,6,7,8,9.

Note 11:
Resource blocks 
nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.


A.3.9.2
TDD

Table A.3.9.2-1: Fixed Reference Channel for sustained data-rate test (TDD)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-1 TDD
	R.31-2 TDD
	R.31-3 TDD
	R.31-3B TDD
	R.31-4 TDD

	Channel bandwidth
	MHz
	10
	10
	20
	15
	20

	Allocated resource blocks
	
	Note 6
	Note 7
	Note 8
	Note 9
	Note 8

	Uplink-Downlink Configuration (Note 3)
	
	5
	5
	5
	1
	1

	Number of HARQ Processes per component carrier
	Processes
	15
	15
	15
	7
	7

	Allocated subframes per Radio Frame (D+S)
	
	8+1
	8+1
	8+1
	4+2
	4+2

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Coding Rate
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	0.40
	0.59
	0.59
	0.87
	0.88

	  For Sub-Frames 3,7,8
	
	0.40
	0.59
	0.59
	n/a
	n/a

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	
	0.40
	0.64
	0.62
	0.88
	0.87

	  For Sub-Frame 6
	
	0.40
	0.60
	0.60
	n/a 
	n/a 

	  For Sub-Frame 0
	
	0.40
	0.62
	0.61
	0.90
	0.90

	Information Bit Payload
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	10296
	25456
	51024
	51024
	75376

	  For Sub-Frames 3,7,8 
	Bits
	10296
	25456
	51024
	0
	0

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	0

	  For Sub-Frame 5
	Bits
	10296
	25456
	51024
	51024
	71112

	  For Sub-Frame 6 
	Bits
	10296
	25456
	51024
	0
	0

	  For Sub-Frame 0
	Bits
	10296
	25456
	51024
	51024
	75376

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	2
	5
	9
	9
	13

	  For Sub-Frames 3,7,8 
	
	2
	5
	9
	n/a
	n/a

	  For Sub-Frame 1
	
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	
	2
	5
	9
	9
	12

	  For Sub-Frame 6 
	
	2
	5
	9
	n/a
	n/a

	  For Sub-Frame 0
	
	2
	5
	9
	9
	13

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	26100
	43200
	86400
	58752
	86400

	  For Sub-Frames 3,7,8 
	Bits
	26100
	43200
	86400
	n/a
	n/a

	  For Sub-Frame 1
	Bits
	n/a
	n/a
	n/a
	n/a
	n/a

	  For Sub-Frame 5
	Bits
	26100
	40176
	82512
	58320
	82512

	  For Sub-Frame 6
	Bits
	26100
	42768
	85968
	 n/a
	 n/a

	  For Sub-Frame 0
	Bits
	26100
	41184
	84384
	56736
	84384

	Number of layers
	
	1
	2
	2
	2
	2

	Max. Throughput averaged over 1 frame
	Mbps
	8.237
	20.365
	40.819
	20.409
	29.724

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 2
	≥ 3

	Note 1:
1 symbol allocated to PDCCH for all tests
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [8]
Note 3:
As per Table 4.2-2 in TS 36.211 [8]

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)
Note 5:
Resource blocks nPRB = 0..2  are allocated for SIB transmissions in sub-frame 5 for all bandwidths

Note 6:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all subframes

Note 7:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,3,4,6,7,8,9

Note 8:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,6,7,8,9

Note 9:
Resource blocks 
nPRB = 4..71 are allocated for the user data in all sub-frames

Note10:
Given per component carrier per codeword.
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