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<<Unchanged sections omitted>>
4.3.1.4
1xRTT Test frequencies

4.3.1.4.1
1xRTT test frequencies for Band Class 0

Table 4.3.1.4.1-1: Test frequencies for 1xRTT in Band Class 0

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.23
	1013
	824.70
	869.70

	Mid Range
	1.23
	356
	835.68
	880.68

	High Range
	1.23
	779
	848.37
	893.37


4.3.1.4.2
1xRTT test frequencies for Band Class 1

Table 4.3.1.4.2-1: Test frequencies for 1xRTT in Band Class 1

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	25
	1851.25
	1931.25

	Mid Range
	1.25
	600
	1880.00
	1960.00

	High Range
	1.25
	1175
	1908.75
	1988.75


4.3.1.4.3
1xRTT test frequencies for Band Class 3

Table 4.3.1.4.3-1: Test frequencies for 1xRTT in Band Class 3

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	1120
	888.00
	833.00

	Mid Range
	1.25
	872
	898.90
	843.90

	High Range
	1.25
	76
	915.95
	860.95


4.3.1.4.4
1xRTT test frequencies for Band Class 4

Table 4.3.1.4.4-1: Test frequencies for 1xRTT in Band Class 4

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	100
	 1755.00
	 1845.00

	Mid Range
	1.25
	300
	 1765.00
	 1855.00

	High Range
	1.25
	525
	 1776.25
	 1866.25


4.3.1.4.5
1xRTT test frequencies for Band Class 6

Table 4.3.1.4.5-1: Test frequencies for 1xRTT in Band Class 6

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	225
	1931.25
	2121.25

	Mid Range
	1.25
	275
	1933.75
	2123.75

	High Range
	1.25
	375
	1938.75
	2128.75


4.3.1.4.6
1xRTT test frequencies for Band Class 10

Table 4.3.1.4.6-1: Test frequencies for 1xRTT in Band Class 10

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	100
	808.50
	853.50

	Mid Range
	1.25
	500
	821.00
	866.00

	High Range
	1.25
	820
	898.50
	937.50


4.3.1.4.7
1xRTT test frequencies for Band Class 15

Table 4.3.1.4.7-1: Test frequencies for 1xRTT in Band Class 15

	Test Frequency ID
	Bandwidth

[MHz]
	Channel Number
	Frequency of Uplink [MHz]
	Frequency of Downlink [MHz]

	Low Range
	1.25
	75
	1713.75
	2113.75

	Mid Range
	1.25
	450
	1732.50
	2132.50

	High Range
	1.25
	800
	1750.00
	2150.00


4.3.1.5 MFBI Test frequencies

4.3.1.5.1
MFBI Test frequencies for operation band 2 overlaping with band 25

- same as per Table 4.3.1.1.2-1
4.3.1.5.2
MFBI Test frequencies for operation band 3 overlaping with band 9

Table 4.3.1.5.2-1: Test frequencies for E-UTRA channel bandwidth for operating band 3 overlaping with band 9
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	19606
	1750.6
	1606
	1845.6

	
	3
	19614
	1751.4
	1614
	1846.4

	
	5
	19624
	1752.4
	1624
	1847.4

	
	10
	19649
	1754.9
	1649
	1849.9

	
	15 [1]
	19674
	1757.4
	1674
	1852.4

	
	20 [1]
	19699
	1759.9
	1699
	1854.9

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	19774
	1767.4
	1774
	1862.4

	High Range
	1.4
	19942
	1784.2
	1942
	1879.2

	
	3
	19934
	1783.4
	1934
	1878.4

	
	5
	19924
	1782.4
	1924
	1877.4

	
	10
	19899
	1779.9
	1899
	1874.9

	
	15 [1]
	19874
	1777.4
	1874
	1872.4

	
	20 [1]
	19849
	1774.9
	1849
	1869.9

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.3
MFBI Test frequencies for operation band 4 overlaping with band 10

- same as per Table 4.3.1.1.4-1
4.3.1.5.4
MFBI Test frequencies for operation band 5 overlaping with band 18

Table 4.3.1.5.4-1: Test frequencies for E-UTRA channel bandwidth for operating band 5 overlaping with band 18
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	20407
	824.7
	2407
	869.7

	
	3
	20415
	825.5
	2415
	870.5

	
	5
	20425
	826.5
	2425
	871.5

	Mid Range
	1.4/3/5
	20430
	827
	2430
	872

	High Range
	1.4
	20453
	829.3
	2453
	874.3

	
	3
	20445
	828.5
	2445
	873.5

	
	5
	20435
	827.5
	2435
	872.5

	


4.3.1.5.5
MFBI Test frequencies for operation band 5 overlaping with band 19

Table 4.3.1.5.5-1: Test frequencies for E-UTRA channel bandwidth for operating band 5 overlaping with band 19
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	20467
	830.7
	2467
	875.7

	
	3
	20475
	831.5
	2475
	876.5

	
	5
	20485
	832.5
	2485
	877.5

	
	10 [1]
	20510
	835
	2510
	880

	Mid Range
	1.4/3/5

10 [1]
	20535
	837.5
	2535
	882.5

	High Range
	1.4
	20603
	844.3
	2603
	889.3

	
	3
	20595
	843.5
	2595
	888.5

	
	5
	20585
	842.5
	2585
	887.5

	
	10 [1]
	20560
	840
	2560
	885

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.6
MFBI Test frequencies for operation band 5 overlaping with band 26

- same as per Table 4.3.1.1.5-1
4.3.1.5.7
MFBI Test frequencies for operation band 9 overlaping with band 3

- same as per Table 4.3.1.1.9-1
4.3.1.5.8
MFBI Test frequencies for operation band 10 overlaping with band 4

Table 4.3.1.5.8-1: Test frequencies for E-UTRA channel bandwidth for operating band 10 overlaping with band 4
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	22175
	1712.5
	4175
	2112.5

	
	10
	22200
	1715
	4200
	2115

	
	15
	22225
	1717.5
	4225
	2117.5

	
	20
	22250
	1720
	4250
	2120

	Mid Range
	5/10/15/20
	22375
	1732.5
	4375
	2132.5

	High Range
	5
	22575
	1752.5
	4575
	2152.5

	
	10
	22550
	1750
	4550
	2150

	
	15
	22525
	1747.5
	4525
	2147.5

	
	20
	22500
	1745
	4500
	2145


4.3.1.5.9
MFBI Test frequencies for operation band 12 overlaping with band 17

Table 4.3.1.5.9-1: Test frequencies for E-UTRA channel bandwidth for operating band 12 overlaping with band 17
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	23067
	704.7
	5067
	734.7

	
	3
	23075
	705.5
	5075
	735.5

	
	5 [1]
	23085
	706.5
	5085
	736.5

	
	10 [1]
	23110
	709
	5110
	739

	Mid Range
	1.4/3 

5 [1]/10 [1]
	23120
	710
	5120
	740

	High Range
	1.4
	23173
	715.3
	5173
	745.3

	
	3
	23165
	714.5
	5165
	744.5

	
	5 [1]
	23155
	713.5
	5155
	743.5

	
	10 [1]
	23130
	711
	5130
	741

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.10
MFBI Test frequencies for operation band 17 overlaping with band 12

- same as per Table 4.3.1.1.17-1
4.3.1.5.11
MFBI Test frequencies for operation band 18 overlaping with band 5

Table 4.3.1.5.11-1: Test frequencies for E-UTRA channel bandwidth for operating band 5 overlaping with band 18
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	23947
	824.7
	5947
	869.7

	
	3
	23955
	825.5
	5955
	870.5

	
	5
	23965
	826.5
	5965
	871.5

	Mid Range
	1.4/3/5
	23970
	827
	5970
	872

	High Range
	1.4
	23993
	829.3
	5993
	874.3

	
	3
	23985
	828.5
	5985
	873.5

	
	5
	23975
	827.5
	5975
	872.5


4.3.1.5.12
MFBI Test frequencies for operation band 18 overlaping with band 26

- same as per Table 4.3.1.1.18-1
4.3.1.5.13
MFBI Test frequencies for operation band 18 overlaping with band 27

Table 4.3.1.5.13-1: Test frequencies for E-UTRA channel bandwidth for operating band 18 overlaping with band 27
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	23857
	815.7
	5857
	860.7

	
	3
	23865
	816.5
	5865
	861.5

	
	5
	23875
	817.5
	5875
	862.5

	Mid Range
	1.4/3/5
	23895
	819.5
	5895
	864.5

	High Range
	1.4
	23933
	823.3
	5933
	868.3

	
	3
	23925
	822.5
	5925
	867.5

	
	5
	23915
	821.5
	5915
	866.5


4.3.1.5.14
MFBI Test frequencies for operation band 19 overlaping with band 5

- same as per Table 4.3.1.1.19-1
4.3.1.5.15
MFBI Test frequencies for operation band 19 overlaping with band 26

- same as per Table 4.3.1.1.19-1
4.3.1.5.16
MFBI Test frequencies for operation band 25 overlaping with band 2

Table 4.3.1.5.16-1: Test frequencies for E-UTRA channel bandwidth for operating band 25 overlaping with band 2
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26047
	1850.7
	8047
	1930.7

	
	3
	26055
	1851.5
	8055
	1931.5

	
	5
	26065
	1852.5
	8065
	1932.5

	
	10
	26090
	1855
	8090
	1935

	
	15 [1]
	26115
	1857.5
	8115
	1937.5

	
	20 [1]
	26140
	1860
	8140
	1940

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	26340
	1880
	8340
	1960

	High Range
	1.4 
	26633
	1909.3
	8633
	1989.3

	
	3 
	26625
	1908.5
	8625
	1988.5

	
	5 
	26615
	1907.5
	8615
	1987.5

	
	10 
	26590
	1905
	8590
	1985

	
	15 [1]
	26565
	1902.5
	8565
	1982.5

	
	20 [1]
	26540
	1900
	8540
	1980

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.17
MFBI Test frequencies for operation band 26 overlaping with band 5

Table 4.3.1.5.17-1: Test frequencies for E-UTRA channel bandwidth for operating band 26 overlaping with band 5
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26797
	824.7
	8797
	869.7

	
	3
	26805
	825.5
	8805
	870.5

	
	5
	26815
	826.5
	8815
	871.5

	
	10[1]
	26840
	829
	8840
	874

	
	15 [1]
	26865
	831.5
	8865
	876.5

	Mid Range
	1.4/3/5/10[1]
15 [1]
	26915
	836.5
	8915
	881.5

	High Range
	1.4 
	27033
	848.3
	9033
	893.3

	
	3 
	27025
	847.5
	9025
	892.5

	
	5 
	27015
	846.5
	9015
	891.5

	
	10[1]
	26990
	844
	8990
	889

	
	15 [1]
	26965
	841.5
	8965
	886.5

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.18
MFBI Test frequencies for operation band 26 overlaping with band 18

Table 4.3.1.5.18-1: Test frequencies for E-UTRA channel bandwidth for operating band 26 overlaping with band 18
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26707
	815.7
	8707
	860.7

	
	3
	26715
	816.5
	8715
	861.5

	
	5
	26725
	817.5
	8725
	862.5

	
	10[1]
	26750
	820
	8750
	865

	Mid Range
	1.4/3/5/10[1]
	26775
	822.5
	8775
	867.5

	High Range
	1.4 
	26843
	829.3
	8843
	874.3

	
	3 
	26835
	828.5
	8835
	873.5

	
	5 
	26825
	827.5
	8825
	872.5

	
	10[1]
	26800
	825
	8800
	870

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.19
MFBI Test frequencies for operation band 26 overlaping with band 19

Table 4.3.1.5.19-1: Test frequencies for E-UTRA channel bandwidth for operating band 26 overlaping with band 19
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26857
	830.7
	8857
	875.7

	
	3
	26865
	831.5
	8865
	876.5

	
	5
	26875
	832.5
	8875
	877.5

	
	10[1]
	26900
	835
	8900
	880

	Mid Range
	1.4/3/5/10[1]
15 [1]
	26925
	837.5
	8925
	882.5

	High Range
	1.4 
	26993
	844.3
	8993
	889.3

	
	3 
	26985
	843.5
	8985
	888.5

	
	5 
	26975
	842.5
	8975
	887.5

	
	10[1]
	26950
	840
	8950
	885

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.20
MFBI Test frequencies for operation band 26 overlaping with band 27

Table 4.3.1.5.20-1: Test frequencies for E-UTRA channel bandwidth for operating band 26 overlaping with band 27
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	26697
	814.7
	8697
	859.7

	
	3
	26705
	815.5
	8705
	860.5

	
	5
	26715
	816.5
	8715
	861.5

	Mid Range
	1.4/3/5
	26740
	819
	8740
	864

	High Range
	1.4 
	26783
	823.3
	8783
	868.3

	
	3 
	26775
	822.5
	8775
	867.5

	
	5 
	26765
	821.5
	8765
	866.5

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.21
MFBI Test frequencies for operation band 27 overlaping with band 18

Table 4.3.1.5.21-1: Test frequencies for E-UTRA channel bandwidth for operating band 27 overlaping with band 18
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	27127
	815.7
	9127
	860.7

	
	3
	27135
	816.5
	9135
	861.5

	
	5
	27145
	817.5
	9145
	862.5

	Mid Range
	1.4/3/5
	27165
	819.5
	9165
	864.5

	High Range
	1.4
	27203
	823.3
	9203
	868.3

	
	3
	27195
	822.5
	9195
	867.5

	
	5
	27185
	821.5
	9185
	866.5


4.3.1.5.22
MFBI Test frequencies for operation band 27 overlaping with band 26

Table 4.3.1.5.22-1: Test frequencies for E-UTRA channel bandwidth for operating band 27 overlaping with band 26
	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	27117
	814.7
	9117
	859.7

	
	3
	27125
	815.5
	9125
	860.5

	
	5
	27135
	816.5
	9135
	861.5

	Mid Range
	1.4/3/5
	27160
	819
	9160
	864

	High Range
	1.4 
	27203
	823.3
	9203
	868.3

	
	3 
	27195
	822.5
	9195
	867.5

	
	5 
	27185
	821.5
	9185
	866.5

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.5.23
MFBI Test frequencies for operation band 33 overlaping with band 39

- same as per Table 4.3.1.2.1-1
4.3.1.5.24
MFBI Test frequencies for operation band 38 overlaping with band 41

- same as per Table 4.3.1.2.6-1
4.3.1.5.25
MFBI Test frequencies for operation band 33 overlaping with band 39

Table 4.3.1.5.25-1: Test frequencies for E-UTRA channel bandwidth for operating band 39 overlaping with band 33
	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	38475
	1902.5

	
	10
	38500
	1905

	
	15
	38525
	1907.5

	
	20
	38550
	1910

	Mid Range
	5/10/15/20
	38550
	1910

	High Range
	5
	38625
	1917.5

	
	10
	38600
	1915

	
	15
	38575
	1912.5

	
	20
	38550
	1910


4.3.1.5.26
MFBI Test frequencies for operation band 33 overlaping with band 39
Table 4.3.1.5.26-1: Test frequencies for E-UTRA channel bandwidth for operating band 41 overlaping with band 38
	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	40415
	2572.5

	
	10
	40440
	2575

	
	15
	40465
	2577.5

	
	20
	40490
	2580

	Mid Range
	5/10/15/20
	40640
	2595

	High Range
	5
	40865
	2617.5

	
	10
	40840
	2615

	
	15
	40815
	2612.5

	
	20
	40790
	2610


< End of Modified Section >
