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	Reason for change:
	According to TS36.331 cl. 5.3.10.6 ri-ConfigIndex can not be used with certain transmission modes e.g. tm1 and tm2, which are currently used for Scell in TS 36.508.
“

5.3.10.6
Physical channel reconfiguration

The UE shall:

1>
if the antennaInfo-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was antennaInfo (without suffix i.e. the version defined in REL-8):

2>
apply the default antenna configuration as specified in section 9.2.4;

1>
if the cqi-ReportConfig-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was cqi-ReportConfig (without suffix i.e. the version defined in REL-8):

2>
apply the default CQI reporting configuration as specified in 9.2.4;

NOTE:
Application of the default configuration involves release of all extensions introduced in REL-9 and later.

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to explicitValue:

2>
if the configured transmissionMode is tm1, tm2, tm5, tm6 or tm7; or

2>
if the configured transmissionMode is tm8 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is present and antennaPortsCount within csi-RS is set to an1:

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to defaultValue:

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

“
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<Start of modified section>

4.6.3
Radio resource control information elements

<Text skipped>
–
CQI-ReportConfigSCell-r10-DEFAULT

Table 4.6.3-2AB: CQI-ReportConfigSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	 rm30
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	Not present
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


–
CQI-ReportPeriodic-r10-DEFAULT

Table 4.6.3-2AC: CQI-ReportPeriodic-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	25
	
	FDD

	
	24
	
	TDD

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	    ri-ConfigIndex
	Not present
	
	SCell_Config

	    
	483
	
	FDD and NOT SCell_Config

	
	484
	
	TDD and NOT SCell_Config

	    simultaneousAckNackAndCQI
	FALSE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	SCell_Config
	CQI-ReportPeriodic configuration for SCell.


<Text skipped>

–
PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10  SEQUENCE {
	
	
	

	      transmissionMode-r10
	tm1
	
	1TX

	
	tm2
	
	2TX

	      codebookSubsetRestriction-r10
	Not present
	
	

	      ue-TransmitAntennaSelection
	release
	
	

	}
	
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.

	1TX
	1 SS Tx antenna environment

	2TX
	2 SS Tx antenna environment


<End of modified section>

