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<START OF MODIFIED SECTION>
8.6.4.1
Radio Link Failure logging / Reporting of Intra-frequency measurements

<Unchanged Section omitted>
8.6.4.1.3.3
Specific message contents

Table 8.6.4.1.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.6.4.1.3.3-2: MeasConfig (Table 8.6.4.1.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	1 entry
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModListSEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-3: MeasurementReport (step 4, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPcell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId
	PhysicalCellIdentity of Cell 2
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-4: RRCConnectionReestablishmentRequest (step 6, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	      }
	
	
	

	      reestablishmentCause
	otherFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-5: RRCConnectionReestablishmentComplete (step 8, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-11

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentComplete-r8 = SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        rlf-InfoAvailable-r9
	true
	
	

	        nonCriticalExtension
	Not present or any allowed value
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-6: RRCConnectionReconfiguration (step 9, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-7: UEInformationRequest (step 11, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23A

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationRequest-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationRequest-r9 SEQUENCE {
	
	
	

	        rlf-ReportReq-r9
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.1.3.3-8: UEInformationResponse (step 12, Table 8.6.4.1.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	
	

	            rsrpResult-r9
	(0..97)
	
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9[1]
	Same downlink EARFCN as used for Cell 2
	
	

	              measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	Physical cell Identity of Cell 2
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	(0..34)
	
	

	                  additionalSI-Info-r9
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultListUTRA-r9
	Not present
	
	

	            measResultListGERAN-r9
	Not present
	
	

	            measResultsCDMA2000-r9
	Not present
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity, otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	Physical cell Identity of Cell 1
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 1
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Not present
	
	

	          connectionFailureType-r10
	rlf
	
	

	          previousPCellId-r10
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.6.4.2
Radio Link Failure logging / Reporting of Inter-frequency measurements

<Unchanged Section omitted>
8.6.4.2.3.3
Specific message contents

Table 8.6.4.2.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.6.4.2.3.3-2: MeasConfig (Table 8.6.4.2.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f2
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f2)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModListSEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f2
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-3: MeasurementReport (step 4, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPcell SEQUENCE {
	
	
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId
	PhysicalCellIdentity of Cell 3
	
	

	              cgi-Info
	Not present
	
	

	              measResult SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	                additionalSI-Info-r9
	Not present
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          measResultForECID-r9
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-4: RRCConnectionReestablishmentRequest (step 6, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value calculated by SS
	
	

	      }
	
	
	

	      reestablishmentCause
	otherFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-5: RRCConnectionReestablishmentComplete (step 8, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-11

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentComplete-r8 = SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        rlf-InfoAvailable-r9
	true
	
	

	        nonCriticalExtension
	Not present or any allowed value
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-6: RRCConnectionReconfiguration (step 9, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-7: UEInformationRequest (step 11, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23A

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationRequest-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationRequest-r9 SEQUENCE {
	
	
	

	        rlf-ReportReq-r9
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.2.3.3-8: UEInformationResponse (step 12, Table 8.6.4.2.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	
	

	            rsrpResult-r9
	(0..97)
	
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9[1]
	Same downlink EARFCN as used for Cell 3
	
	

	              measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 3
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	(0..34)
	
	

	                  additionalSI-Info-r9
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultListUTRA-r9
	Not present
	
	

	            measResultListGERAN-r9
	Not present
	
	

	            measResultsCDMA2000-r9
	Not present
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity, otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	PhysicalCellIdentity of Cell 1
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 1
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 3
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 3
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Not present
	
	

	          connectionFailureType-r10
	rlf
	
	

	          previousPCellId-r10
	Not present
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<Unchanged Section omitted>
8.6.4.4
Radio Link Failure logging / Reporting at E-UTRA handover
<Unchanged Section omitted>
8.6.4.4.3.3
Specific message contents
Table 8.6.4.4.3.3-0: SystemInformationBlockType2 for Cell 1, Cell 4 and Cell 28 (preamble and all the steps in Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	  ra-SupervisionInfo SEQUENCE {
	
	
	

	    preambleTransMax
	n50
	
	

	  }
	
	
	


Table 8.6.4.4.3.3-1: RRCConnectionReconfiguration (step 1, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.6.4.4.3.3-2: MeasConfig (Table 8.6.4.4.3.3-1)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    measObject[1]
	MeasObjectEUTRA-GENERIC(f1)
	
	

	    measObjectId[2]
	IdMeasObject-f6
	
	

	    measObject[2]
	MeasObjectEUTRA-GENERIC(f6)
	
	

	  }
	
	
	

	  reportConfigToAddModList SEQUENCE (SIZE (1..maxReportConfigId)) OF SEQUENCE {
	1 entry
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    reportConfig[1]
	ReportConfigEUTRA-A3
	
	

	  }
	
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) OF SEQUENCE {
	2 entries
	
	

	    measId[1]
	1
	
	

	    measObjectId[1]
	IdMeasObject-f1
	
	

	    reportConfigId[1]
	IdReportConfig-A3
	
	

	    measId[2]
	2
	
	

	    measObjectId[2]
	IdMeasObject-f6
	
	

	    reportConfigId[2]
	IdReportConfig-A3
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-3: MeasurementReport (step 4, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	2
	
	

	          measResultPcell SEQUENCE {
	
	Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 28
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-4: RRCConnectionReconfiguration (step 5, step 14 and step 22, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition HO


Table 8.6.4.4.3.3-5: MobilityControlInfo (step 5, Table 8.6.4.4.3.3-4)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 28
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 28
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-6: RRCConnectionReestablishmentRequest (step 7, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 1
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-7: RRCConnectionReestablishment (step 8, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-10

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        nextHopChainingCount
	0
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-8: RRCConnectionReestablishmentComplete (step 9 and step 26, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-11

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentComplete-r8 = SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        rlf-InfoAvailable-r9
	true
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-9: RRCConnectionReconfiguration (step 10, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-10: MeasurementReport (step 13, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPcell SEQUENCE {
	
	Cell 1
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 4
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-11: MobilityControlInfo (step 14, Table 8.6.4.4.3.3-4)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 4
	
	

	  carrierFreq
	Not present
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-12: RRCConnectionReconfigurationComplete (step 15, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-9

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          rlf-InfoAvailable-r10
	true
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-13: UEInformationRequest (step 16 and step 32, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23A

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationRequest-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationRequest-r9 SEQUENCE {
	
	
	

	        rlf-ReportReq-r9
	TRUE
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-14: UEInformationResponse (step 17, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	Cell 1
	

	            rsrpResult-r9
	(0..97)
	
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE(SIZE(1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9
	The ARFCN of Cell 28
	
	

	              measResultList-r9 SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	                physCellId
	Phys cell id of cell 28
	
	

	                cgi-Info
	Not present
	
	

	                measResult SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	Not present or (0..34)
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity, otherwise the UE sets the physical cell identity and the carrier frequency.
	Target PCell

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 28
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 28
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	PhysicalCellIdentity of Cell 28
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 28
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	“Verify setting of reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell at RRC connection re-establishment due to handover failure”
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Not Checked/Present
	
	

	          connectionFailureType-r10
	hof
	
	

	          previousPCellId-r10 SEQUENCE {
	
	
	Source PCell

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	            plmn-Identity

	            cellIdentity
	cellIdentity of Cell 1
	
	            cellIdentity

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-15: RRCConnectionReconfiguration (step 18, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-8, condition MEAS


Table 8.6.4.4.3.3-16: MeasConfig (Table 8.6.4.4.3.3-15)

	Derivation Path: 36.508, Table 4.6.6-1, condition INTER-FREQ


Table 8.6.4.4.3.3-17: MeasurementReport (step 19, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measResults SEQUENCE {
	
	
	

	          measId
	1
	
	

	          measResultPcell SEQUENCE {
	
	Cell 4
	

	            rsrpResult
	(0..97)
	
	

	            rsrqResult
	(0..34)
	
	

	          }
	
	
	

	          measResultNeighCells CHOICE {
	
	
	

	            measResultListEUTRA SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	              physCellId[1]
	PhysicalCellIdentity of Cell 28
	
	

	              cgi-Info[1]
	Not present
	
	

	              measResult[1] SEQUENCE {
	
	
	

	                rsrpResult
	(0..97)
	
	

	                rsrqResult
	(0..34)
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-18: MobilityControlInfo (step 22, Table 8.6.4.4.3.3-4)

	Derivation Path: 36.308, Table 4.6.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	PhysicalCellIdentity of Cell 28
	
	

	  carrierFreq SEQUENCE {
	
	
	

	    dl-CarrierFreq
	Same downlink EARFCN as used for Cell 28
	
	

	    ul-CarrierFreq
	Not present
	
	

	  }
	
	
	

	  rach-ConfigDedicated SEQUENCE {
	
	
	

	    ra-PreambleIndex
	63
	
	

	    ra-PRACH-MaskIndex
	0
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-19: RRCConnectionReestablishmentRequest (step 24, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity SEQUENCE {
	
	
	

	        c-RNTI
	the value of the C-RNTI of the UE
	
	

	        physCellId
	PhysicalCellIdentity of Cell 4
	
	

	        shortMAC-I
	The same value as the 16 least significant bits of the XMAC-I value

calculated by SS.
	
	

	      }
	
	
	

	      reestablishmentCause
	handoverFailure
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-20: UEInformationResponse (step 33, Table 8.6.4.4.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueInformationResponse-r9
SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	

	}
	
	
	


Table 8.6.4.4.3.3-21: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN2
	
	


Table 8.6.4.4.3.3-22: TRACKING AREA UPDATE ACCEPT for Cell 28 (step 30, Table 8.6.4.4.3.2-2)

	Derivation path: 36.508 Table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN1
	
	


<END OF MODIFIED SECTION>
