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	Reason for change:
	Right now some TCs defined in TS36.523-1 are extended to Rel-8 by adding a note in TS36.523-2 to indicate that these cases can optionally be executed with a Rel-8 UE. However, other releases later are not mentioned which may cause misinterpretation.

	
	

	Summary of change:
	Revised Note 3 to “This TC can optionally be executed from Rel-8 onwards till the release indicated in the Release column.”.

	
	

	Consequences if not approved:
	The applicability of these cases may be misinterpreted and carried out incorrectly.
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	Other comments:
	This is the outcome of R5-142577.


<< Text skipped here >>
Table 4-1b: Number of TC Executions - Notes
	Note 1:
The TC contains multi-RAT branches not all mandatory in the scope of the TC. The E-UTRA/EPC branch will be executed always; the TC will go through any other RAT branch depending on the UE capability. Execution only of the E-UTRA/EPC branch regardless of the UE capabilities can also be imposed by setting the IXIT px_RATComb_Tested= EUTRA_only. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 2:
The TC contains multi-RAT branches mandatory in the scope of the TC. The TC shall be executed once per supported by the UE RAT combination i.e. once if the UE supports E-UTRA/EPC AND UTRA, or, once if the UE supports E-UTRA/EPC AND GERAN. For UEs supporting both UTRA AND GERAN the TC should be executed once only for the E-UTRA/EPC AND UTRA combination by setting the px_RATComb_Tested= EUTRA_UTRA.

	Note 3:
This TC can optionally be executed by Rel-9 UE and onwards till the release indicated in the Release column.

	Note 4:
The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different NWK deployments i.e. with different cells operating on multiple (different) or single (the same) frequency. It is recommended that the multi frequency test should be run by default. For exceptions to this recommendation depending on the band of operation see TS 36.523-3 [20] section 11.

	Note 5:
For UEs that can be configured in at least one of the CS/PS modes (CS/PS mode 1 or CS/PS mode 2), AND, at least one of the PS modes (PS mode 1 or PS mode 2), this TC shall be run with the UE configured either in PS mode 1 or PS mode 2. Otherwise not all of the test's TPs will be verified.

	Note 6:
For UEs that can be configured in both CS/PS modes (CS/PS mode 1 and CS/PS mode 2), OR, both PS modes (PS mode 1 and PS mode 2), this TC shall be run 2 times: once per configurable mode. Otherwise not all of the test's TPs will be verified. (Example: if the UE can be configured in CS/PS mode 1 and CS/PS mode 2 then the test case should be run once with UE configured in CS/PS mode 1 and once configured in CS/PS mode 2).


