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<< Unchanged sections omitted >>

Table 6.6.3.3.4.1-12: Test Configuration Table (network signalled value "NS_19")

	Initial Conditions

	Test Environment
(as specified in TS 36.508[7] subclause 4.1)
	Normal

	Test Frequencies
(as specified inTS36.508 [7] subclause 4.3.1)
	Low range

	Test Channel Bandwidths
(as specified in TS 36.508 [7] subclause 4.3.1)
	10MHz, 15MHz, 20MHz

	Test Parameters for Channel Bandwidths

	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Ch BW
	Mod'n
	RB allocation
FDD
	Mod'n
	RB allocation
TDD

	1
	10MHz
	N/A
	QPSK
	40

	2
	10MHz
	
	16QAM
	40

(Note 3)

	3
	15MHz
	
	QPSK
	1

	4
	15MHz
	
	QPSK
	18

	5
	15MHz
	
	QPSK
	36

	6
	15MHz
	
	QPSK
	45

	7
	15MHz
	
	16QAM
	45
(Note 3)

	8
	20MHz
	
	QPSK
	1

	9
	20MHz
	
	QPSK
	40

	10
	20MHz
	
	QPSK
	45

	11
	20MHz
	
	QPSK
	50

	12
	20MHz
	
	16QAM
	50

(Note 3)

	Note 1: The 1 RB allocation shall be tested at both RB #0 and RB #max.

Note 2: The RBstart of partial RB allocation shall be RB# 0 and RB# (max +1 - RB allocation) of the channel bandwidth.

Note 3: Applies only for UE-Categories ≥2.
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