Page 1



3GPP TSG-RAN WG5 Meeting #64 
R5-144220
Dresden, Germany,18 – 22 Aug 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	34.123-3
	CR
	CRNum
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Routing maintenance and updates for LCR TDD

	
	

	Source to WG:
	TF160, CATT

	Source to TSG:
	R5

	
	

	Work item code:
	TEI9_Test
	
	Date:
	2014-07-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change: 
	1. IE cellId should not be in CMAC_MACi_AG_CNF for LCR TDD.
2. According to TS 25.321 clause 4.2.4.7, the CRC field is checked by MAC-is entity; therefore it should be included in the MAC-is ASPs.

	
	

	Summary of change:
	1. Adding a LCR TDD specific definition of CMAC_MACi_AG_CNF。
2. Adding cRC_Present in RLC_TR_MACisDATA_IND 

	
	

	Consequences if not approved:
	1. Absent the LCR TDD specific definition of CMAC_MACi_AG_CNF. 

2. CRC Error Detection can’t be checked by MACis. 

	
	

	Clauses affected:
	7.3.2.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of modified section>
7.3.2.3
Specific ASP and IE definitions for 1.28 Mcps TDD (Rel-4 or later)

The ASP definitions in 7.3.2.2 are applied to 1.28 Mcps TDD with the exceptions.

-
The ASP definition CPHY_AICH_AckModeSet is not applied.

-
Specific IE definitions in this clause replace the definitions in clause 7.3.2.2.

7.3.2.3.1
Specific ASP definitions
<Skip the section not modified >
	ASN.1 ASP Type Definition

	Type Name
	RLC_TR_MACisDATA_IND

	PCO Type
	DSAP

	Comment
	Applicable Rel-8 or later

This ASP is used for MACis delivering data in MAC_is testing.

The IE cellId = -1, The routingInfo is RB identity, corresponding to RLC in TM, (tsc_RB_DTCH_E_DCH_MAC0(-20), tsc_RB_DTCH_E_DCH_MAC1(-21), or tsc_RB_DTCH_E_DCH_MAC2(-22)).

The cfn and subframe indicate the CFN and sub-frame number on which the mACisSDUs (RLC PDUs) were received. 

The ddi, tsn and n are the reported values in the header of each MAC-is PDU that carries the mACisSDUs.

If SI is received together with other MACis PDUs in a MAC-i PDU but without a special DDI associated, the SS shall split SI from MACes data and the latter ones are delivered with the ASP.

	Type Definition

	SEQUENCE
{


cellId



INTEGER(-1..63),


routingInfo


RoutingInfo,


cfn




INTEGER (0..255),


subframe


INTEGER (0..1), 


mACi_Header


MACi_HeaderList_Type,


ss




INTEGER (0.. 3),


tsn




INTEGER (0..63),

cRC_Present


BOOLEAN
DEFAULT FALSE,

mACisSDUs


MACisSDU_List

}


<Skip the section not modified >
	ASN.1 ASP Type Definition

	Type Name
	CMAC_MACi_AG_CNF

	PCO Type
	CSAP

	Comment
	Applicable Rel-9 or later
Confirm a previous CMAC_MACi_AG_REQ being successful.

	Type Definition

	SEQUENCE {



nodeB_Id



INTEGER(0..63)
}


<End of modified section>
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