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1. Introduction
As per core specification TS36.321, UE may be configured with a DRX functionality that controls the UE’s PDCCH monitoring activity. When in RRC_CONNECTED, if DRX is configured, UE is allowed to monitor the PDCCH discontinuously. When not in active time, SRS, CQI, PMI, RI shall not be reported by UE. For these reasons, DRX functionality in real network is widely used to reduce the power consumption of UE. 
When DRX is configured, Long DRX cycle is used by default and Short DRX cycle needs to be configured. The combined use of Long DRX cycle and Short DRX cycle can not only reduce the UE power consumption but also reduce transmission time delay. In order to optimize network performance, using both long and short DRX cycle simultaneously is preferred. Currently, test coverage for DRX operation with short cycle configuration is missing in the test specification, which leads to UE supporting DRX cannot be fully tested. From the real network deployment perspective, it is needed to test UE performance under such conditions. 
Therefore, it is necessary for RAN5 to introduce relevant test cases in test specification.

2. Discussion

According to core specification, the following cases are suggested to be considered. These tests apply to all types of E-URTA UE release 8 and forward which support FGI bit 4.
(1) DRX operation / Short cycle is configured / Parameters configured by RRC
(2) DRX Operation / Short cycle is configured / DRX command MAC control element reception
3. Proposal
It is proposed to introduce the following test cases as part of maintenance work in TS36.523-1. These cases are to be completed by RAN5#65 meeting.
	TS
	Clause
	Rel.
	Title
	TC Scope
	Completion Date

	36.523-1
	7.1.6.3
	Rel-8
	DRX operation / Short cycle is configured / Parameters configured by RRC
	To verify that UE starts the relevant Timers and monitors the PDCCH correctly, when short DRX cycle is configured and parameters are configured by RRC.
	RAN5 #65

	36.523-1
	7.1.6.4
	Rel-8
	DRX Operation / Short cycle is configured / DRX command MAC control element reception
	To verify that UE starts the relevant Timers and monitors the PDCCH correctly, when short DRX cycle is configured and a DRX Command MAC control element is received.
	RAN5 #65
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