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8.2.1.4.2_A.2.5
Test requirement

Table 8.2.1.4.2_A.2.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2 for each throughput test shall meet or exceed the specified value in Tables 8.2.1.4.2_A.2.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.4.2_A.2.5-1: Test requirement Multi-Layer Spatial Multiplexing (FRC)

	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-gory
	CA capa-bility

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	11.7
	3-8
	CL_A-A

	2
	NA

	Note 1:
For CA capable UE, the OCNG pattern applies for each CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.
8.2.1.4.2_A.3
FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA (intra‑band non-contiguous DL CA)

8.2.1.4.2_A.3.1
Test purpose

Same test purpose as in clause 8.2.1.4.2_A.2.1.

8.2.1.4.2_A.3.2
Test applicability

This test applies to E-UTRA FDD release11 and forward UEs of category 3 to 8 which supports intra-band non-contiguous DL CA.

8.2.1.4.2_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.1.4.2_A.2.3.

8.2.1.4.2_A.3.4
Test description

8.2.1.4.2_A.3.4.1
Initial conditions

Same initial conditions as in clause 8.2.1.4.2_A.2.4.1.

8.2.1.4.2_A.3.4.2
Test procedure

Same test procedure as in clause 8.2.1.4.2_A.2.4.2.
8.2.1.4.2_A.3.4.3
Message contents

Same message contents as in clause 8.2.1.4.2_A.2.4.3.
8.2.1.4.2_A.3.5
Test requirement

Same test requirement as in clause 8.2.1.4.2_A.3.5.
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