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8.2.2.3.1A
TDD Soft buffer management test

8.2.2.3.1A_A.1
TDD PDSCH Soft buffer management test (intra-band contiguous DL CA)

8.2.2.3.1A_A.1.1
Test purpose
Same test purpose as 8.2.2.3.1.1.
8.2.2.3.1A_A.1.2
Test applicability
This test applies to E-UTRA TDD UE category 3 and 4 release 10 and forward which support intra-band contiguous DL CA.

8.2.2.3.1A_A.1.3
Minimum conformance requirements

The requirements are specified in Table 8.2.2.3.1A_A.1.3-2, with the addition of the parameters in Table 8.2.2.3.1A_A.1.3-1 and the downlink physical channel setup according to Table C.3.2-1 in Annex C. The purpose is to verify UE performance with proper instantaneous buffer implementation.
Table 8.2.2.3.1A_A.1.3-1: Test Parameters for soft buffer management (FRC)
	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)

	
	(
	dB
	0
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at antenna port
	dBm/15kHz
	-98

	ACK/NACK feedback mode
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(Note 2)

	PDSCH transmission mode
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	Note 1:
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Note 2:
PUCCH format 1b with channel selection is used to feedback ACK/NACK.
Note 3:
For CA test cases, the same PDSCH transmission mode is applied to each component carrier.


Table 8.2.2.3.1A_A.1.3-2: Minimum performance soft buffer management test (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-2 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.2
	3
	CL_C, CL_A-A

	2
	2x20 MHz
	R.35-1 TDD
	OP.1 TDD (Note 1)
	EVA5
	2x2 Low
	70
	15.7
	4
	CL_C, CL_A-A

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.3.1A.

8.2.2.3.1A_A.1.4
Test description

Same test description as in clause 8.2.2.3.1_A.1 with the following exceptions:

-
Instead of Table 8.2.2.3.1_A.1.3-1 ( use Table 8.2.2.3.1A_A.1.3-1.

-
Instead of Table 8.2.2.3.1_A.1.3-2 ( use Table 8.2.2.3.1A_A.1.3-2.

-
Instead of Table 8.2.2.3.1_A.1.5-1 ( use Table 8.2.2.3.1A_A.1.5-1.





8.2.2.3.1A_A.1.5
Test requirement
Table 8.2.2.3.1A_A.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.4.2, for the throughput test shall meet or exceed the specified value in Tables 8.2.2.3.1A_A.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.2.3.1A_A.1.5-1: Test requirement Large Delay CDD (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-2 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	14.1
	3
	CL_C

	2
	2x20 MHz
	R.35-1 TDD
	OP.1 TDD (Note 1)
	EVA5
	2x2 Low
	70
	16.6
	4
	CL_C

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


Decide pass or fail for each subtest according to Annex G.3A.4. Decide the entire test pass or fail according to Annex G.3A.6.
8.2.2.3.1A_A.2
TDD PDSCH Soft buffer management test (Inter-band DL CA)

8.2.2.3.1A_A.2.1
Test purpose
Same test purpose as 8.2.2.3.1.1.
8.2.2.3.1A_A.2.2
Test applicability
This test applies to E-UTRA TDD UE category 3 and 4 release 11 and forward which support inter-band DL CA.

8.2.2.3.1A_A.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.2.3.1A_A.1.3.
8.2.2.3.1A_A.2.4
Test description

Same test description as in clause 8.2.2.3.1A_A.1.4 with the following exceptions:

-
Instead of Table Table 8.2.2.3.1A_A.1.5-1 ( use Table 8.2.2.3.1A_A.2.5-1.

8.2.2.3.1A_A.2.5
Test requirement
Same test requirement as in clause 8.2.2.3.1A_A.1.5 with the following exceptions:

-
Instead of Table Table 8.2.2.3.1A_A.1.5-1 ( use Table 8.2.2.3.1A_A.2.5-1.

Table 8.2.2.3.1A_A.2.5-1: Test requirement Large Delay CDD (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	CA capability

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	2x20 MHz
	R.30-2 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	14.1
	3
	CL_A-A

	2
	2x20 MHz
	R.35-1 TDD
	OP.1 TDD (Note 1)
	EVA5
	2x2 Low
	70
	16.6
	4
	CL_A-A

	Note 1:
For CA test cases, the OCNG pattern applies for each CC.


8.2.2.3.1A_A.3
TDD PDSCH Soft buffer management test (intra-band non-contiguous DL CA)

8.2.2.3.1A_A.3.1
Test purpose
Same test purpose as 8.2.2.3.1A_A.2.1.
8.2.2.3.1A_A.3.2
Test applicability
This test applies to E-UTRA TDD release 11 and forward UE of category 3 and 4 which support intra-band non-contiguous DL CA.

8.2.2.3.1A_A.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.2.2.3.1A_A.2.3.
8.2.2.3.1A_A.3.4
Test description

Same test description as in clause 8.2.2.3.1A_A.2.4.

8.2.2.3.1A_A.3.5
Test requirement
Same test description as in clause 8.2.2.3.1A_A.2.5.
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