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1. Introduction

At RAN#63 meeting a new work item proposal: UE Conformance Test Aspects - LTE UE TRP and TRS and UTRA Hand Phantom was approved in [1]. The technical objective of this work item is to provide conformance test specifications to ensure LTE UE TRP and TRS and UTRA Hand Phantom related UE TRP and TRS requirements are tested in depth. More specifically, the WI covers the following conformance areas:
· TRP/TRS for handheld UE
· Beside the head and hand phantom position: UTRA FDD, UTRA LCR TDD, E-UTRA FDD, E-UTRA TDD

· Hand phantom browsing mode position: UTRA FDD, UTRA LCR TDD, E-UTRA FDD, E-UTRA TDD
· TRP/TRS for LME
· E-UTRA FDD, E-UTRA TDD
· TRP/TRS for LEE
· E-UTRA FDD, E-UTRA TDD
2. Proposal 
It is proposed that the following scope text proposal is added to TS 37.544:
1
Scope


The present document describes the test procedure for the radiated performances measurements of the user equipment (UE) and mobile station (MS).
The handheld UE measurement procedures explained in this document are defined for roaming bands for the speech position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment (LME) measurement procedures are defined for roaming bands for the data transfer position (laptop ground plane phantom). Laptop embedded equipment (LEE) measurement procedures are defined for roaming bands for the data transfer position (free space). 
The data transfer position (free space) explained in this document applies when the UE is used away from the user’s head. Free space measurements are applicable to devices used in the data transfer position that consist of the laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.
All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE/MS.
Recommended performance values for operating bands (Annex I) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE/MS.
The radio tests considered here are:

1. The measurement of the Total Radiated Power (TRP)

2. The measurement of the Total Radiated Sensitivity (TRS)

The test procedure described in this document measures the performance of the transmitter and the receiver, including the antenna and also the effects of the user.
3. Conclusion

If the proposals are agreed by RAN WG5 we recommended it’s included in the next release of TS 37.544. 
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