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1. Introduction
The WI for conformance testing of BeiDou Navigation Satellite System (BDS) on UTRA and E-UTRA has been approved at 3GPP RAN#64. ·
The objective of this work item is to provide conformance test specifications for BDS positioning based on BeiDou Navigation Satellite System in LTE and UMTS. This work item will cover signalling and performance in E-UTRAN and UTRAN which are used by BDS positioning, e.g. LPP signalling and RRC signalling, also the work item covers performance testing aspects, e.g., sensitivity, nominal accuracy, dynamic range, etc.
2. Work item status
The current completeness of the work item is as follows:
	Test specification
	Completeness
	3 Month Target
	6 Month Target
	Comments
	History

	TS 36.571-1
	0%
	20%
	50%
	
	

	TS 36.571-2
	0%
	20%
	50%
	
	

	TS 36.571-3
	0%
	20%
	50%
	
	

	TS 36.571-4
	0%
	20%
	50%
	
	

	TS 37.571-5
	10%
	20%
	50%
	
	


Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	5%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3. Positioning over E-UTRAN Test Case Work Plan
	Area
	Clause
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	37.571-1

	Common test procedures
	4.8
	BDS test conditions
	
	
	RAN5#66
	
	
	

	UTRA BDS Minimum Performance requirements
	11.1
	General
	
	
	
	
	
	

	
	11.2
	Sensitivity
	
	
	
	
	
	

	
	11.3
	Nominal Accuracy
	
	
	
	
	
	

	
	11.4
	Dynamic Range
	
	
	
	
	
	

	
	11.5
	Multi-path Performance
	
	
	
	
	
	

	
	11.6
	Moving Scenario and Periodic Update Performance
	
	
	
	
	
	

	E-UTRA BDS Minimum Performance requirements
	12.1
	General
	
	
	
	
	
	

	
	12.2
	Sensitivity
	
	
	
	
	
	

	
	12.3
	Nominal Accuracy
	
	
	
	
	
	

	
	12.4
	Dynamic Range
	
	
	
	
	
	

	
	12.5
	Multi-path Performance
	
	
	
	
	
	

	
	12.6
	Moving Scenario and Periodic Update Performance
	
	
	
	
	
	

	References
	Annex A
	Connection Diagrams
	
	
	
	
	
	

	
	Annex B
	Converting A-GNSS UE-assisted measurement reports into position estimates
	
	
	
	
	
	

	
	Annex C
	BDS Minimum Performance requirements
	
	
	
	
	
	

	
	Annex D
	Rules for statistical testing
	
	
	
	
	
	

	37.571-2

	Default Conditions for UTRAN
	4.1
	Default system information 
	
	
	RAN5#66
	
	
	

	
	4.5
	BDS assistance data sets
	
	
	
	
	
	

	Default Conditions for E-UTRAN
	5
	BDS Assistance Data Elements
	
	
	
	
	
	

	
	5.2.4
	Simulated BDS environment
	
	
	
	
	
	

	
	5.4
	Default LPP message and information elements contents
	
	
	
	
	
	

	Protocol Conformance Test Cases for UTRAN
	6.3
	Assisted-GPS Test Cases
	
	
	
	
	
	

	
	6.3.1
	Assisted BDS Network Induced Tests
	
	
	
	
	
	

	
	6.3.2
	Assisted BDS Mobile Originated Tests
	
	
	
	
	
	

	
	6.3.3
	Assisted BDS Mobile Terminated Tests
	
	
	
	
	
	

	Protocol Conformance Test Cases for E-UTRAN
	7
	
	
	
	
	
	
	

	37.571-3

	
	
	ICS proforma for E-UTRA/EPC Generation User Equipment
	
	
	RAN5#66
	
	
	

	37.571-4

	Test suites
	
	
	
	
	-
	
	
	

	37.571-5

	BDS information
	
	
	
	R&S
	RAN5#67
	
	R5-144145

R5-144149

R5-144147
R5-144150
	Email Agreement

	BDS data files
	
	
	
	
	RAN5#67
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