Page 1



3GPP TSG-RAN WG5 Meeting #64
R5-144461
Dresden, Germany, 18th – 22th August 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	34.123-1
	CR
	CRNum
	rev
	-
	Current version:
	11.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Corrections to SS test case 15.2.1

	
	

	Source to WG:
	CATR

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-08-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	The SS test case 15.2.1 is used to test the UE behaviors when the CLIR presentation mode is temporary with the CLI to be presented on a per call basis, the tested SS type to be supported shall be CLIR, not CLIP.

	
	

	Summary of change:
	The related ICS/IXIT was changed from CLIP to CLIR.

	
	

	Consequences if not approved:
	The irrelative ICS will be used for this CLIR test case.

	
	

	Clauses affected:
	15.2.1.4

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


<Start of Modified Section>
15.2.1
CLIR / Normal operation - requesting presentation of CLI 

15.2.1.1
Definition

To test that when the CLIR presentation mode is temporary (presentation restricted), it is possible for the subscriber to present his CLI on a per call basis.

15.2.1.2
Conformance requirements

When the CLIR presentation mode is temporary (presentation restricted), it is possible for the subscriber to present his CLI on a per call basis. The MS shall send a CLIR suppression information element to the network.

If the subscriber tries to override CLIR (i.e. requests that the CLI is displayed), when he has subscribed to permanent mode a NotifySS shall be sent to the MS in order to inform that the override has not been performed and the call set-up shall continue.
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Figure 2.1: Requesting presentation of CLI

Reference

3GPP TS 24.081 clause 2.2.

15.2.1.3
Test purpose

To verify the ability of a UE to present his CLI on a per call basis when the CLIR presentation mode is temporary (presentation restricted).

15.2.1.4
Method of test

Initial Conditions

-
System simulator:

-
1 cell, default parameters.

-
User Equipment:

-
the UE shall be in MM-state "Idle, updated";

Related ICS/IXIT Statements

Support of FDD Yes/No.

Support of CS speech Yes/No.

Support of MO circuit switched basic service Yes/No.

Support of Calling Line Identification Restriction Yes/No.
Test procedure

a)
An MO CS (speech) service is selected that is supported by the UE.

b)
Using MMI commands, the UE is made to initiate an outgoing call with CLI presented.

c)
The UE after SECURITY MODE COMPLETE message shall send a SETUP message containing the CLIR suppression information element.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	->
	RRC CONNECTION REQUEST
	Establishment cause: Originating Conversational Call.

	2
	<-
	RRC CONNECTION SETUP
	

	3
	->
	RRC CONNECTION SETUP COMPLETE
	

	4
	->
	CM SERVICE REQUEST
	

	5
	<-
	AUTHENTICATION REQUEST
	

	6
	->
	AUTHENTICATION RESPONSE
	

	7
	<-
	SECURITY MODE COMMAND
	

	8
	->
	SECURITY MODE COMPLETE
	

	9
	->
	SETUP
	with CLIR suppression IE


Specific Message Contents

SETUP

	Information element
	Comment
Value

	CLIR Suppression IE
	The IE is present with the IE Identifier (TS 24.008 clause 10.5.4.11a)


15.2.1.5
Test requirements

In step 9 UE Shall include the CLIR suppression IEI.
<End of Modified Section>

