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[Many sections are skipped here]
E.5.1
Downlink Physical Channels for measurement

Table E.5.1 is applicable for the measurements for tests in subclauses 5.2A, 5.2AA, 5.2C, 5.7A, 5.9A, 5.10A, 5.13.1A, 5.13.1AA, 5.13.2A, 6.3A, 9.2.1A to 9.2.1GD, 9.3.1, 9.3.1C (HSDPA categories 1-8, 11 and 12), 9.3.2, 9.5.1 and 9.5.1A.

Table E.5.1A is applicable for the measurements for tests in subclauses 6.3B, 9.2.1H, 9.2.1HA, 9.2.1HB, 9.2.1HC, 9.2.1HD, 9.2.1I, 9.3.1, 9.3.1C (HSDPA categories 9,10 and 13-20), 9.3.1A and 9.3.2B.

Table E.5.2 is applicable for the measurements for tests in subclauses 9.2.2A to 9.2.2E, 9.3.3, 9.3.4, 9.2.4A, 9.2.4B, 9.3.7A to 9.3.7E.

Table E.5.3 is applicable for the measurements for tests in subclauses 9.2.3A to 9.2.3E, 9.3.5 and 9.3.6.

Table E.5.4 is applicable for the measurements for tests in subclauses 9.4.1, 9.4.1A.

Table E.5.4A is applicable for the measurements for tests in subclauses 9.4.2, 9.4.2A, 9.4.3, 9.4.4 and 9.4.4A. 

Table E.5.4B is applicable for the measurements for DC-HSDPA, DB-DC-HSDPA and 4C-HSDPA tests in sections 5 and 6.

Table E.5.4C is applicable for the measurements for tests in subclauses 9.6.1 and 9.6.2.

Table E.5.4D is applicable for the measurements for tests in subclauses 9.2.4E, 9.2.4F, 9.2.4G.  9.2.4H, 9.3.7F, 9.3.7G, 9.3.7H, 9.3.7I and 9.3.7J

Table E.5.4E is applicable for the measurements for tests in subclauses 9.4.4B, 9.4.4C, 9.4.4D and 9.4.4E.

Table E.5.1: Downlink physical channels for HSDPA/DC-HSDPA/4C-HSDPA receiver testing for Single Link performance

	Physical Channel
	Parameter
	Value
	NOTE

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific only for serving HS-DSCH cell, omitted otherwise
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present only in HSDPA configuration and not in multi cell configurations e.g. DC-HSDPA.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.


Table E.5.1A: Downlink physical channels for HSDPA/DC-HSDPA/4C-HSDPA receiver testing for Single Link performance, FRC H-Set 8 to H-Set 10

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific only for serving HS-DSCH cell, omitted otherwise
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH is not allocated to the UE the HS-SCCH shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5A. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.


Table E.5.2: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for Open Loop Transmit Diversity performance and MIMO performance

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific only for serving HS-DSCH cell, omitted otherwise
	1. STTD applied.

2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. STTD applied.

2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
[image: image1.wmf]or
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of a number of dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1: 
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.3: Downlink physical channels for HSDPA receiver testing for Closed Loop
Transmit Diversity (Mode-1) performance.

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	1. CL1 applied.

2. Total power from both antennas

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applied.
2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). During TTIs, in which the HS-SCCH_1 is not allocated to the UE, the HS-SCCH_1 shall be transmitted continuously  with constant  power.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	1. UE assumes STTD applied.

2. No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	1. As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	2. As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	1. CL1 applied.

2. Total power from both antennas

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one1,2
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. Power divided equally between antennas.

3. OCNS interference consists of 6 dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance

	Parameter
	Units
	Value
	Comment

	CPICH 
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	dB
	-10
	

	CCPCH 
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	dB
	-12
	Mean power level is shared with SCH.

	SCH 
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	dB
	-12
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per [14]

S-SCH pattern is scrambling code group 0

	PICH 
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	dB
	-15
	

	HS-PDSCH-1 
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	dB
	-10
	HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant power.

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
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	dB
	Test Specific
	All HS-SCCH’s allocated equal
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously with constant power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
[image: image17.wmf]/

cor

EI


	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of 6 dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4A: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection with Open Loop Transmit Diversity performance and MIMO performance

	Parameter
	Units
	Value
	Comment

	P-CPICH (antenna 1)
	P-CPICH_Ec1/Ior
	-13dB
	1. Total P-CPICH_Ec/Ior = -10dB

	P-CPICH (antenna 2)
	P-CPICH_Ec2/Ior
	-13dB
	

	P-CCPCH (antenna 1)
	P-CCPCH_Ec1/Ior
	-15dB
	1. STTD applied.

2. Total P-CCPCH Ec/Ior is –12dB.

	P-CCPCH (antenna 2)
	P-CCPCH_Ec2/Ior
	-15dB
	

	SCH (antenna 1/2)
	SCH_Ec/Ior
	-12dB
	1. TSTD applied.

2. Power divided equally between primary and secondary SCH.

	PICH (antenna 1)
	PICH_Ec1/Ior
	-18dB
	1. STTD applied.

2. Total PICH Ec/Ior is –15dB.

	PICH (antenna 2)
	PICH_Ec2/Ior
	-18dB
	

	HS-PDSCH-1 
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	dB
	-10 dB
	1. STTD applied.

2. HS-PDSCH associated with HS-SCCH-1. The HS-PDSCH shall be transmitted continuously with constant power.

3. Total power from both antennas

	HS-PDSCH-2 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-2

	HS-PDSCH-3 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-3

	HS-PDSCH-4 
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	dB
	DTX
	HS-PDSCH associated with HS-SCCH-4

	DPCH 
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	dB
	-8
	1. STTD applied.

2. Total power from both antennas

	HS-SCCH-1
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	dB
	Test Specific
	1. UE assumes STTD applied.
2. All HS-SCCH’s allocated equal
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. Specifies 
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 when TTI is active. During TTIs, in which the HS-SCCH’s are not allocated to the UE, the HS-SCCH’s shall be transmitted continuously with constant power.

	HS-SCCH-2 
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	dB
	
	

	HS-SCCH-3 
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	dB
	
	

	HS-SCCH-4 
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	dB
	
	

	OCNS 
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	dB
	Remaining power at Node-B (including HS-SCCH power allocation when HS-SCCH’s inactive).1,2
	OCNS interference consists of a number of dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH. Table E.5.5A is the definition of OCNS for the test case which uses a maximum of 11 to 15 HS-PDSCH.

	NOTE 1:
For dynamic power correction required to compensate for the presence of transient channels, e.g. control channels, a subset of the OCNS DPCH channels may be used.

NOTE 2:
For the case of DPCH with transmit diversity, the OCNS power calculation shall be based on the addition of the power from Antenna 1 and Antenna 2, i.e. disregarding any phase relationship between the antennas.


Table E.5.4B: Downlink physical channels for DC-HSDPA/4C-HSDPA Receiver testing

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10 dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12 dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12 dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15 dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific only for serving HS-DSCH cell, omitted otherwise
	12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	-9 dB
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval). 

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of dedicated data channels as specified in table E.5.5 and E.5.5A. Table E.5.5 specifies the OCNS setup for H-Set 1 to H-Set 6 and H-Set 12. Table E.5.5A specifies the OCNS setup for H-Set 8 and H-set 10.


Table E.5.4C: Downlink physical channels for HS-DSCH and HS-SCCH reception in CELL-FACH state

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10 dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12 dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12 dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

P-SCH code is S_dl,0 as per TS25.213

S-SCH pattern is scrambling code group 0

	PICH
	PICH_Ec/Ior
	-15 dB
	

	AICH
	AICH Ec/Ior
	-10 dB
	

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	-10 dB
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	OCNS interference consists of a number of  dedicated data channels as specified in table E.5.5. Table E.5.5 is the definition of OCNS for the test case which uses a maximum of ten HS-PDSCH.


Table E.5.4D: Downlink physical channels for HSDPA/DC-HSDPA receiver testing for MIMO performance with asymmetric P-CPICH/S-CPICH power settings
	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec/Ior
	-10dB
	Phase reference

	S-CPICH (antenna 2)
	S-CPICH Ec/Ior
	-13dB
	Phase reference

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	

	SCH
	SCH_Ec/Ior
	-12dB
	

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Test-specific
	

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present only in HSDPA configuration and not in multi cell configurations e.g. DC-HSDPA.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	Precoding used.

	OCNS
	
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	1. Balance of power 
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 of the Node-B is assigned to OCNS.

2. OCNS interference consists of a number of dedicated data channels as specified in Table E.5.5and E.5.5A.Table E.5.5 specifies the OCNS setup for H-Set 1 to H-set 6. Table E.5.5A specifies the OCNS setup for H-Set 9 and H-Set 11.

3. OCNS transmitted only on antenna 1.

	NOTE:
Transmit diversity (STTD or TSTD) is disabled on the associated physical channels (P-CPICH, PICH, SCH, HS-SCCH, DPCH).


Table E.5.4E: Downlink physical channels for HSDPA receiver testing for HS-SCCH detection performance with asymmetric P-CPICH/S-CPICH power settings
	Physical Channel
	Parameter
	Value
	Note

	P-CPICH (antenna 1)
	P-CPICH_Ec/Ior
	-10dB
	Phase reference

	S-CPICH (antenna 2)
	S-CPICH Ec/Ior
	-13dB
	Phase reference

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	

	SCH
	SCH_Ec/Ior
	-12dB
	

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	-8dB
	1. STTD applicability is test-specific.

2. 12.2 kbps DL reference measurement channel as defined in Annex C.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Test-specific
	1. STTD applicability is test specific.

2. Specifies fraction of Node-B radiated power transmitted when TTI is active (i.e. due to minimum inter-TTI interval).

2. All HS-SCCH’s allocated equal 
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.
3. Specifies 
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 when TTI is active.

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	
	

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	
	

	HS-SCCH-4
	HS-SCCH_Ec/Ior
	
	

	HS-PDSCH-1 
[image: image34.wmf]/
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	HS-PDSCH_Ec/Ior
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	1. Precoding used.

2. Balance of power 
[image: image35.wmf]or
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 of the Node-B is assigned to HS-PDSCH.

	HS-PDSCH-2 
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	HS-PDSCH_Ec/Ior
	DTX
	

	HS-PDSCH-3 
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	HS-PDSCH_Ec/Ior
	DTX
	

	HS-PDSCH-4  
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	HS-PDSCH_Ec/Ior
	DTX
	

	OCNS
	
	DTX
	

	NOTE1: Transmit diversity (STTD or TSTD) is disabled on P-CCPCH, PICH and SCH.
NOTE2: OCNS is not present for this test. HS-PDSCH is used in order to model other UE MIMO traffic.


[Beginning of change modification]
Table E.5.4F: Downlink physical channels for the serving/secondary serving HS-DSCH cell in HSDPA receiver testing of Multiflow HSDPA

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
Only for serving HS-DSCH cell, omitted otherwise
	12.2 kbps DL reference measurement channel as defined in Annex A.3.1

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	-8 dB for serving HS-DSCH cell, otherwise necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	


Table E.5.4G: Downlink physical channels for the assisting serving/secondary serving HS-DSCH cell in HSDPA receiver testing of Multiflow HSDPA

	Physical Channel
	Parameter
	Value
	Note

	P-CPICH
	P-CPICH_Ec/Ior
	-10dB
	

	P-CCPCH
	P-CCPCH_Ec/Ior
	-12dB
	Mean power level is shared with SCH.

	SCH
	SCH_Ec/Ior
	-12dB
	Mean power level is shared with P-CCPCH – SCH includes P- and S-SCH, with power split between both.

	PICH
	PICH_Ec/Ior
	-15dB
	

	DPCH
	DPCH_Ec/Ior
	DTX’d
	Omitted

	HS-SCCH-1
	HS-SCCH_Ec/Ior
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one
	

	HS-SCCH-2
	HS-SCCH_Ec/Ior
	DTX’d
	No signalling scheduled, or power radiated, on this HS-SCCH, but signalled to the UE as present.

	HS-SCCH-3
	HS-SCCH_Ec/Ior
	DTX’d
	As HS-SCCH-2.

	HS-PDSCH
	HS-PDSCH_Ec/Ior
	Test-specific
	


Table E.5.4H: Downlink physical channels for the additional interfering cell in Multiflow HSDPA testing

	
	Interfering cell

	Common channels
	0.195 (-7.1dB)
Same as Table C.20

	HS-SCCH_Ec/Ior
	-12 dB

	HS-PDSCH transport format
	Selected randomly from Table C.18

	HS-PDSCH power allocation [Ec/Ior]
	Necessary power so that total transmit power spectral density of Node B (Ior) adds to one


[Many sections are skipped here]
F.1.6
Performance requirement (HSDPA)

Table F.1.6: Maximum Test System Uncertainty for Performance Requirements (HSDPA)

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	9.2.1A to 9.2.1KD Single Link Performance
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±0.6  dB
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±0.1 dB
For multi-carrier, uncertainties apply for each carrier
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB
For multi-carrier, uncertainties apply for each carrier

	9.2.1L to 9.2.1LD Single Link Enhanced Performance Type 3i
	Wanted signal 
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±0.6 dB

First interferer 
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Second interferer 
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±0.1 dB

For multi-carrier, uncertainties apply for each carrier
	0.1 dB uncertainty in Ec/Ior ratio
For wanted signal and each interferer, worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 uncertainty as 7.2.

These are uncorrelated so can be combined RSS.

Overall uncertainty in 
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,for each signal:

 (0.52 + 0.32) 0.5 = 0.6 dB.

For multi-carrier, uncertainties apply for each carrier

	9.2.1M to 9.2.1MA Single Link Performance - Enhanced Performance Requirements Type 3i 
	Wanted signal 
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First interferer 
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Second interferer 
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±0.1 dB

For multi-carrier, uncertainties apply for each carrier
	0.1 dB uncertainty in Ec/Ior ratio
For wanted signal and each interferer, worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 uncertainty as 7.2.

These are uncorrelated so can be combined RSS.

Overall uncertainty in 
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,for each signal:

 (0.52 + 0.32) 0.5 = 0.6 dB.

For multi-carrier, uncertainties apply for each carrier

	9.2.2A to 9.2.2E Open loop diversity performance
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±0.8 dB
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±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.2A
	Same as 9.2.2A

	9.3.1 Single Link Performance - AWGN propagation conditions
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	Same as 9.3.1
	Same as 9.3.1

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
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	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	9.3.1BA Single Link Performance - AWGN Propagation Conditions, DB-DC-HSDPA requirements
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±0.1 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is not important for any tests in clause 7 but is specified as 1.0 dB.

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
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Linearity within the applicable range of 10dB

1.0 dB
	0.1 dB uncertainty in DPCH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error is the sum of the 
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 ratio error and the DPCH_Ec/Ior ratio but is not RSS for simplicity. The absolute error of the AWGN Ioc is specified as 1.0 dB.

The linearity of the AWGN Ioc is specified as 1.0 dB (±0.5dB)

	9.3.2 Single Link Performance - Fading propagation conditions
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
[image: image99.wmf]oc
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2AA Single Link Performance - Fading Propagation Conditions, DB-DC-HSDPA requirements
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	Same as 9.3.2
	Same as 9.3.2

	9.3.2C Single Link Performance - Fading Propagation Conditions, Multiflow HSDPA requirements (2 cells)
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.2CA Single Link Performance - Fading Propagation Conditions, Multiflow HSDPA requirements (3 cells)
	
[image: image113.wmf]oc

or

I

I

1

ˆ



±0.6 dB


[image: image114.wmf]oc

or

I

I

2

ˆ



±0.6 dB

[image: image115.wmf]oc

or

I

I

3

ˆ



±0.6 dB

[image: image116.wmf]oc

I




±1.0 dB


[image: image117.wmf]or

c

I

E



               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio

Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
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	0.3 dB uncertainty in 
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 for each antenna output based on power meter measurement after the combiner

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.32 + 0.32) 0.5 = 0.424 dB. Round up to 0.5 dB

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
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	In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	Same as 9.3.3
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	Same as 9.3.4
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	Same as 9.3.4
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream  fading conditions
	Same as 9.3.4
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator  - Dual stream  fading conditions– UE categories 19-20
	Same as 9.3.4
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	Same as 9.3.4
	

	9.3.7E MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20
	Same as 9.3.4
	

	9.3.7F MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions – Asymmetric CPICHs
	Same as 9.3.4
	

	9.3.7G MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions –Asymmetric CPICHs
	Same as 9.3.4
	

	9.3.7H MIMO performance – Reporting of Channel Quality indicator  - Dual stream  fading conditions– UE categories 19-20
	Same as 9.3.4
	

	9.3.7I MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20 -Asymmetric CPICHs
	Same as 9.3.4
	

	9.3.7J MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20  –Asymmetric CPICHs
	Same as 9.3.4
	

	9.4.1 Single link Performance
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±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.4.1A Single link Performance – Enhanced Performance Requirements Type 1
	Same as 9.4.1
	Same as 9.4.1

	9.4.2 Open loop diversity performance
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	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
	Same as 9.4.2
	Same as 9.4.2

	9.4.3 HS-SCCH Type 3 performance
	Same as 9.4.2
	Same as 9.4.2

	9.4.3A HS-SCCH Type 3 Performance -STTD disabled- Asymmetric CPICHs
	Same as 9.4.2
	Same as 9.4.2

	9.4.3B HS-SCCH Type 3 Performance -STTD enabled- Asymmetric CPICHs
	Same as 9.4.2
	Same as 9.4.2

	9.4.4 HS-SCCH Type 3 performance for MIMO only with single-stream restriction
	Same as 9.4.2
	Same as 9.4.2

	9.4.4A HS-SCCH Type 3 performance for MIMO only with single-stream restriction-Enhanced Performance Requirements Type 1
	Same as 9.4.2
	Same as 9.4.2

	9.4.4B HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD disabled-asymmetric CPICHs
	Same as 9.4.2
	Same as 9.4.2

	9.4.4C HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD disabled-asymmetric CPICHs-Enhanced  Performance Requirements Type 1
	Same as 9.4.2
	Same as 9.4.2

	9.4.4D HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD enabled-asymmetric CPICHs
	Same as 9.4.2
	Same as 9.4.2

	9.4.4E HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD enabled-asymmetric CPICHs-Enhanced Performance Requirements Type 1
	Same as 9.4.2
	Same as 9.4.2

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A
	Same as 9.2.1A

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A
	Same as 9.2.1A

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A
	Same as 9.2.1A

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A
	Same as 9.2.1A


F.2
Test Tolerances (This clause is informative)

The Test Tolerances defined in this clause have been used to relax the Minimum Requirements in the present document to derive the Test Requirements.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

F.2.5
Performance requirements (HSDPA)

Table F.2.5: Test Tolerances for Performance Requirements (HSDPA)

	Clause
	Test Tolerance

	9.2.1A to 9.2.1KD Single Link Performance
	0.6 dB for 
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ˆ


0.1 dB for Ec/Ior

Test Tolerances apply for each carrier

	9.2.1L to 9.2.1LD Single Link Enhanced Performance Type 3i
	0.76 dB for 
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0.17 dB for DIP1, DIP2

0.1 dB for Ec/Ior

Test Tolerances apply for each carrier

	9.2.1M and 9.2.1MA
	0.76 dB for 
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0.1 dB for Ec/Ior

Test Tolerances apply for each carrier

	9.2.2A to 9.2.2E Open loop diversity performance
	0.8 dB for 
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0.1 dB for Ec/Ior

	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A

	9.2.4A to 9.2.4H MIMO performance
	Same as 9.2.2A

	9.3.1 Single Link Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	No test tolerances applied

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.1BA Single Link Performance - AWGN Propagation Conditions, DB-DC-HSDPA requirements
	No test tolerances applied

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	No test tolerances applied for test step 7 and 8

TT for M-difference is 1  for test step 9 (difference in medians M1 and M2)

	9.3.2 Single Link Performance - Fading propagation conditions
	No test tolerances applied

	9.3.2A Single Link Performance - Fading Propagation Conditions, DC-HSDPA requirements
	No test tolerances applied

	9.3.2AA Single Link Performance - Fading Propagation Conditions, DB-DC-HSDPA requirements
	No test tolerances applied

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	No test tolerances applied

	9.3.2C
	No test tolerances applied

	9.3.2CA
	No test tolerances applied

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	No test tolerances applied

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	No test tolerances applied

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	No test tolerances applied

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	No test tolerances applied

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	No test tolerances applied



	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	No test tolerances applied



	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	No test tolerances applied



	9.3.7E MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20
	No test tolerances applied



	9.3.7A MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions - Asymmetric CPICHs
	No test tolerances applied

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions –Asymmetric CPICHs
	No test tolerances applied



	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20 –Asymmetric CPICHs
	No test tolerances applied



	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20 - Asymmetric CPICHs
	No test tolerances applied



	9.3.7E MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20  - Asymmetric CPICHs
	No test tolerances applied



	9.4.1 Single Link  Performance
	0.6 dB for 
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0.1 dB for P-CPICH_Ec/Ior and HS-SCCH_Ec/Ior

	9.4.1A Single Link  Performance - Enhanced Performance Requirements Type 1
	Same as 9.4.1

	9.4.2 Open loop diversity performance
	0.8 dB for 
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0.1 dB for P-CPICH_Ec/Ior and HS-SCCH_Ec/Ior

	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
	Same as 9.4.2

	9.4.3 HS-SCCH Type 3 performance
	Same as 9.4.2

	9.4.3A HS-SCCH Type 3 Performance -STTD disabled- Asymmetric CPICHs
	Same as 9.4.2

	9.4.3B HS-SCCH Type 3 Performance -STTD enabled- Asymmetric CPICHs
	Same as 9.4.2

	9.4.4 HS-SCCH Type 3 performance for MIMO only with single-stream restriction
	Same as 9.4.2

	9.4.4A HS-SCCH Type 3 performance for MIMO only with single-stream restriction-Enhanced Performance Requirements Type1
	Same as 9.4.2

	9.4.4B HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD disabled-asymmetric CPICHs
	Same as 9.4.2

	9.4.4C HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD disabled-asymmetric CPICHs-Enhanced Performance Requirements Type 1
	Same as 9.4.2

	9.4.4D HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD enabled-asymmetric CPICHs
	Same as 9.4.2

	9.4.4E HS-SCCH Type 3 Performance for MIMO only with single-stream restriction-STTD enabled-asymmetric CPICHs-Enhanced Performance Requirements Type 1
	Same as 9.4.2

	9.5.1 HS-SCCH-less demodulation of HS-DSCH
	Same as 9.2.1A

	9.5.1A HS-SCCH-less demodulation of HS-DSCH, Enhanced Performance Requirements Type 1
	Same as 9.2.1A

	9.6.1 Single link HS-DSCH Demodulation performance in CELL_FACH state
	Same as 9.2.1A

	9.6.2 Single link HS-SCCH Detection performance in CELL_FACH state
	Same as 9.2.1A


F.4.5
Performance requirements (HSDPA)

Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1A to 9.2.1KD Single Link Performance
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	Formulas:
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	9.2.1L to 9.2.1LD Single Link Enhanced Performance Type 3i
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Test requirements apply for each carrier



	9.2.1M and 9.2.1MA Single Link Enhanced Performance Type 3i
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	9.2.2A to 9.2.2E Open loop diversity performance
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	9.2.3A to 9.2.3E Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A
	Same as 9.2.2A

	9.2.4A MIMO performance
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	9.2.4B MIMO and 64QAM performance
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	9.2.4C MIMO Performance - Fixed Reference Channel (FRC) H-Set 9A
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Test requirements should be applied for both the cells

	9.2.4CA
MIMO Performance - Fixed Reference Channel (FRC) H-Set 9A for DB DC-HSDPA
	Same as 9.2.4C
	Same as 9.2.4C
	Same as 9.2.4C

	9.2.4D MIMO Performance - Fixed Reference Channel (FRC) H-Set 11A
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Test requirements should be applied for both the cells

	9.2.4DA
MIMO Performance - Fixed Reference Channel (FRC) H-Set 11A for DB DC-HSDPA
	Same as 9.2.4D
	Same as 9.2.4D
	Same as 9.2.4D

	9.2.4E MIMO performance - Fixed Reference Channel (FRC) H-Set 9 Asymmetric CPICHs
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	Formulas:
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	9.2.4F MIMO performance- Fixed Reference Channel (FRC) H-Set 11  Asymmetric CPICHs
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	Formulas:
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	9.2.4G MIMO Performance - Fixed Reference Channel (FRC) H-set 9A Asymmetric CPICHs
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	Formulas:
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Test requirements should be applied for both the cells

	9.2.4H MIMO Performance - Fixed Reference Channel (FRC) H-set 11A  Asymmetric CPICHs
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	Formulas:
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Test requirements should be applied for both the cells

	9.3.1 Single Link Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.1A Single Link Performance - AWGN propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.1B Single Link Performance - AWGN Propagation Conditions, DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.1BA Single Link Performance - AWGN Propagation Conditions, DB-DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.1C Single Link Performance - AWGN Propagation Conditions, Periodically Varying Radio Conditions
	
	No test tolerances applied for test step 7 and 8.

TT for the M-difference is 1 for test step 9.
	10 dB between 
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maps to 6 between medians M1 and M2 hence 0.6M per dB. 1dB linearity uncertainty maps to 0.6 M. Since M is integer, the M uncertainty is 1: TT for M is defined to 1

Formula:

difference in medians M1 and M2 = 6-TT

	9.3.2 Single Link Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.2A Single Link Performance - Fading propagation conditions,  DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.2AA Single Link Performance - Fading propagation conditions,  DB-DC-HSDPA requirements
	
	No test tolerances applied
	

	9.3.2B Single Link Performance - Fading propagation conditions, 64QAM
	
	No test tolerances applied
	

	9.3.2C Single Link Performance – Fading propagation conditions, Multiflow HSDPA requirements (2 Cells)
	
	No test tolerances applied
	

	9.3.2CA Single Link Performance – Fading propagation conditions, Multiflow HSDPA requirements (3 cells)
	
	No test tolerances applied
	

	9.3.3 Open Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.4 Open Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.5 Closed Loop Diversity Performance - AWGN propagation conditions
	
	No test tolerances applied
	

	9.3.6 Closed Loop Diversity Performance - Fading propagation conditions
	
	No test tolerances applied
	

	9.3.7A, MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions
	
	No test tolerances applied
	

	9.3.7B MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions
	
	No test tolerances applied
	

	9.3.7C MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20
	
	No test tolerances applied
	

	9.3.7D MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20
	
	No test tolerances applied
	

	9.3.7E MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20
	
	No test tolerances applied
	

	9.3.7F MIMO performance – Reporting of Channel Quality indicator - Single stream fading conditions  – Asymmetric CPICHs
	
	No test tolerances applied
	

	9.3.7G MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions  – Asymmetric CPICHs
	
	No test tolerances applied
	

	9.3.7H MIMO performance – Reporting of Channel Quality indicator - Dual stream fading conditions– UE categories 19-20  – Asymmetric CPICHs
	
	No test tolerances applied
	

	9.3.7I MIMO performance – Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 15-20  – Asymmetric CPICHs
	
	No test tolerances applied
	

	9.3.7J MIMO performance –Reporting of Channel Quality indicator - Dual stream static orthogonal conditions – UE categories 19-20 – Asymmetric CPICHs
	
	No test tolerances applied
	

	9.4.1 Single Link  Performance
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	Formulas:
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	9.4.1A Single Link  Performance - Enhanced Performance Requirements Type 1
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	Formulas:
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	9.4.2 Open loop diversity performance
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	Formulas:
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	9.4.2A Open loop diversity performance – Enhanced Performance Requirements Type 1
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	Formulas:
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	9.4.3 HS-SCCH Type 3 performance
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	Formulas:
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	9.4.3A HS-SCCH Type 3 Performance -STTD disabled- Asymmetric CPICHs
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