Page 1



3GPP TSG-RAN WG5 Meeting #64 
R5-144855
Dresden, Germany, 18 - 22 August 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	34.121-1
	CR
	CRNum
	rev
	-
	Current version:
	11.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to statistical parameter in Annex F.6.1.8

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI10_Test
	
	Date:
	2014-8-7

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	R5-140517 was agree, however the minimum numbers of samples for HS-SCCH Detection Performance (for PA3) in Table F.6.1.8 was not correctly reflected, and the minimum number of samples was specified in Intermodulation Characteristics instead.

In addition, HS-SCCH Detection Performance is tested with fading condition according to Table D.2.2.1A, however the minimum numbers of samples are missing for VA30.

	
	

	Summary of change:
	Table F.6.1.8 is updated with the minimum numbers of samples. 27334 and 2734 for PA3 and VA30, respectively.

	
	

	Consequences if not approved:
	Pass/fail decision remains incorrect.

	
	

	Clauses affected:
	F.6.1.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
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<< Unchanged sections omitted >>
F.6.1.8
Test conditions for BER, BLER, RLC SDU Error Rate tests

Table F.6.1.8: Test conditions for a single BER/BLER tests

	Type of test

(BER)
	Test requirement (BER/BLER)
	Test limit (BER/BLER)= Test requirement (BER/BLER)x TL

TL 
	Target number of error events

(time)
	Minimum number of samples 
	Prob that good unit will fail

= Prob that bad unit will pass

 [%]
	Bad unit BER/BLER factor M

	Reference Sensitivity Level 
	0.001
	1.234


	345

(22.9s)
	Note 1
	0.2
	1.5



	Maximum Input Level
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Adjacent Channel Selectivity
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Blocking Characteristics

Pass condition

Note 2
	0.001
	1.251
	403

(26.4s)
	Note 1
	0.2
	1.5

	Blocking Characteristics

Fail condition

 Note 2
	0.001
	1.251
	403

(26.4s)
	Note 1
	0.02
	1.5

	Spurious Response
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Intermodulation Characteristics
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	HS-SCCH Detection Performance (PA3 Propagation conditions)
	0.05
0.01
	1.234
	345

(34s)
(168s)
	27334
27334
	0.2
	1.5

	HS-SCCH Detection Performance (VA30 Propagation conditions)
	0.01
	1.234
	345

(168s)
	2734
	0.2
	1.5
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