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	Reason for change:
	R5-143149 was agreed in RAN5#63, however DL/UL allocation of test configuration for 100RB+75RB in 7.8.1A.2 was wrongly proposed, and the correct value is still missing. 

	
	

	Summary of change:
	DL/UL allocation of test configuration for 100RB+75RB is corrected in 7.8.1A.2.

	
	

	Consequences if not approved:
	CA_39C may not be tested correctly.
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	Other comments:
	The cover page is updated to changes for CA_39C, and test points are changed to 100(UL).
This is an update of R5-144350 and the outcome of 1 revision.


<< Unchanged sections omitted >>
Table 7.8.1A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in 

TS 36.508[7] subclause 4.1
	Normal

	Test Frequencies as specified in

TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	B: Mid range
C: Mid range

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg, Highest NRB_agg

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	UL Allocation

	PCC
NRB
	SCCs

NRB
	CC
MOD
	PCC & SCC RB allocation
	CC
MOD
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	25
	6
	QPSK
	25+6
	QPSK
	25
	P_25@0
	
	
	

	50
	15
	QPSK
	50+15
	QPSK
	50
	P_50@0
	
	
	

	75
	75
	QPSK
	75+75
	QPSK
	75
	P_75@0
	
	
	

	75
	75
	QPSK
	75+75
	QPSK
	25
	P_25@0
	
	
	

	75
	75
	QPSK
	75+75
	QPSK
	20
	P_20@0
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	100
	P_100@0
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	75
	P_75@0
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	50
	P_50@0
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	25
	P_25@0
	
	
	

	100
	50
	QPSK
	100+50
	QPSK
	20
	P_20@0
	
	
	

	100
	75
	QPSK
	100+75
	QPSK
	100
	P_50@0
	
	
	

	100
	100
	QPSK
	100+100
	QPSK
	100
	P_100@0
	
	
	

	100
	100
	QPSK
	100+100
	QPSK
	75
	P_75@0
	
	
	

	100
	100
	QPSK
	100+100
	QPSK
	50
	P_50@0
	
	
	

	100
	100
	QPSK
	100+100
	QPSK
	25
	P_25@0
	
	
	

	100
	100
	QPSK
	100+100
	QPSK
	20
	P_20@0
	
	
	

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-1.

Note 2:
Depending on CA configurations, only the appropriate Uplink RB allocation value according to table 7.3.3-2 is tested per Test CA configuration.

Note 3:
PCC and SCC should be ordered so that PCC is configured closest to the uplink band.
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