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7.2B
Other generic RRM procedures

7.2B.1

Tracking area updating procedure

The procedure is defined in table 7.2B.1-1.

Table 7.2B.1-1: Tracking area updating procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits system information on the cell specified in the test case.
	<--
	RRC: SYSTEM INFORMATION (BCCH)

	-
	EXCEPTION: If all EPS bearer contexts are inactive in UE, for Rel-8 and Rel-9, steps 2 to 8a are optional and depend on UE implementation. If all EPS bearer contexts are inactive in UE, a Rel-10 or higher UE directly starts attach procedure from step 9a.
	-
	-

	2
	The UE transmits an RRCConnectionRequest message on the cell specified in the test case.
	-->
	RRC: RRCConnectionRequest

	3
	The SS transmits an RRCConnectionSetup message.
	<--
	RRC: RRCConnectionSetup

	4
	The UE transmits an RRCConnectionSetupComplete message to confirm the successful completion of the connection establishment and a TRACKING AREA UPDATE REQUEST message is sent to update the registration of the actual tracking area.
	-->
	RRC: RRCConnectionSetupComplete NAS: TRACKING AREA UPDATE REQUEST

	-
	EXCEPTION: If all EPS bearer contexts are marked as inactive in the EPS bearer context status IE included in the TRACKING AREA UPDATE REQUEST message then, events described in steps 5a to 26a. Otherwise, events described in steps 5 to 7.
	
	

	5
	The SS responds with TRACKING AREA UPDATE ACCEPT message. 
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE ACCEPT

	6
	The UE transmits a TRACKING AREA UPDATE COMPLETE
	-->
	RRC: ULInformationTransfer
NAS: TRACKING AREA UPDATE COMPLETE

	7
	The SS transmits an RRCConnectionRelease message to release RRC connection and move to RRC_IDLE.
	<--
	RRC: RRCConnectionRelease

	5a
	The SS responds with TRACKING AREA UPDATE REJECT message with cause #40 (No EPS bearer context activated) to force attach the UE.
	<--
	RRC: DLInformationTransfer
NAS: TRACKING AREA UPDATE REJECT

	6a
	EXCEPTION: Step 7a describes the behaviour that depends on UE behaviour (Note 3).
	-
	-

	7a
	The SS transmits an RRCConnectionRelease message to release RRC connection and move to RRC_IDLE.
	<--
	RRC: RRCConnectionRelease

	-
	EXCEPTION: Step 8a describes a behaviour which depends on the UE capability
	-
	-

	8a
	IF NOT pc_Auto_PDN_Connectivity, the user initiates an attach by MMI or by AT command (NOTE 4).
	-
	-

	9a-26a
	Steps 2 to 19 of the generic UE Registration procedure (4.5.2a.3 and 7.2A.2) are executed to successfully complete the Attach procedure.
	-
	-


NOTE 1:
The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 36.508 clause 4.7.2).

NOTE 2:
The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed (reuse of keys allocated during the attach procedure).
NOTE 3:
The SS waits for 1.5 second to receive the Attach Request on the existing RRC Connection. In case Attach Request is not received within 1.5 second, existing RRC Connection is released.
NOTE 4: The request is assumed to be triggered by AT command AT+CGDCONT=1,”IP” followed by AT+CGACT=1
