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9
Measurement Performance Requirements

When the UE is in RRC_CONNECTED state on a cell, physical layer measurements as defined in TS 36.214 [12] clause 5 are initiated and reported to higher layers. To initiate a specific measurement, the System Simulator sends a ‘RRC Connection Reconfiguration message’ to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects, the measurement quantity, the reporting quantities and the reporting criteria (periodical/event-triggered), the physical layer measurement process takes place. In this process when the reporting criteria are fulfilled the UE sends a ‘Measurement Report message’ to the System Simulator including the measurement ID and the results. The reporting criteria that trigger the UE to send a ‘Measurement Report message’ to the System Simulator is periodical as defined in TS 36.331 [5] clause 5.5.4. The physical layer measurements succeed only if the performance results in terms of accuracy are within the specified limits. 

Since the UE reference sensitivity requirements are different depending on supported band, this is noted in each case with definition of the range Io for each frequency band.

The accuracy requirements in this clause are applicable for AWGN radio propagation conditions and assume independent interference (noise) at each receiver antenna port. 

The reported measurement results after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. 

The accuracy requirements are valid for the reported measurement results after layer 1 filtering.

Unless explicitly stated:

-
In state RRC_CONNECTED

-
Reported measurements shall be within defined range in 90 % of the cases.
-
Unreported measurements are considered as wrong reports.
-
Measurement channel is as defined in Annex A. This measurement channel is used both in active cell and cells to be measured.

-
The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.

-
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Annex A1. The SS sends downlink MAC padding bits on the DL RMC.

-
Uplink is configured according to Annex A.3.

-
Propagation condition is AWGN as defined in Annex B.

-
Physical channels used as defined in Annex C.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

NOTE:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865‑894 MHz.
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