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18.1.3.3.3
Specific message contents
Table 18.1.3.3.3-1: SystemInformationBlockType1 for Cell 1 (all steps, Table 18.1.3.3.2-1)

	Derivation Path: 36.508 table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  schedulingInformation ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SEQUENCE {}
	Combination in TS 36.508 section 4.4.3.1
	
	

	}
	
	
	


Table 18.1.3.3.3-2: SystemInformationBlockType12 (step 18 and 21, Table 18.1.3.3.2-1)
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType12 ::= SEQUENCE {
	
	
	

	  messageIdentifier-r9
	'0001 0001 0001 0010'B
	CMAS Message Identifier for CMAS Presidential Level Alerts (see TS 23.041])
	

	 serialNumber-r9
	Value different for each step
	
	

	 warningMessageSegmentType
	LastSegment
	
	

	 warningMessageSegmentNumber
	0
	
	

	 warningMessageSegment
	Octetstring different for each step
	Provided  as PIXITs
	

	 dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language [see TS 23.041]
	
	

	  lateNonCriticalExtension
	Not present
	
	

	}
	
	
	


Table 18.1.3.3.3-3: Paging (step 14 and step 17, Table 18.1.3.3.2-1)

	Derivation Path: 36.508 Table 4.6.1-7

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList 
	Not present
	
	

	  systemInfoModification 
	Not present
	
	

	  etws-Indication
	Not present
	
	

	  nonCriticalExtension ::= SEQUENCE {
	Not present
	
	

	   lateNonCriticalExtension
	Not present
	
	

	   nonCriticalExtension ::= SEQUENCE {
	
	
	

	    cmas-Indication-r9
	true
	
	

	    nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	   }
	
	
	

	}
	
	
	


<<Unchanged sections omitted>>
