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Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.3
	PLMN selection; independence of RF level and preferred PLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.4
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	6.1.1.5
	PLMN selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred
	

	
	
	
	C02
	UEs supporting TDD
	
	

	------
	
	
	
	
	
	

	6.3.2.3
	Inter-RAT Cell Reselection / from GSM_Idle / GPRS Packet_Idle to a UTRA idle CSG cell
	Rel-8
	C783
	UEs supporting FDD and GSM and CSG
	1 Execution: CS+PS preferred
	

	6.3.3.1
	Intra frequency CSG Cell Reselection
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	6.3.3.2
	VOIDInter frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	6.3.4.1
	Inter-frequency Cell Reselection with Hybrid Cells
	Rel-9
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	6.3.4.2
	Cell Reselection with Hybrid Cells for non-member UEs
	Rel-9
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred
	

	7
	LAYER 2
	
	
	
	
	



