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	Reason for change:
	The test case 10.4.2, “EPS bearer context deactivation / Re-establishment” , verifies that if the EPS bearer used for SIP signalling is deactivated the UE re-esablishes the bearer.

But, according to TS 23.401:

  5.4.4.1    PDN GW initiated bearer deactivation:

4a. If the last PDN connection of the UE is being released and the bearer deletion is neither due to ISR deactivation nor due to handover to non-3GPP accesses, the MME explicitly detaches the UE by sending a Detach Request message to the UE. If the UE is in ECM-IDLE state the MME pages the UE. Steps 4b to 7b are skipped in this case, and the procedure continues from step 7c.

In the pre-amble of the test case the UE establises only one PDN connection which implies that when the EPS bearer used for SIP signalling is deactivated the UE will be detached.

In order to avoid this situation the test case is updated so that the UE will have two active PDN connections.

	
	

	Summary of change:
	In Table 4-1a, a new condition, Cxx is added that evaluates to:

“UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” and UE Configured to provide IMS APN as the second PDN connection or UE Configured to provide Internet as the second PDN connection.”

In Table 4-1, changed applicability of test case 10.4.2 to use the new condition Cxx
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	A conformant UE will fail the test case.
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<Start of first modified section>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>

	10
	EPS Session Management
	
	
	
	
	
	
	

	10.2.1
	Dedicated EPS bearer context activation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.3.1
	EPS bearer context modification / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.1
	EPS bearer context deactivation / Success
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.2
	EPS bearer context deactivation / Re-establishment
	Rel-8
	Cxx
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS” and UE Configured to provide IMS APN as the second PDN connection or UE
Configured to provide Internet as the second PDN connection.
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A


>> Skipped part >>
	C207
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.3.3.2-1/1 AND A.4.3.3.2-2/1 THEN R ELSE N/A

	C208
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1A/1 THEN R ELSE N/A

	Cxx
IF A.4.4-1/33 AND (A.4.4-2/14 OR A.4.4-2/15) THEN R ELSE N/A
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