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4.1
RF conformance test cases

Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	R
	UE supporting E-UTRA
	FDD

	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1
	FDD

	
	
	
	
	
	TDD

	<Unchanged Items Skipped>

	8.2.1.3.1A_A.1
	FDD Soft buffer management test for CA (intra-band contiguous DL CA)
	Rel-10
	C64
	UE supporting E-UTRA FDD and intra-band contiguous DL CA

 (UE category 3 and 4)
	

	8.2.1.3.1A_A.2
	FDD Soft buffer management test for CA (inter-band DL CA)
	Rel-10
	C65
	UE supporting E-UTRA FDD and inter-band DL CA

 (UE category 3 and 4)
	

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C13
	UE supporting E-UTRA FDD
	(UE categories 2-8)

	<Unchanged Items Skipped>

	8.2.2.3.1_A.1
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (intra-band contiguous DL CA)
	Rel-10
	C24
	UE supporting E-UTRA TDD and intra-band contiguous DL CA
	

	8.2.2.3.1_A.2
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (Intra‑band non-contiguous DL CA)
	Rel-11
	C70
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 5 and onwards)
	

	8.2.2.3.1_A.3
	TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA (inter-band DL CA)
	Rel-11
	C82
	UE supporting E-UTRA TDD and inter-band DL CA(UE categories from 5 to 8
	

	8.2.2.3.1A_A.1
	TDD Soft buffer management for CA (intra‑band contiguous DL CA)
	Rel-10
	C71
	UE supporting E-UTRA TDD and intra-band contiguous DL CA

(UE category 3 and 4)
	

	8.2.2.3.1A_A.2
	TDD Soft buffer management for CA (Inter-band DL CA)
	Rel-10
	C88
	UE supporting E-UTRA TDD and inter-band DL CA

(UE category 3 and 4)
	

	8.2.2.3.1A_A.3
	TDD PDSCH Soft buffer management test (intra‑band non-contiguous DL CA)
	Rel-11
	C72
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 3 and 4)
	

	<Unchanged Items Skipped>

	8.7.2.1_A.1
	TDD sustained data rate performance for CA (intra-band contiguous DL CA)
	Rel-10
	C74
	UE supporting E-UTRA TDD and intra-band contiguous DL CA (UE category 6 and 7)
	

	8.7.2.1_A.2
	TDD sustained data rate performance for CA (Intra-band non-contiguous DL CA)
	Rel-11
	C75
	UE supporting E-UTRA TDD and intra-band non-contiguous DL CA

(UE category 6 and 7)
	

	8.7.2.1_A.3
	TDD sustained data rate performance for CA (inter-band DL CA)
	Rel-10
	C83
	UE supporting E-UTRA TDD and inter-band DL CA ( UE category 3, 4, 6 and 7)
	

	8.7.3.1
	FDD sustained data rate performance for EPDCCH scheduling
	Rel-11
	C55
	UE supporting E-UTRA FDD and EPDCCH
	

	<Unchanged Items Skipped>


