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Recommended test case applicability

<### Text skipped ###>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	ROWS SKIPPED

	10
	EPS Session Management
	
	
	
	
	
	
	

	10.2.1
	Dedicated EPS bearer context activation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.3.1
	EPS bearer context modification / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.1
	EPS bearer context deactivation / Success
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.2
	EPS bearer context deactivation / Re-establishment
	Rel-8
	C183
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: “IMS Profile for Voice and SMS”
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.1
	UE requested PDN connectivity procedure accepted by the network
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.1a
	UE requested PDN connectivity accepted / Dual priority / T3396 override
	Rel-11
	C204
	UEs supporting E-UTRA and Multiple PDN and LAP and LAP override
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.1b
	UE requested PDN connectivity accepted / Dual priority / T3346 override
	Rel-11
	C204
	UEs supporting E-UTRA and Multiple PDN and LAP and LAP override
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.2
	Void
	
	
	
	
	
	
	

	10.5.3
	UE requested PDN connectivity procedure not accepted
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.5.4
	UE requested PDN connectivity not accepted / Network reject with Extended Wait Timer
	Rel-10
	C178
	UEs supporting E-UTRA and LAP
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.6.1
	UE requested PDN disconnect procedure accepted by the network
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.6.2
	Void
	
	
	
	
	
	
	

	10.7.1
	UE requested bearer resource allocation, accepted by the network / New EPS bearer context
	Rel-8
	C54
	UEs supporting E-UTRA and ESM UE requested bearer resource allocation procedure
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	ROWS SKIPPED


