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6.2.2_1
Maximum Output Power for HPUE

6.2.2_1.1
Test purpose

Same test purpose as in clause 6.2.2.1.

6.2.2_1.2
Test applicability

This test case applies to all types of E-UTRA UE Power Class 1 release 10 and forward.

6.2.2_1.3
Minimum conformance requirements

< Next changed section >
6.2.3_1
Maximum Power Reduction (MPR) for HPUE

6.2.3_1.1
Test purpose

Same test purpose as in clause 6.2.3.1 with the following exception:

· Instead of Table 6.2.3.3-1 ( use Table 6.2.3_1.3-1

6.2.3_1.2
Test applicability

The requirements of this test apply in test cases 6.6.2.3_1 Adjacent Channel Leakage power Ratio for HPUE to all types of E-UTRA Power Class 1 UE release 10 and forward.
NOTE:
As a result TC 6.2.3_1 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.
6.2.3_1.3
Minimum conformance requirements

< Next changed section >
6.2.4_1
Additional Maximum Power Reduction (A-MPR) for HPUE

6.2.4_1.1
Test purpose

Same test purpose as in clause 6.2.4.1 with the follow exception:

-
Instead of Table 6.2.2.3-1 ( use Table 6.2.2_1.3-1

6.2.4_1.2
Test applicability

The requirements of this test apply in test case 6.6.2.2 Additional Spectrum Emission Mask for network signalled values NS_06, to all types of E-UTRA Power Class 1 UE release 10 and forward.
NOTE:
As a result TC 6.2.4_1 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.
6.2.4_1.3
Minimum conformance requirements

< Next changed section >
6.2.5_1
Configured UE transmitted Output Power for HPUE

6.2.5_1.1
Test purpose

Same test purpose as in clause 6.2.5.1

6.2.5_1.2
Test applicability

This test applies to all types of E-UTRA power Class 1 UE release 10 and forward.

6.2.5_1.3
Minimum conformance requirements

< Next changed section >
6.3.5_1
Power Control for HPUE

Same text as in clause 6.3.5.
6.3.5_1.1
Power Control Absolute power tolerance for HPUE

6.3.5_1.1.1
Test purpose

Same test purpose as in clause 6.3.5.1.1.
6.3.5_1.1.2
Test applicability

This test applies to all types of E-UTRA Power Class 1 UE release 10 and forward.

6.3.5_1.1.3
Minimum conformance requirement
< Next changed section >
6.3.5_1.2
Power Control Relative power tolerance for HPUE

6.3.5_1.2.1
Test purpose

Same test purpose as in clause 6.3.5.2.1.
6.3.5_1.2.2
Test applicability

This test applies to all types of E-UTRA Power Class 1 UE release 10 and forward.

6.3.5_1.2.3
Minimum conformance requirement

< Next changed section >
6.3.5_1.3
Aggregate power control tolerance for HPUE

6.3.5_1.3.1
Test purpose

Same test purpose as in clause 6.3.5.3.1.

6.3.5_1.3.2
Test applicability

This test applies to all types of E-UTRA Power Class 1 UE release 10 and forward.

6.3.5_1.3.3
Minimum conformance requirement

< Next changed section >
6.6.2.3_1
Adjacent Channel Leakage power Ratio for HPUE

6.6.2.3_1.1
Test purpose

To verify that HPUE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.6.2.3_1.2
Test applicability

This test case applies to all types of E-UTRA Power Class 1 UE release 10 and forward.

6.6.2.3_1.3
Minimum conformance requirements

PAGE  
67
3GPP

