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{Start of changes}
9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test requirements for Test3 in normal conditions are TBD.
9.1.1.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward. Applicability requires support for FGI bit 16.

9.1.1.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.1.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.1.1.1.3-1: RSRP FDD Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.1.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.1.

{Unchanged sections omitted}
Table 9.1.1.1.5-3: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	Normal Conditions
	Test 1

All bands
	Test 2

All bands
	Test 3

	Lowest reported value (Cell 2)
	RSRP_28
	RSRP_45
	Bands FDD_A
	 TBD

	
	
	
	Bands FDD_C
	 TBD

	
	
	
	Bands FDD_D
	 TBD

	
	
	
	Bands FDD_E, FDD_F
	 TBD

	
	
	
	Bands FDD_G
	 TBD

	
	
	
	Bands FDD_H
	 TBD

	Highest reported value (Cell 2)
	RSRP_43
	RSRP_64
	Bands FDD_A
	 TBD

	
	
	
	Bands FDD_C
	 TBD

	
	
	
	Bands FDD_D
	 TBD

	
	
	
	Bands FDD_E, FDD_F
	 TBD

	
	
	
	Bands FDD_G
	 TBD

	
	
	
	Bands FDD_D
	 TBD

	Extreme Conditions
	Test 1

All bands
	Test 2

All bands
	Test 3

	Lowest reported value (Cell 2)
	RSRP_25
	RSRP_42
	Bands FDD_A
	RSRP_14

	
	
	
	Bands FDD_C
	RSRP_15

	
	
	
	Bands FDD_D
	RSRP_15

	
	
	
	Bands FDD_E, FDD_F
	RSRP_16

	
	
	
	Bands FDD_G
	RSRP_17

	
	
	
	Bands FDD_H
	RSRP_17

	Highest reported value (Cell 2)
	RSRP_46
	RSRP_67
	Bands FDD_A
	RSRP_35

	
	
	
	Bands FDD_C
	RSRP_36

	
	
	
	Bands FDD_D
	RSRP_36

	
	
	
	Bands FDD_E, FDD_F
	RSRP_37

	
	
	
	Bands FDD_G
	RSRP_38

	
	
	
	Bands FDD_H
	RSRP_38

	Note 1:
E-UTRA operating band groups are as defined in Section 3.5.


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
{Unchanged sections omitted}
9.1.2.1
TDD Intra Frequency Absolute RSRP Accuracy
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test requirements for Test3 in normal conditions are TBD.
9.1.2.1.1
Test purpose

To verify that the TDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for all bands.

9.1.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 8 and forward. Applicability requires support for FGI bit 16.

9.1.2.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.2.1-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.1.2.1.3-1: RSRP TDD Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.1.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.1.2.1.3-2: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.2.

{Unchanged sections omitted}
Table 9.1.2.1.5-3: RSRP TDD Intra frequency absolute accuracy requirements for the reported values

	Normal Conditions
	Test 1

All bands
	Test 2

All bands
	Test 3

	Lowest reported value (Cell 2)
	RSRP_28
	RSRP_45
	Bands TDD_A
	 TBD

	
	
	
	Bands TDD_C
	 TBD

	
	
	
	Bands TDD_E
	 TBD

	Highest reported value (Cell 2)
	RSRP_43
	RSRP_64
	Bands TDD_A
	 TBD

	
	
	
	Bands TDD_C
	 TBD

	
	
	
	Bands TDD_E
	 TBD

	Extreme Conditions
	Test 1

All bands
	Test 2

All bands
	Test 3

	Lowest reported value (Cell 2)
	RSRP_25
	RSRP_42
	Bands TDD_A
	RSRP_14

	
	
	
	Bands TDD_C
	RSRP_15

	
	
	
	Bands TDD_E
	RSRP_16

	Highest reported value (Cell 2)
	RSRP_46
	RSRP_67
	Bands TDD_A
	RSRP_35

	
	
	
	Bands TDD_C
	RSRP_36

	
	
	
	Bands TDD_E
	RSRP_37


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

{Unchanged sections omitted}
9.1.16.1
FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test requirements for Test3 in normal conditions are TBD.
9.1.16.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for Band 31.

9.1.16.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support Band 31. Applicability requires support for FGI bit 16.

9.1.16.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRP in this clause apply to a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.16.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101[2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.
Table 9.1.16.1.3-1: RSRP Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in section 3.5.1.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.16.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.16.

{Unchanged sections omitted}
Table 9.1.16.1.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values for 5MHz bandwidth

	Normal Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_31
	RSRP_49
	TBD

	Highest reported value (Cell 2)
	RSRP_46
	RSRP_68
	TBD

	Extreme Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_28
	RSRP_46
	RSRP_20

	Highest reported value (Cell 2)
	RSRP_49
	RSRP_71
	RSRP_41


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
{Unchanged sections omitted}
9.9.1.1
FDD Intra Frequency Serving Cell Absolute RSRP Accuracy
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test tolerances are TBD
- Test requirements for normal conditions are TBD.
9.9.1.1.1
Test purpose

To verify the FDD intra-frequency serving cell absolute RSRP measurement accuracy is within the specified limit.

9.9.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 16.

9.9.1.1.3
Minimum conformance requirements

The serving cell absolute accuracy of RSRP is defined as the RSRP measured of the serving cell.
The accuracy requirements in table 9.9.1.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.9.1.1.3-1: RSRP FDD Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	Note 1:
Io is assumed to have constant EPRE across the bandwidth.

Note 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

Note 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.9.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.9.1.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


{Unchanged sections omitted}
Table 9.9.1.1.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	Normal Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands FDD_A
	 TBD

	
	Bands FDD_C
	 TBD

	
	Bands FDD_D
	 TBD

	
	Bands FDD_E
Bands FDD_F
	 TBD

	
	Bands FDD_G
	 TBD

	
	Bands FDD_H
	 TBD

	Highest reported value (Cell 1)
	Bands FDD_A
	 TBD

	
	Bands FDD_C
	 TBD

	
	Bands FDD_D
	 TBD

	
	Bands FDD_E
Bands FDD_F
	 TBD

	
	Bands FDD_G
	 TBD

	
	Bands FDD_H
	 TBD

	Extreme Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands FDD_A
	RSRP_6+TT

	
	Bands FDD_C
	RSRP_7+TT

	
	Bands FDD_D
	RSRP_7+TT

	
	Bands FDD_E
Bands FDD_F
	RSRP_8+TT

	
	Bands FDD_G
	RSRP_9+TT

	
	Bands FDD_H
	RSRP_9+TT

	Highest reported value (Cell 1)
	Bands FDD_A
	RSRP_21+TT

	
	Bands FDD_C
	RSRP_22+TT

	
	Bands FDD_D
	RSRP_22+TT

	
	Bands FDD_E
Bands FDD_F
	RSRP_23+TT

	
	Bands FDD_G
	RSRP_24+TT

	
	Bands FDD_H
	RSRP_24+TT


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
{Unchanged sections omitted}
9.9.2.1
TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test tolerances are TBD
- Test requirements for normal conditions are TBD
9.9.2.1.1
Test purpose

To verify the TDD intra-frequency serving cell absolute RSRP measurement accuracy is within the specified limit.

9.9.2.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 16.

9.9.2.1.3
Minimum conformance requirements

The serving cell absolute accuracy of RSRP is defined as the RSRP measured of the serving cell.
The accuracy requirements in Table 9.9.2.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.9.2.1.3-1: RSRP TDD Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	Note 1:
Io is assumed to have constant EPRE across the bandwidth.

Note 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

Note 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 9.9.2.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.9.2.1.3-2: RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.9.2.
{Unchanged sections omitted}
Table 9.9.2.1.5-2: RSRP TDD Intra frequency absolute accuracy requirements for the reported values
	Normal Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands TDD_A
	 TBD

	
	Bands TDD_C
	 TBD

	
	Bands TDD_E
	 TBD

	Highest reported value (Cell 1)
	Bands TDD_A
	 TBD

	
	Bands TDD_C
	 TBD

	
	Bands TDD_E
	 TBD

	Extreme Conditions
	Test 1

	Lowest reported value (Cell 1)
	Bands TDD_A
	RSRP_6+TT

	
	Bands TDD_C
	RSRP_7+TT

	
	Bands TDD_E
	RSRP_8+TT

	Highest reported value (Cell 1)
	Bands TDD_A
	RSRP_24+TT

	
	Bands TDD_C
	RSRP_25+TT

	
	Bands TDD_E
	RSRP_26+TT


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
{End of changes}
